


I prodotti Seipee sono conformi alle Direttive di prodotto applicabili
come richiesto in tutti i paesi della Comunita Europea, per garantire
un opportuno standard di sicurezza.

Per ogni prodotto viene emessa una “Dichiarazione CE di conformita”
relativa alle seguenti direttive:

2006/95/CE "Direttiva Bassa tensione”

UNI EN ISO 9001:2008

Seipee, mirando alla soddisfazione dei propri Clienti, ha scelto il
Sistema di Qualita ISO 9001 come riferimento per tutte le proprie
attivita. Questa volonta si manifesta nell'impegno rivolto al continuo
miglioramento della qualita ed affidabilita dei prodotti; le attivita
commerciali, la progettazione, i materiali di acquisto, la produzione
ed il servizio post vendita sono i mezzi che permettono a Seipee di
raggiungere tale scopo.

Seipee ¢& associata ad ANIE (Federazione Nazionale Imprese Elet-
trotecniche ed Elettroniche) una divisione del settore energia di
Confindustria che viene considerata come riferimento in merito ad
ogni aspetto tecnico nel proprio comparto ed alle normative vigenti.
L'associazione Energia, nata dalla fusione delle Branche Produzione,
Trasmissione e Distribuzione ha ottenuto nel tempo il peso necessario
per diventare l'interlocutore con le istituzioni nazionali ed internazio-
nali per tutti i temi con |'obiettivo di favorire una maggiore razionalita
ed efficienza del sistema a beneficio dell’'utente.

Inoltre la competenza nel trattare qualsiasi problema legato al settore
energetico costituisce quel di pil dell’associazione che ne fa il centro
degli interessi professionali, industriali e commerciali dei Soci per
favorire, in ottemperanza alla legislazione, I'apertura di un dialogo
piu aperto e consapevole con i clienti di tutto il mondo.

In questo ambito i Soci garantiscono al cliente una ampia consulenza
pre-vendita, una completa gamma di prodotti realizzati secondo gli
standard di qualita e di impatto ambientale ed un’assistenza post-
vendita in grado di fornire pronte risposte alle esigenze di servizio
dell'utente ‘come’, ‘dove’ e ‘quando’ esse sorgono.

Responsabilita relative ai prodotti e al loro uso.

1l Cliente & responsabile delle corretta scelta e dell’'uso del prodotto
in relazione alle proprie esigenze industriali e/o commerciali.

Il Cliente & sempre responsabile della sicurezza nell'ambito delle
applicazioni del prodotto.

Nella stesura del catalogo € stata dedicata la massima attenzione al
fine di assicurare I'esattezza delle informazioni. Tuttavia Seipee non
puo accettare responsabilita dirette o indirette per eventuali errori,
omissioni o dati non aggiornati.

A causa della costante evoluzione dello stato dell’arte, Seipee si
riserva la possibilita di apportare in qualsiasi momento modifiche
al contenuto della presente stampa che in ogni caso non sono da
considerare mai vincolanti.

1l responsabile ultimo della scelta del prodotto € il Cliente, salvo
accordi diversi debitamente formalizzati per iscritto e sottoscritti
dalle parti.

Seipee products comply with the directives about product as requi-
red in all EU countries, to ensure an appropriate safety standards.
For every product is issued a “Declaration of Conformity” on the
following directives:

2006/95/EC “Low Voltage Directive”

UNI EN ISO 9001:2008

Seipee, aiming at customer satisfaction, has chosen the ISO 9001
Quality System as reference for all its activities. This desire is ma-
nifested in the commitment aimed at continuously improving the
quality and reliability of products; commercial activities, design,
material purchase, production and after-sales service are the means
of Seipee to achieve this purpose.

Seipee is associated with ANIE (National Federation of Electrotech-
nical and Electronic Equipment) division of the energy sector of
Confindustria, which is considered as a reference on any technical
aspect in their sector and with the regulations.

The Energy Association, formed by the merger of the Branches of
Production, Transmission and Distribution has eventually gained
the weight to become the partner with national and international
establishments about all the issues with the aim of fostering greater
rationality and efficiency of the system for the user.

In addition, the expertise in dealing with any problem related to the
energy sector is that something more of the association that makes
it the center of the professional, industrial and commercial members
to promote, in accordance with the legislation, the opening of a more
open and informed dialogue with clients around the world.

In this context, members provide the customer with a large pre-sales
consultancy, a complete range of products manufactured according
to standards of quality and environmental impact and after-sales can
provide ready answers to the needs of service user ‘how, ‘where’
and ‘when’ they arise.

Product liability and their use.

The customer is responsible for proper selection and use of the
product in relation to their industrial needs and / or commercial.
The customer is always responsible for the safety of the product for
particular applications.

In writing the catalog was dedicated to the utmost attention to
ensure the accuracy of the information. However Seipee cannot
accept liability for any direct or indirect errors, omissions or outdated
information.

Due to the constantly changing state of the art, Seipee reserves the
right to make changes at any time the content of this release that
are not in any case ever to be considered binding.

The ultimate responsibility for the choice of product is the customer,
unless otherwise agreed in writing duly formalized and signed by
the parties.

A-2



AT

e

Ryt

Indice - Index

INDICE CATALOGO

Indice B - Motori asincroni trifase IE3/IE2

INFORMAZIONI GENERALI
L Lanormativa. ...
. Calcolo del risparmio di energia € Costi.........ccorrrrrrriiiinnneenns, B-4
. Caratteristiche generali motori elettrici IE3/IE2 ............ccevveee. B-5
POTENZE E DATI ELETTRICI IE3 ....ccvuviieeeieerenieerennneernnneeens B-7
. Serie IE3 IM 2 POli..cciiciiiiiiiii e B-7
. Serie IE3 IM 4 POlin..cciiciiiiiiiiii it B-7
. Serie IE3 IM 6 POli..cccccceeieiiieii e B-8
. Serie IE3 GM 2 POli.cccrruuieiiiiiiiiiiiiiie s s eeeiiise s eenrne s B-8
. Serie IE3 GM 4 POli..ccciceiiiiiiieiiieeeeriiie e B-9
. Serie IE3 GM 6 POli..ccciciiiiiiiiiiiiiceeiiiie e B-9
DIMENSIONI E NORMALIZZATI IE3 ...cvvviieieeereeeennnninneeeneennns B-10
Y TSI L IR v = <N B-10
. Serie GM trifaS. .. iiieee it B-12
POTENZE E DATI ELETTRICI IE2 ....ccvvviiieererceere e eenneeeennans B-14
. Serie IE2 IM 2 POlicccciriiiiieiiieceeeiiiiie e B-14
. Serie IE2 IM 4 POlicccciiiuiiiiiiiiccieiiiiie v B-14
. Serie IE2 IM 6 POIliccccerreiiieiiieiieeriiie e B-15
. Serie IE2 GM 2 POli.cccrruuiieiiiiiiiiiiiiiie s eecreiiine e eernrae s B-15
. Serie IE2 GM 4 POli.ccerrueieeiieiiiiriiiiie s eeeeerisse s e e e rrrann s B-16
. Serie IE2 GM 6 POli.cccuruuiiiiiiiiiiiiiiiin s ercreiiine e eernrne s B-16
DIMENSIONI E NORMALIZZATI IE2 ..cvvvvuieiieereeeernnnieieeeeeennns B-17
Y TSI L IR g = <N B-17
. Serie GM trifaS. .. iiirue i B-19

Indice C - Motori standard

1. CARATTERISTICHE GENERALI .....ccceiiiirrrrreeeseesserrneneesesnnnens C-2
1.1. Caratteristiche.......cccvviiiiiiiiiiiiiiii C-2
2.  POTENZE E DATI ELETTRICI .....cccuvvirieeeeeserreeeee s s sinneeeeas e C-4
2.1. Trifase JM 56...160 = 2 POli....ccvvvuiiiiiiiiiiriiiiiine e Cc-4
2.2. Trifase JM 56...160 = 4 POli..ccceeericrrrereeiiesirrreee e sssnreeeeese e C-5
2.3. Trifase JM 56...160 = 6 POli....cccuvuiiiiiiiiiiiriiiiineneerrrnrine e c-6
2.4. Trifase JM 71...160 - 8 POli.eeeeereiicerrrrrierieriirireee e ssnreeeeeee e C-6
2.5. Trifase GM 160...450 - 2 POli ..vuvvuiiiiiiiiiriiiiiiee e Cc-7
2.6. Trifase GM 160...450 - 4 POli ....cccvrreeieei e e C-8
2.7. Trifase GM 160...450 - 6 POli ..c.uvuuiiiiiiiiriiiiiiine e c9
2.8. Trifase GM 160...450 - 8 POli ...ccccvrveeiieieeiirrreee e C-10
2.9. Trifase doppia polarita JMD/GMD - 4/6 pOli..........ccccuveeeennnn. C-11
2.10.Trifase doppia polarita JIMD/GMD - 4/8 pOli.........cccecuvreeeennnn. C-12
2.11.Monofase JMM 63...100 = 2 POli c.uceviiiiierriniiiineeseeerreiinne s C-13
2.12.Monofase JMM 56...100 - 4 POli .....cceeernneeeees C-13
3. DIMENSIONI E NORMALIZZATI .....ovveeeeeeennnnrneenessssnnnneeeeens C-14
3.1. Trifase JM 56...160

Trifase doppia polarita JMD 80...160 ........ccccueeeeerriirvreeennnnn. C-14
3.2. Trifase GM 160...450

Trifase doppia polarita GMD 180...250........ccccceeerviuvveeeennnnns C-16
3.3. Monofase JMM 56...100 ......cccoeeeiiiii e C-19

CATALOGUE INDEX

Index B - Asynchronus three-phase motors IE3/IE2

1. GENERAL INFORMATION

1.1. TRE IEGISIALtION.......ccvvurreeeeessiirsiriiississssessisssesssssssesasssasaassnes
1.2. Calculation of the energy and cost Savings ..............covceeeeennn. B-4
1.3. General specifications electric motors IE3/IE2..........ccccoeeereenns B-5
2. POWER AND ELECTRIC DATA IE3 ... B-7
2.1, SerieS IE3 JM 2 POIES.......ccuvuueeeeeiirrissiiiseisssissesssssssissesnennsnns B-7
2.2. S€rieS IE3 JM 4 POIES.........cceeeeeeeeeeeeeeeeeeeeeseeeeeeessees B-7
2.3. 5€rieS IE3 JM 6 POIES.......ccuvvueeeeeiirririiiisiieseirsissiisssissesnennsnns B-8
2.4. Series IE3 GM 2 POIES.........ccoeeeeeeeeeeeeeeeeeeeseeeeceens B-8
2.5, SerieS IE3 GM 4 POIES .......ccvvuueeeeeeiriessiiisiiseesssessisnsisssssssnnsnns B-9
2.6. Series IE3 GM 6 POIES..........cooeeeeeeeeeeeeeeeeeeseeeecee e B-9
3. DIMENSIONS AND STANDARDIZED IE3 ........ccoveeieeiieccinn B-10
3.1. JM Series three-phase...........c.ccceeeveeeeeeeeeeeeieeieeeeeeeeeeeeeeenn B-10
3.2. GM series three-phase .........cceeeeeeeerveurusieiesiirsisisiissinsasnnenns B-12
4. POWER AND ELECTRIC DATA IE2.......uuueninnnnnnnannns B-14
4.1. SerieS IE2 JM 2 POIES.........coveuvuiieireeissisiiisiiseessssnssisiiisannns B-14
4.2. Seri€S IE2 JM 4 POIES.........ceeeeeeescescesicecsnssnsannns B-14
4.3. SerieS IE2 JM 6 POIES.........cceevvurieireeissesiiisiiiseessssnssssiiisannns B-15
4.4, SerieS IE2 GM 2 POIES.........uceeeseesccsccicnissssansannes B-15
4.5. SerieS IE2 GM 4 POIES .........ccuvvureeireesiiiriiisiiseessssnssisiissnnnns B-16
4.6. SrieS IE2 GM 6 POIES..........ueeeececcsssannsannes B-16
5. DIMENSIONS AND STANDARDIZED IE2 ..........ceuuveenniennennns B-17
5.1. M Series thre@-phase............cccceeeeeeeeeesseiinnisnsnssnnnsnnnes B-17
5.2. GM series thre€-phase .........ccccvveeeereeireervuisiiseesssssssisiiisnnnns B-19

Index C - Standard motors

1. GENERAL SPECIFICATIONS ......oumeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeees c-2
1.1 SPECIfICALIONS ......ccevviirsiisseissirsiisiiissssssinsiississssssssnsssssissanssnes c2
2. POWER AND ELECTRIC DATA ... 4
2.1. Three phase JM 56...160 - 2 POIES ...........ccccvurverrrviseinsiirnennnns c4
2.2. Three phase JM 56...160 - 4 DOIES ..........ccceeeeeeeeeeeecn c5
2.3. Three phase JM 56...160 - 6 POIES ...........cccceurveurviiseirsiirnennnns c-6
2.4. Three phase JM 71...160 - 8 DOIES ..........ceeeeeeeeeeeeee c-6
2.5. Three phase GM 160...450 - 2 POIES .............covevrurvseirseireensnns c-7
2.6. Three phase GM 160...450 - 4 POIES ..........cceeeeeeeecccnn c-8
2.7. Three phase GM 160...450 - 6 POIES .............covevrurvieirseireennnns c9
2.8. Three phase GM 160...450 - 8 pOIES ..........ccceeveeeeeeeeeeaann. C-10
2.9. Three phase double polarity IMD/GMD - 4/6 pOIES .........vcereevnnn. C-11
2.10. Three phase double polarity IMD/GMD - 4/8 poles...............ccurun.. Cc-12
2.11.Single phase JMM 63...100 - 2 POIES ............ccovvvrrriiirieirannn, C-13
2.12.Single phase JMM 56...100 - 4 poles ..............ccoeeveeeeeeeeeennn. c-13
3. DIMENSIONS AND STANDARDIZED .....cccccoeuvvcirreinaeansiiinnens C-14
3.1. Three phase JM 56...160

Three phase double polarity IMD 80...160 ...........ccccccvvvsserns C-14
3.2. Three phase GM 160...450

Three phase double polarity GMD 180...250............c..ccuuu... C-16
3.3. Single phase JMM 56...100..............coorueeeeeriissiisiensiisssisinnns C-19




Indice - Index

Indice D - Motori autofrenanti

1. CARATTERISTICHE GENERALI .......ccovuiiiiiieiieetieeeieeneeeneeens
1.1. Caratteristiche......covevveeiieiiiireeece s
2 POTENZE E DATI ELETTRICI .....covevvvvieninnnn.

2.1. JMK 63...160 e GMK 180...250 - 2 poli
2.2. JMK 63...160 e GMK 180...250 - 4 poli
2.3. JMK 63...160 e GMK 180...250 - 6 poli
2.4. JMK 71...160 e GMK 180...250 - 8 poli
3. DIMENSIONI E NORMALIZZATT ......ccceeeannnnnes
3.1 IMK 63...160 i
3.2. GMK 180...250
4, CARATTERISTICHE DEI FRENI..............cconnn.

4.1. Caratteristiche generali ...........ceevvvvviiiii e,
4.2, SErE TA . oot
4.3. Serie TC..oovvvereeeeeeeeenes

4.4. Freni Intorq serie L7
5. INSTALLAZIONE E MANUTENZIONE
5.1. Condizioni generali ........ccccevriiiiiinneinnnniineeen,

5.2. Avvertenze sulla sicurezza...........cccceuvemeveeeennnnns
5.3. Collegamenti e regolazioni...........ccccevviiininrnenini e
5.4. Manutenzione periodica dei freni ........ccvvvvieeiiiiieveiiiiinieens
5.5. Ricambio freNi.....ccovieeiieeiies e

Indice E - Esecuzioni speciali e accessori

1.1. ESecuzioni SPeCiali ........uuueerereeemmeemeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeeees E-2
1.2. Esclusivamente per le serie JMK-GMK motori autofrenanti............ E-7

Indice F - Caratteristiche generali

1. CARATTERISTICHE ....ccutuiiieiiiieiiiiiie e eeernnis e e e rnnnn e
1.1. Equilibratura dinamica
1.2. Livelli sonori......cccceeveeeene

1.3, Cuscinetli...cccvveiiniiiiiiiiiiiii e
1.4. Forme costruttive e posizioni di montaggio
1.5. Carichi radiali massimi applicabili ...................

1.6. Carichi assiali massimi applicabili ...................

1.6.1.Grado di protezione .......ceveiiiieeiiiiinieisseerris e
1.7. Caratteristiche nominali di funzionamento .............cceeevvvvnnnnnn.
1.8. Potenza resa in funzione della temperatura ambiente ............ F-7
1.9. Potenza resa in funzione dellaltitudine
1.10. Alimentazione motore trifase diversa dai valori nominali............... F-7
1.11.Identificazione MOLOre ......cccevvvieiriiiiini e
1.12.Targ@. e eeieeeiiiee e reerr e e

1.13.Principali norme tecniche applicate
1.14.Tolleranze delle caratteristiche elettriche e funzionali............ F-11
1.15.Tipi di SEIVIZIO ..eeveeeeeeeeeeeeeeeeeeeeceeeeeee e e e e e e e e e e e ee s
1.16.Voltaggio: frequenze nel MonNdo ...........eeveeees

2. INSTALLAZIONE E MANUTENZIONE
2.1. Avvertenze generali.......cccoceeiieiiiiiiiiiniiinnnnnns

2.2. Ricevimento e installazione...........cccccvvvuenenns

2.3, Collegamenti.......ccuuceieiiiiiiiiiiiiiinin e
2.4. Manutenzione periodiCa .........oooeerieerieeieee e
3. PARTI DI RICAMBIO .......cevvvrieiiinirerrninnnnnnnns

3.1. Ricambi JM/IMM/IMD
3.2. Ricambi GM/GMD .....cccuiiiiiiiiiiiiiieiiiieeir i esa s eaeenaaes

Indice G - Unita di misura

Conversioni € unita di MISUIA .....ccoveevieriieniieniissssssssssssssss e G-1
Simbologia e unita di misura
Gestione delle fasi di lavorazione e commercializzazione ........ccovvevveeens G-3

Index D - Brake motors

1. GENERAL SPECIFICATIONS ....ccouueeeeereeeeiirieeeeisiesssesieesnasnnnas D-2
1.1 CharacteriStiCs. .........ueuueeeeeeemeemmeemmeenennns
2. POWERS AND ELECTRIC DATA.......ccccoeee..
2.1. JMK 63...160 and GMK 180...250 - 2 poles.....
2.2. JMK 63...160 and GMK 180...250 - 4 poles .........c......ccoruvree.. D-6
2.3. JMK 63...160 and GMK 180...250 - 6 poles..........c.ccccceeunnnn. D-7
2.4. JMK 71...160 and GMK 180...250 - 8 poles .....
3. DIMENSIONS AND STANDARDIZED................
3.1, IMK 63...160....cccccceevvveeiiiiiiiiiieiieeanaan
3.2. GMK 180...250
4.  BRAKE CHARACTERISTICS.....ccccccvvvueeas

4.1. General SPECIfiCatioNs ...........cccvveereeiiirriiiriiiseesssirsissiissannas
g = L
4.3. S€HES TC ovveiiiiicriinisiiiinsecrninssiiinnaens

4.4 Intorq brake Series L7 ......ccccccourscinenncn.
5. INSTALLATION AND MAINTENANCE...
5.1. General directions...............cccccevvvvveennnn.
5.2. Safety Warning ........ccceccueeeveusnveiseessennnnns
5.3. Connections and regulations............c..ccccuvvcvvciimienseinsssiinnns
5.4. Periodical motor maintenance................cccceeeeesseissnnmnnnnnnnns
5.5. Spare parts of the brake ............ccoveevveivivscinnicnsiinsiiinienennn,

Index E - Special executions and accessories

1.1. Special eXecutions ..............cueeeeeeemeeemeemneeneeennens
1.2. Exclusively for series JMK-GMK brake motors

Index F - General specifications

1. SPECIFICATIONS. ..ottt eee e e eeeeeeeeeees
1.1. Dynamic balancing
1.2. Noise levesls................

1.3. BEariNgS ......cveevviiivirriiriiissisininsiiniisnnnns
1.4. Structure and assembly positions
1.5. Maximum radial loads applicable..........

1.6. Maximum axial loads applicable...........

1.6.1.Degree Of ProteCtion............uueeeseerseerseessessessssssssssssssssssssssnnns

A S 1o LR
1.8. Useful output power depending on ambient temperature ................. F-7
1.9. Useful output power depending on altitude .......................... F-7
1.10. Three-phase motor power supplies differing from the rated values .. F-7
1.11. Motor identifiCation..............ueeeeeeemeemmeemmeemeeeeeeeeeieeeeeeeeeeeeeeaaes
1.12.Rating Plate .........cccccovuvueersiiiriinriniiinnnnns

1.13. Main technical standards used
1.14. Tolerance margins on electrical and functional specifications. F-11

1.15. TYPES Of SEIVICES ...eereeeeeeeeeeeeeeeeeeeeeeeeeeeee e F-12
1.16. Voltage: frequency in the world........... F-17
2. INSTALLATION AND MAINTENANCE..... F-19
2.1. General recommendations................... F-19
2.2. Arrival of motor and installation.............. F-19
2.3. CONNECEIONS ...vvvesveesasseisiesssisesssisssessetssssssassssssssisesssnisasnses F-21
2.4. Routing mMainNtENANCE .........ccuueieseisiiieiiseisiesssansissssssssisnans F-24
3. SPARE PARTS....oeevveeiviirieeseerieeseesineananns

3.1. Spares JM/IMM/IMD

3.2. Spares GM/GMD .............ccuvvurueesseiirirsiisiiissasssinsisssisssnsssannes

Index G - Units of measurement

Convertions and units of mMeasuremMent...........ccocccevvvrscineennnnnnnns G-1
Symbols and units of measure
Organization of manufacturing process and marketing ...................... G-3

A-4



{HOTOT] &

REW eneray for your Gusiness

Indice B - Motori asincroni trifase IE3/IE2

INFORMAZIONI GENERALL..........csuueeemennsssssnnnnnnss B-2
= T4 4= B-2
Calcolo del risparmio di energia € costi............cccuvvnnnns B-4
Caratteristiche generali motori elettrici IE3/IE2 ............. B-5
POTENZE E DATI ELETTRICI IE3.......ccsmeemeennsunnnns B-7
Serie IE3 IM 2 POli.cccoiiiiiiiiiiiieier e B-7
Serie IE3 IM 4 POli..ccoiiiiiiiiirieiee e B-7
Serie IE3 IM 6 POli..ccoviiiiiiiiiiiriee e B-8
Serie IE3 GM 2 pOli ..o B-8
Serie IE3 GM 4 poli ..o B-9
Serie IE3 GM 6 POli....cooieeiiiiiiceieeiee e B-9
DIMENSIONI E NORMALIZZATI IE3 .......cceeeennns B-10
Serie IM trifase. ... B-10
Serie GM trifase ... B-12
POTENZE E DATI ELETTRICI IE2..........seeeeemeennnns B-14
Serie IE2 JM 2 POli.cccciieiiiiiiiiireiee e B-14
Serie IE2 IM 4 POli.cccccieiiiiiiiireeeeee s B-14
Serie IE2 JM 6 POli..ccciieiiiiiiiiiiriieiee e B-15
Serie IE2 GM 2 POli....cooiiiriiririeeiee s B-15
Serie IE2 GM 4 poli......cocceeiiiiriiiieieee s B-16
Serie IE2 GM 6 POli.....oooveniiiiiiirieeiee s B-16
DIMENSIONI E NORMALIZZATI IE2 ........ccceennnee B-17
Serie IM trifase ... B-17
Serie GM trifase ... B-19

5 ) E,a.]_k::,'--- = ~ -_.
~ \ia Archimede, 55/61
41019 Limidi di Sollera (Modena) ttaly
Phone 439 059 850108
Fax +39 059 850128

Emill: seipeefseipes.il
wiww, seipee. |t

Index B - Asynchronus three-phase motors IE3/IE2

GENERAL INFORMATION .......ceeevssiirmnmeemmmssssssnsnnes B-2
The 1eGiSIation ............cccoovvmmeeeeiiiiniiiiiiiicciiiieeeeeaeae B-2
Calculation of the energy and cost savings.................... B-4
General specifications electric motors IE3/IE2............... B-5
POWER AND ELECTRIC DATA IE3......ccevemuusssssinnns B-7
S5€rieS IE3 JM 2 POIES ........ummmminiiiiiaaaaeiiiiiiicisssssnnens B-7
Series IE3 JM 4 POIES ........cvmmmmmeeieiaaaaeiiiiiisicsissssninens B-7
S5€rieS IE3 JM 6 POIES .........cummmieeeiiiaaaaeiiiiiisicsisissinens B-8
Series IE3 GM 2 POIES ........covvmueeeeieiaiiiiiiiiiiicciiiininens B-8
Series IE3 GM 4 POIES ........ccovvmueeeeiiiiiiiiiiiiiicciiisnanens B-9
Series IE3 GM 6 POIES ........ccoovueeeeieianiiiiiiiiiicsiiisninens B-9
DIMENSIONS AND STANDARDIZED IE3............ B-10
JIM Series three-phase...........ccovvmeeeeeeeneeiiiniiisicsiinnnns B-10
GM series three-phase.............ccoeveceviimneviennnnnesinnnnnan, B-12
POWER AND ELECTRIC DATA IE2.........covsvinnnees B-14
Series IE2 JM 2 POIES ........ccovmmmeeeieiananaeiiiiisisssissnnnnns B-14
Series IE2 M 4 POIES ........covvmmmeeeeeianaaieiiiiiissssisisnnnns B-14
Series IE2 JM 6 POIES ........ccovmmmeeeieiananiiiiiiiisssiisssnnnns B-15
Series IE2 GM 2 POIES ........ccovvmueeeeeeiaiaiiiiiiiiisccisinaens B-15
Series IE2 GM 4 POIES ........ccovvmueeeeiiiaeiiiiiiiiicciiinaens B-16
Series IE2 GM 6 POIES ........ccoovmueeeeiieaeiiiiiiiiiicciiinnens B-16
DIMENSIONS AND STANDARDIZED IE2............ B-17
JIM Series three-phase...........ccovvueeeeeeeneeiiiniiisscsiiinnnns B-17

GM series three-phase.............ccoeveeeviinneneninnnnnseninnnnn, B-19



IE3/IE2 JM - GM

AT
g 3
L

1. INFORMAZIONI GENERALI

Nuova energia per il tuo business, SEIPEE & da sempre al
vostro fianco per crescere insieme.

Dal 16 giugno 2011 il motore elettrico ha iniziato un’evolu-
zione per migliorare il nostro futuro ...

1.1. La normativa

Gazzetta ufficiale dell'Unione Europea (estratto)

REGOLAMENTO (CE) N.640/2009 DELLA COMMISSIONE del 22 luglio
2009, REGOLAMENTO UE N.4/2014.

I motori elettrici rappresentano il principale tipo di carico elettrico delle
industrie all'interno della Comunita, dove i motori sono impiegati nei
processi di produzione. I sistemi nell'ambito dei quali operano tali mo-
tori rappresentano circa il 70% dell’elettricita consumata dall'industria.

Le potenzialita complessive di miglioramento dell’efficienza energetica
di questi sistemi in modo economicamente efficace sono quantificate
nel 20-30% circa. Uno dei principali fattori alla base di tali miglio-
ramenti & I'impiego di motori efficienti sotto il profilo energetico.

Ne consegue pertanto che i motori dei sistemi a motore elettrico sono
un prodotto prioritario per il quale devono essere istituite specifiche
per la progettazione ecocompatibile ..........

Il testo integrale del Regolamento comprensivo degli allegati & sca-
ricabile presso il nostro sito: www.seipee.it

Secondo ricerche dell'International Energy Agency un investimento di
circa 1 dollaro per l'acquisto di strumenti ad alta efficienza permette
di far risparmiare piu di 2 dollari per la produzione e trasporto di
energia elettrica.

Nel 2007 il governo degli Stati Uniti ha emesso una legge per il miglio-
ramento dell'efficienza. Come conseguenza nel 2008 si ¢ attivata I'Asso-
ciazione dei Costruttori che ha pubblicato una scaletta con i tempi per
I'entrata in vigore di precise normative che determinano le caratteristiche
di rendimento dei motori.

In Europa invece ci si riferiva solamente ad un accordo volontario tra alcuni
produttori riuniti nel CEMEP (Comitato Europeo Costruttori Macchine Elet-
triche Elettroniche di Potenza) i quali avevano suddiviso i motori in classi:
EFF.3 = MOTORI A BASSA EFFICIENZA (gia da anni in disuso ma ancora
circolanti in alcuni paesi)

EFF.2 = MOTORI AD EFFICIENZA MIGLIORATA (che costituiscono la
maggioranza dei motori attualmente commercializzati)

EFF.1 = MOTORI AD ALTA EFFICIENZA (gia disponibili da tempo in pronta
consegna presso SEIPEE).

Per aiutare ad orientare I'acquisto da parte del cliente, I'accordo prevedeva
che la targhetta del motore dovesse riportare la relativa classe di efficienza.

In passato non esisteva nessuna normativa che vincolasse I'utilizzo
di motori con rendimenti minimi garantiti; questo perché non erano
mai stati definiti e/o concordati metodi riguardanti la misura ed il
controllo dei dati a livello nazionale ed internazionale.
Proseguendo nell’intento di armonizzare le leggi nei paesi suoi
membri e di contenere i consumi energetici, la Comunita Europea ha
emesso un nuovo regolamento (CE) N.640/2009 del 22 luglio 2009
e regolamento (UE) N.4/2014, recante le modalita di applicazione
della direttiva 2005/32/CE del Parlamento Europeo e del Consiglio in
merito alle specifiche per la progettazione ecocompatibile dei motori
elettrici. La finalita di questo provvedimento & di garantire uno stan-
dard internazionale sui metodi di calcolo ed etichettatura in merito
all’efficienza, al consumo e alla prestazione del motore elettrico.

1. GENERAL INFORMATION

New energy for your business, SEIPEE is always by your side
to grow together.
16 June 2011, the electric motor started to evolve in impro-
ving our future ...

1.1. The legislation

Official Journal of the European Union (excerpt)

REGULATION (EC) N.640/2009 OF THE COMMISSION of 22 July
2009, REGULATION (UE) N.4/2014

Electric motors are the main type of electrical load of the industries
within the Community, where the engines are used in production
processes. The systems in which they operate account for 70% of
the electricity consumed by industry.

The total potential energy efficiency improvement of these systems
are quantified in a cost-effective about 20-30%. One of the main
factors behind these improvements is the use of energy efficient
motors.

It follows therefore that the motors of the electric motor systems
are a product for which priority must be established for the specific
eco-design ..........

The full text of the Regulations including attachments can be down-
loaded at our website: www.seipee.it

According to research by the International Energy Agency, an
investment of about $ 1 to purchase instruments with high effi-
ciency can save more than $ 2 for the production and transport
of electricity.

In 2007, the U.S. government issued a law to improve efficiency.
As a result in 2008 the Association of Manufacturers activated itself
and has published a schedule with dates for the entry into force of
precise regulations that determine the performance characteristics
of motors.

In Europe instead it was referred only to a voluntary agreement
between some producers gathered in CEMEP (European Committee
of Machinery Manufacturers Electrical Power Electronics), which had
engines divided into classes:

EFF.3 = LOW EFFICIENCY MOTORS (in disuse since years but still
circulating in some countries) IMPROVED EFFICIENCY MOTORS
EFF.2 = (which make up the majority of the engines currently sold)
EFF.1 = HIGH EFFICIENCY MOTORS (since some time available for
delivery at SEIPEE).

To help guide the purchase by the customer, the agreement provi-
ded that the motor nameplate should bring its performance class.

Formerly there was no law which binded the use of motors with gua-
ranteed minimum performance, because this had never been defined
and / or methods agreed on the measure and control of national
and international data. Continuing the efforts to harmonize laws in
the countries of its members and reduce energy consumption, the
European Community has issued a new Regulation (EC) N.640/2009
of 22 July 2009 and Regulation (UE) N.4/2014, laying down detailed
rules for the application of Directive 2005/32 / EC of the European
Parliament and the Council on specific eco-design of electric motors.
The purpose of this measure is to ensure an international standard
method of calculation and on labeling efficiency, consumption and
performance of the electric motor.
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LO SCOPO E TUTELARE IL MERCATO ED I CONSUMATORI FINALI

Dal 16 giugno 2011 & entrata in vigore la nuova normativa in tutti
i paesi UE. I motori sono suddivisi in nuove classi chiamate IE
(International Efficiency) seguite da un numero progressivo. Pil
alto sara il numero, maggiore sara la classe di efficienza. Potranno
quindi essere prodotti ed importati nei paesi della Comunita Euro-
pea esclusivamente motori di classe IE2 di efficienza in linea con
I'evoluzione normativa.

(RIMANGONO ESCLUSI DALLA NUOVA NORMATIVA I MOTORI
AUTOFRENANTT)

L'evoluzione della normativa

Per chiarezza mostriamo uno schema riassuntivo delle scadenze che
la legge ha previsto e prevedera:

CLASSE DI MOTORI DI COMUNE COMMERCIALIZZAZIONE
EFF.2 - IE1 (STANDARD) FINO AL 15.06.2011

DAL 16.06.2011
I MOTORI 2/4/6 POLI CON POTENZA DA 0,75 A 375 kW DEVONO
AVERE EFFICIENZA MINIMA IE2 (HIGH) — 2011 —

DAL 01.01.2015

I MOTORI 2/4/6 POLI CON POTENZA DA 7,5 A 375 kW DEVONO
AVERE EFFICIENZA MINIMA IE3 (PREMIUM) OPPURE IE2 SE ALI-
MENTATI CON INVERTER — 2015 —

DAL 01.01.2017

I MOTORI 2/4/6 POLI CON POTENZA DA 0,75 A 375 kW DOVRAN-
NO AVERE EFFICIENZA MINIMA IE3 (PREMIUM) OPPURE IE2 SE
ALIMENTATI CON INVERTER - 2017 -

SULLA TARGHETTA SARA OBBLIGATORIO RIPORTARE:

- Efficienza nominale (n) a carico e tensioni nominali massimi, al
75% e al 50% del carico e della tensione nominali (V)

- Livello di efficienza IE2 o IE3

* Anno di fabbricazione

SEIPEE ha sempre messo a disposizione della propria clientela motori
in efficienza aumentata pronti a magazzino e continuera nel proprio
impegno: ANTICIPARE LE NECESSITA DELLA CLIENTELA OFFRENDO
PRODOTTI DI ALTA QUALITA IN LINEA CON LE NORMATIVE E LE
ESIGENZE DI MERCATO.

THE PURPOSE IS TO PROTECT THE MARKET AND FINAL CONSUMER

From 16 June 2011 new legislation entered into force in all EU
countries. The engines are divided into new classes called IE (In-
ternational Efficiency) followed by a sequential number. The higher
the number, the greater the efficiency class. Only motors with IE2
efficiency class can be produced and imported in the EU countries,
in line with the evolution of legislation.

(BRAKING MOTORS ARE EXCLUDED FROM NEW RULES)

The evolution of the legislation

To clarity we show a summary diagram of the deadlines that the Act
has provided and will provide:

CLASS OF COMMON ENGINE MARKETING TODAY
EFF2 - IE1 (STANDARD) UNTIL 15.06.2011

FROM 16.06.2011
2/4/6 POWER POLE WITH ENGINES FROM 0.75 TO 375 kW MUST
HAVE MINIMUM EFFICIENCY IE2 (HIGH) - 2011 -

FROM 01.01.20152

2/4/6 POWER POLE WITH ENGINES FROM 7.5 TO 375 kW MUST
HAVE MINIMUM EFFICIENCY IE3 (Premium) OR IE2 IF SUPPLIED
WITH INVERTER - 2015 -

FROM 01.01.2017

2/4/6 POWER POLE WITH ENGINES FROM 0.75 TO 375 kW MUST
HAVE MINIMUM EFFICIENCY IE3 (Premium) OR IE2 IF SUPPLIED
WITH INVERTER - 2017 -

REPORT ON THE PLATE WILL BE REQUIRED:

- Nominal efficiency (n) To load and maximum rated voltages of
75% and 50% load and nominal voltage (V)

- IE2 or IE3 efficiency

- Year of manufacture

SEIPEE has always made available to its customers increased effi-
ciency motors in stock and is ready to continue with the efforts: to
ANTICIPATE THE NEEDS OF CUSTOMERS OFFERING HIGH QUALITY
PRODUCTS IN LINE WITH THE STANDARDS AND REQUIREMENTS
OF THE MARKET.

=
)

=
=
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Ll
=]

IE3/



&
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1.2. Calcolo del risparmio di energia e costi 1.2. Calculation of the energy and cost
savings
TI - T.
IE1:
Energia utilizzata in un anno [kWh/anno] - Energy used in one year [kWh/year]: E, =(P,* L% /100)/ (n, % / 100) *H
Costo annuale dell'energia [Euro/anno] - Annual cost of energy [Euro/year]. CA, =(P, *L% /100)/ (n, % /100) *H*C
IE3/IE2:
Energia utilizzata in un anno [kWh/anno] - Energy used in one year [kWh/year]. E, =(P,*L%/100)/(n,% /100) *H
Costo annuale dell'energia [Euro/anno] - Annual cost of energy [Euro/year]. CA =(P,*L%/100)/ (n,% /100) *H*C

RISPARMI - SAVIN

Energia risparmiata in un anno [kWh/anno] - Energy saved in one year [kWh/year]:

Risparmio annuale [Euro/anno] - Money saved in one year [Euro/year]: RA = CA, - CA,

Tempo di recupero del maggiore costo del motore [Mesi] - Pay-back time of the motor [Months. ~ TR = (Pr,-Pr,) /[ RA * 12

dove - where :

- P, [kwW]:  Potenza nominale del motore - Rated power of the motor

-L %:  Coefficiente (%) di utilizzo della potenza nominale del motore - Use-coefficient (%) of the rated power of the motor

-, %: Rendimento (%) del motore in IE1 - Efficiency (%) of the IE1 motor

-, %: Rendimento (%) del motore in IE3/IE2 - Efficiency (%) of the IE3/IE2 motor

-H [h/anno-year]:  Utilizzo annuale del motore - Annual use of the motor

-C [Euro/kWh]:  Costo del kWh - Cost of the kWh

- Pr, [Euro]:  Prezzo del motore in IE1 - Price of the IE1 motor

- Pr, [Euro]:  Prezzo del motore in IE3/IE2 - Price of the IE3/IE2 motor

Lavorare con efficenza Working with efficiency

I vantaggi dei motori ad alta efficienza sono i seguenti: The advantages of high efficiency motors are as follows:

- riduzione dei consumi e dei costi dell’'energia elettrica - reducing consumption and costs of electricity

- riduzione della sovratemperatura del motore e conseguente aumen- - reduction in engine overheating and consequent increase in the
to della vita degli isolanti, del grasso di lubrificazione dei cuscinetti life of the insulation, grease lubrication of bearings and then of
e quindi del motore stesso the motor

- maggiori rendimenti ai carichi ridotti, essendo maggiormente - higher yields with reduced loads, being the constant loss more
contenute le perdite costanti small

- maggiore capacita di sopportare squilibri e variazioni di tensione - greater ability to withstand voltage fluctuations and imbalances of
della rete di alimentazione power supply

- maggiori vantaggi nelle applicazioni con alimentazione mediante - more advantages in applications powered by inverter.

inverter.
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1.3. Caratteristiche generali motori elettrici

IE3/IE2

JM: 80...160; 0,75...18.5 kW; 2,4,6 poli trifase

GM: 160...400; 11...355 kW; 2,4,6 poli trifase

Motori JM, GM non idonei ad ambienti con pericolo di esplosione.
I motori IE2 da 7,5 kW dovranno essere alimentati da inverter se
utilizzati nello Spazio Economico Europeo.

Motore elettrico asincrono trifase normalizzato progettato per
uso generale in applicazioni industriali, con rotore a gabbia in
corto circuito, chiuso, autoventilato esternamente (metodo di raffred-
damento IC 411), classe termica d’isolamento F (sovratemperatura
motore classe B per tutti i motori con potenza normalizzata; classe
B o B/F per i rimanenti motori trifasi e monofasi). Progettato per
operare in servizio continuo (S1) a tensione e frequenza nominali.
Temperatura aria dell'ambiente di lavoro: -15 + +40°C.
Altitudine massima: 1000 m sul livello del mare.

Grado di protezione involucro motore IP 55: la ventola di raf-
freddamento del motore, esterna alla carcassa, € protetta tramite
apposita calotta copriventola.

Copriventola di lamiera di acciaio.

Ventola di raffreddamento: bi-direzionale a pale radiali, calettata
sull'albero motore. JM 80...160; GM 160...355 : ventola in polipropi-
lene rinforzato. GM 355X...400: ventola di raffreddamento in alluminio.

Carcassa: JM 80...160: carcassa di lega leggera d'alluminio presso-
fusa, ottima conducibilita termica, eccellente resistenza alla corrosione.
Anello di sollevamento solo motore a partire dalla grandezza 100. GM
160...355: carcassa di ghisa con golfare di sollevamento solo motore.

Scudi e flange: JM 80...160: scudi e flange di lega leggera d'al-
luminio pressofusa, sedi dei cuscinetti rinforzate in acciaio a partire
dalla grandezza 90. Flange B14 disponibili a 4 e a 8 fori; flangia B14
JM 160 di ghisa. GM 160...400: scudi e flange di ghisa.

Piedi: JM 80...160: piedi di alluminio. Possibilita di montare i piedi
sui 3 lati del motore al fine di avere la scatola morsettiera sul lato
desiderato: IM B3, B5, B35, B14, B34. Di serie il motore IMB3 ¢
fornito con scatola morsettiera in alto. GM 160...400: piedi di ghisa
solidali alla carcassa. Di serie il motore IMB3 & fornito con scatola
morsettiera in alto, laterale a richiesta.

Albero motore di acciaio al carbonio €45, con estremita cilindriche,
foro filettato in testa e linguetta di forma A unificati. Serie GM con
albero motore bloccato assialmente.

Scatola morsettiera: posizione standard in alto e in prossimita del
lato comando. JM 80...160: in lega leggera d‘alluminio pressofusa
(orientabile di 90° in 90°). GM 160...400: in acciaio (scatola mor-
settiera orientabile di 90° in 90°).

Entrata cavi d’alimentazione: JM e GM di serie lato destro.
Morsettiera per I'alimentazione del motore a 6 morsetti.

Morsetto di terra posizionato all'interno della scatola morsettiera.
Morsetto supplementare esterno per GM 315...400.

Avvolgimento statorico: filo di rame doppiamente smaltato, si-
stema di impregnazione in autoclave con resine di alta qualita, che
permettono l'impiego in clima tropicale senza ulteriore trattamenti.
Accurata separazione degli avvolgimenti di fase (in cava e in testata);
accurato isolamento della “trecciola” (cavi di inizio fase). Sistema di
isolamento in classe termica F.

1.3. General specifications electric motors
IE3/IE2

JM: 80...160; 0.75...8.5 kW; 2,4,6 poles phase

GM: 160...400; 11...355 kW; 2,4,6 poles phase

JM Motors, GM not suitable for environments with explosion hazard.
IE2 - 7.5 kW motors must be powered by inverter if used in the
European Economic Area .

Normalized three-phase asynchronous electric motor desig-
ned for general use in industrial applications With squirrel cage
rotor in short circuit, closed, externally ventilated (cooling method
IC 411), Thermal class of insulation F (Motor over-temperature
class B for all engines with power normalized; class B or B / F for
the remaining three-phase motors and single phase). Designed to
operate in continuous service (S1) At rated voltage and frequency.
Air temperature of the working environment: -15 + +40°C.
Maximum altitude: 1000 m above sea level.

Degree of protection Motor housing IP 55: The cooling fan motor,
out of the casing is protected by a suitable fan cover.

Fan cover steel plate.

Cooling Fan: Bi-directional radial blades, keyed to the motor.
JM 80...160; GM 160...355: reinforced polypropylene fan. GM
355X...400: aluminium cooling fan.

Casing: JM 80...160: Frame of aluminum alloy die cast, high
thermal conductivity, excellent corrosion resistance. Lifting ring only
on engines from size 100. GM 160...355: Cast iron casing with a
single eyebolts motor.

Shields and flanges: JM 80...160: Shields and flanges in cast
aluminum alloy, steel-reinforced bearing housing from size 90. B14
flanges available with 4 and 8 holes; B14 160 JM in cast iron. GM
160...400: cast-iron Shields and flanges.

Feet: JM 80...160: Aluminum feet. Possibility of mounting feet on 3
sides of the engine in order to have the desired side of the terminal
box: IM B3, B5, B35, B14, B34. IMB3 standard engine is provided
with terminal box on top. GM 160...400: Cast iron feet joined to
the casing. IMB3 standard engine is provided with terminal box at
the top, side, on request.

Motor shaft carbon steel C45 With cylindrical ends, threaded hole
in the head and tongue shape A unified. Series GM motor shaft
Locked axially.

Terminal box: standard position at the top and near the drive side.
JM 80...160: Die-cast aluminum alloy (rotatable 90° x 90°). GM
160...400: Steel (Terminal box rotated through 90° in 90°).

Power cable entry: JM and GM standard on the right side.
Terminal block for motor supply with 6 terminals.

Ground terminal located inside the terminal box. Supplementary
terminal for external GM 315...400.

Stator winding: Twice enameled copper wire, impregnation in
an autoclave system with high quality resins, which allows the use
in tropical climate without further treatment. Accurate separation
of the phase windings (in the quarry and in the header); accurate
isolation of the “stranded” (cables start phase). Insulation system
thermal class F.

B-5

IE3/IE2 JM GM



IE3/IE2 JM - GM

£
&

Protezione dell’avvolgimento da sovratemperatura:

JM 80...132 sono equipaggiati di serie con sonde termiche a ter-
mistori (PTC).

JM 160 e GM 160...400 sono equipaggiati di serie con sonde ter-
miche bimetalliche (PTO) e con sonde termiche a termistori (PTC).
I terminali delle sonde sono all'interno della scatola morsettiera. Il
relativo pressacavo € posizionato sul lato opposto a quello d’entrata
dei cavi d'alimentazione del motore.

Rotore a gabbia di scoiattolo in corto circuito pressofuso in alluminio.

Motori verniciati con smalto nitrocombinato idoneo a resistere
ai normali ambienti industriali € a consentire ulteriori finiture con
vernici sintetiche monocomponente.

JM 80...160 : RAL 9006 (grigio PERLA); GM 160...400: RAL
5010 (blu).

Funzionamento con inverter

I motori JM e GM, sono adatti al funzionamento con inverter (valori
limiti: tensione alimentazione UN <500 V, picchi di tensione Umax
<1000 V, gradienti di tensione dU/dt<1kV/us). Per tensione di ali-
mentazione >500 V consultateci. L'utilizzo dell'inverter richiede delle
precauzioni: I'entita di tali picchi/gradienti € legata al valore della
tensione di alimentazione dell'inverter e alla lunghezza dei cavi di
alimentazione del motore. Per limitare tale entita si consiglia I'utilizzo
di appositi filtri (a cura dell'acquirente) posti tra inverter e motore
(obbligatori per cavi di alimentazione >30 m). Si consiglia inoltre di
richiedere il motore con il cuscinetto posteriore isolato elettricamente.

I motori della serie JM 80...160 e GM 160...355, sono fornibili
a richiesta in esecuzione per I'utilizzo in ambienti con atmosfere
potenzialmente esplosive secondo la direttiva ATEX 2014/34/UE
gruppo II categoria 3D zona 22 / 3G zona 2 (vedere “Esecu-
zioni speciali e accessori”).

Ampia disponibilita di esecuzioni, servoventilazione, encoder, sonde
termiche bimetalliche o a termistori, ecc. (vedere “Esecuzioni
speciali e accessori” pag. E-2).

Winding Overtemperature Protection:

JM 80...132 series are equipped with thermal probes thermistors
(PTC).

JM 160 and GM 160...400 are equipped as standard with bimetal-
lic thermal sensors (PTO) and thermal probes thermistors (PTC).
The terminals of the probes are within the terminal box. Its gland is
located on the side opposite to the entrance of the cables feeding
the motor.

Rotor squirrel cage cast aluminum short circuit.

Engines painted with enamel nytro-combined suitable to with-
stand normal industrial environments and to allow further synthetic
component paint finishes.

JM 80...160 :RAL 9006 (Pear! Grey); GM 160...400: RAL 5010
(Blue).

Operation with inverter

JM Motors and GM, are suitable for inverter operation (limit values:
A supply voltage <500 V peak voltage Umax <1000 V, voltage gra-
dients dU/dt<1kV/us). To supply voltage >500 V please consult . The
use of inverter requires precautions: the magnitude of these peaks/
gradients is related to the value of the voltage inverter and the length
of the motor supply cables. To limit this size, we recommend the use
of special filters (responsibility of the purchaser) placed between the
inverter and motor (mandatory for power cables >30 m). You may
also request the engine with the rear bearing electrically isolated.

Series engines JM 80...160 and GM 160...355, are available on
request for use in environments with potentially explosive atmosphe-
res according to ATEX 2014/34/UE Group II Category 3D zone
22 / 3G zone 2 (see "Special versions and accessories”).

Wide range of versions, servo-ventilation, encoder, thermistors or
bimetallic thermal sensors, etc. (see "Designs and accessories”
page E-2).
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2. POTENZE E DATI ELETTRICI IE3 2. POWER AND ELECTRIC DATA IE3
2.1. Serie IE3 JM 2 poli 2.1. Series IE3 JM 2 poles
Tab. 2.1/ Tab. 2.1
P-'H‘.ﬂnn?‘ Py Ny Tw  Iyuew cosg n Ig Ts Thax ] Pﬁfﬂ, !
™M kW min?  Nm A 100% 75% 50%  Iw Tn Tn  kgm’ kg
B0 a 0,75 2880 2,49 1,62 0,83 80,7 80,7 79.1 68 23 23 0,0013 10
BO b 11 2880 3,65 231 0,83 82,7 827 81,0 7.3 23 23 0,0016 11
é a0 s 1,5 28595 4,95 3,10 083 84,2 842 82,5 7.6 23 23 0,0018 14
2 90 La 2,2 2895 7,26 4,35 0,85 859 B59 84,2 7.8 23 23 0,0024 18
g— 00 Lb * 3 28595 9,90 5,64 0,88 87,1 87,1 854 8,1 23 2.3 0,0026 27
(1]
(]
= 100 La 3 2895 99 5,65 0,88 87,1 871 854 8,1 23 23 0,0035 24
=1
112 Ma 4 2900 13,2 7,45 0,88 88,1 88,1 86,3 8,3 23 23 0,0080 30
112 Mb* 5,5 2930 179 10,10 088 892 B92 874 8,0 2.2 23 00092 49
132 sa 55 2930 17,9 10,10 0.&8 89,2 89,2 87,4 8,0 2.2 23 0,0180 43
132 sb 7,5 2930 244 13,70 0,68 an,1 90,1 88,3 7.8 2,2 2.3 0,0240 49
" 132 Ma* 9,25 2940 30,0 16,80 0,88 a0,1 90,1 88,3 7B 2.2 2.3 0,0250 B0
=} 132 Mb* 11 2945 357 19,30 090 91,2 912 894 79 2.2 23 00270 90
g 160 Ma 11 2945 357 19,30 090 912 912 894 7.9 2.2 23 00430 85
= 160 Mb 15 2945 48,6 25,90 0,91 91,8 919 90,1 8,0 2.2 23 0,0480 Q8
160 La 18,5 2940 60,1 32,50 0,89 924 924 90,6 8,1 2,2 2.3 0,0580 108
160 Lb * 22 2955 1,1 38,10 0,50 92,7 Q27 90,8 8,2 2,2 2.3 0,0930 152
* Potenza o corrispondenza potenza/grandezza non normalizzate * Power or power/size not standardized
2.2. Serie IE3 JM 4 poli 2.2. Series IE3 JM 4 poles
Tab. 2.2 / Tab. 2.2
Hme‘ Py My T Ijeew  cOSP n Is Ts Thtax ] iz
IM *e kW  min?  Nm A 100% 75% 50% In T Tn  kgm? Ké
B0 b 0,75 1420 5,04 1,77 0,74 825 B2.5 BO,9 63 23 23 0,0022 12
80 c* 11 1445 7.27 2,55 0,74 84,1 84,1 B2.4 6,5 2.3 23 0,0023 18
£ 90 5 1,1 1435 7,32 2,52 0,75 B4,1 84,1 824 6,5 2,3 2,3 0,0025 16
g’ 90 La 1,5 1435 9,98 3,38 0,75 85,3 85,3 83,6 6,6 2.3 2.3 0,0034 20
F 90 Lc * 2,2 1435 14,64 4,68 0,78 86,7 86,7 85,0 6,9 2,3 2,3 0,0038 30
=3
M 100 La 2,2 1445 14,5 4,52 0,81 B&,7 86,7 85,0 6,9 2.3 2.3 0,0067 26
e
- § 100 Lb 3 1445 198 602 082 877 8.7 859 7.5 3 23 00081 31
112 Ma 4 1450 263 795 082 B86 886  BLE 7.6 2.3 23 00130 38
112 Mc* 5,5 1460 36,0 11,10 0,80 Bo9.6 89,6 87,8 7 20 23 00150 49
132 sa 55 1465 359 10,80 0,82 89,6 896 87,8 7.7 20 23 00250 50
H 1322 Ma 7.5 1465 48,9 14,40 0,83 Q0.4 Q90,4 886 7.5 20 2,3 00350 62
@ 132 Mb* 9,25 1460 60,5 18,00 0,82 90,4 90,4 BE.6 7.5 2.0 23 00420 88
% 132 Mc* 11 1465 71,7 21,20 082 914 91,4 896 7.4 232 23 00510 95
- 160 Ma 11 1475 7,2 2040 0,85 914 91,4 89,6 7.4 2.2 23 00755 93
160 La 15 1475 97,1 2730 0,86 22,1 92,1 90,3 75 2,2 23 00925 108

* Potenza o corrispondenza potenza/grandezza non normalizzate

** Motore 80c e 132Mc con carcassa e scudi di ghisa

* Power or power/size not standardized
** Motor 80c and 132Mc with housing and shields of cast iron

IE3 JM GM
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2.3. Serie IE3 JM 6 poli 2.3. Series IE3 JM 6 poles
Tab. 2.3/ Tab. 2.3
e Py My T Ijwey cose n 1g Ts Thta 1 Peso
™M kW  min*  Nm A 100% 75% 50% I T T kgm® kg
3 90 S 075 935 766 225 061 789 789 773 58 2,1 21 00032 15
% 90 La 11 945 11,1 284 069 81,0 8,0 794 59 21 21 00040 19
=3 100 La 15 945 152 380 069 825 825 809 6,0 21 21 00075 25
i~
= 112Ma 2,2 95 220 531 071 843 843 826 60 21 21 0070 3
132 sa 3 965 29,7 7.12 0,71 85,6 85,6 839 6.2 2.0 21 00310 42
L]
5 132 Ma 4 965 396 937 071 868 B68 851 68 2,0 21 00380 50
iy
= 132Mb 55 95 544 1200 075 880 880 862 71 2,0 21 00480 61
=]
.
4 160Ma 7,5 90 738 1580 0,77 8,1 891 873 67 21 2,1 00850 103
160 La 11 570 1083 2230 079 903 903 885 69 2,1 21 01200 116
2.4. Serie IE3 GM 2 poli 2.4. Series IE3 GM 2 poles
Tab. 2.4 / Tab. 2.4
PWE‘ ‘ Py Ny Tw  Iyuey cosg n Ig Ts Thax ] PE%D,!
GM kW min' Nm A 100% 75% 50% In T Tn  kgm? kg

160 Ma 11 2945 3567 193 0,90 91,2 91,2 894 7.9 2.2 23 00430 116
160 Mb 15 2945 4864 259 0,91 91,9 91,9 90,1 8.0 2,2 23 00480 124
160 La 185 2940 68009 325 0,89 92,4 92,4 90,6 g1 2,2 23 00580 138

180 M 22 2955 71,09 381 0,90 92,7 92,7 90,8 82 2,2 23  00%80 182

200 La 30 2960 96,78 521 0,89 93,3 93,3 91,4 7.5 2,2 23 0,400 250
200 Lb 37 2960 11937 82,6 0,91 93,7 93,7 91,8 7.5 2,2 23 01700 259

225 M 45 2965 14493 785 0,88 94,0 94,0 92,1 7.6 2.2 23 02800 324
% 250 M 55 2970 17684 94,6 0,89 94,3 94,3 924 7.6 22 23 04000 426
g 280 S 75 2875 24074 127 0,90 94,7 94,7 92,8 6,9 2,0 23 06500 533
= 280 M 90 2975 28889 154 0,89 95.0 95,0 93,1 70 2,0 23 07500 612
3155 110 2975 353,08 185 0,90 95,2 95,2 93,3 71 2,0 2,2 14500 905

315 M 132 2875 42370 222 0,90 a5.4 495.4 93,5 71 20 2,2 2,1000 995
315 La 160 2980 51271 268 090 956 956 @ 93,7 7,1 2,0 2,2 24000 1119
315 Lb 200 2980 64089 331 0,91 95,8 95,8 93,9 | 20 2,2 26000 1150

355 M 250 2980 801,12 409 0,92 95,8 95,8 93,9 71 2.0 2,2 31000 1948
355 L 315 2980 100941 516 0,92 95,8 95,8 93,9 71 2,0 2,2 36000 2356

355 Xa 355 2980 113758 583 0,92 958 958 939 6,9 2,0 2,5 13,2000 2650
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2.5. Serie IE3 GM 4 poli 2.5. Series IE3 GM 4 poles
Tab. 2.5/ Tab. 2.5
Motote Py My T Ijuwy cosp n Is Ts  Thm J Pesa
Motor Weight
M KW  min'  Nm A 100% 75%  50% I Tn T kgm’ kg
160 Ma 11 1475 7122 204 085 91,4 914 896 7.4 22 23 00750 123
160 La 15 1475 97,11 273 08 921 92,1 903 7.5 2.2 2,3 0,0820 141
180 M 185 1470 120,18 343 084 926 96 %7 75 22 23 041420 175
180 L 22 1470 14291 402 085 930 930 911 7,7 2.2 23 0,600 209
200 La 30 1475 194,22 53,8 08 936 936 91,7 7.8 32 2,3 02650 275
225§ 37 1485 23793 661 08 939 939 90 72 22 23 04100 324
225 M 45 1485 28937 793 0,87 942 942 923 73 22 23 04730 359
s 250 M 55 1485 35368 965 087 946 946 927 74 22 23 06700 433
R
> 280 5 75 1485 482,29 129 0,88 950 950 93,1 7.4 22 2,3 1,1300 568
= 280 M 90 1485 57875 157 0,87 952 952 933 67 22 2,3 14700 649
<]
315 S 110 1485 707,36 189 08 954 954 935 69 22 2,2 3,1500 935
315 M 132 1485 848,83 226 0,88 956 956 @ 93,7 5,9 22 2,2 3,6500 1020
315La 160 1485 102888 274 088 958 958 939 69 2,2 22 41500 1090
315Lb 200 1490 1261,78 342 08 950 960 941 69 22 22 47500 1233
355 M 250 1490 1602,23 4327 0,88 950 950 94,1 5,9 22 2,2 B5500 1744
ass L 315 1490 201881 538 088 90 90 %41 69 22 22 82500 1950
355 Xa 355 1490 227517 602 0,89 960 960 941 67 2,2 25 99500 2200
400 Ma 355 1492 2272,12 594 0,90 950 950 940 5,4 1,9 2,4 14,5000 2650
2.6. Serie IE3 GM 6 poli 2.6. Series IE3 GM 6 poles
Tab. 2.6 / Tab. 2.6
Mt Py My Tn  Ijweow cosQ n Is Te  Tua ] Resn
Motor Weight
GM kKW  min' Nm A 100% 75% 50% Iwo Tw  Tn kgm? kg
160Ma 7,5 970 738 158 077 891 891 83 67 21 2,1 00950 118
160 La 11 o970 108,23 22,3 0,79 90,3 90,3 B85S 6,9 21 2,1 0,200 138
180 L 15 980 14616 293 081 91,2 91,2 894 72 20 21 02100 193
200La 185 980 180,27 359 08 91,7 91,7 89 72 21 21 03200 230
200 Lb 22 980 214,37 41,5 0,83 922 92,2 904 7,3 21 2,1 03650 243
225 M 30 980 29233 555 084 929 929 9,0 7.1 20 21 05500 302
250 M 37 985 358,70 681 084 933 933 914 71 21 21 08500 390
280 5 45 985 436,26 816 0,85 937 937 918 7.2 21 2,0 14000 505
g 280 M 55 985 533,21 993 0,85 941 941 922 7.2 21 20 17000 570
(Y
= 315 5 75 985 727,10 1350 085 946 946 927 6,7 2,0 2,0 41500  B1S
i 315 M 90 985 872,52 1610 0,85 949 949 930 67 20 20 48000 0955
315La 110 985 106642 1940 086 951 951 932 67 20 20 54800 1015
315th 132 985 127970 2320 086 954 954 935 67 20 20 61500 1120
355 Ma 160 990 154332 2810 086 956 956 937 67 2,0 2,0 65500 1591
355 Mb 200 g9o0  1929,15 3420 088 958 958 939 6,7 2,0 2,0 65500 1720
355 L 250 990 241144 4280 088 958 958 939 67 20 2,0 82500 1870
355 Xa 315 994 302619 5460 087 958 958 939 63 22 23 14,0000 2350
355Xb 355 994 341046 6150 087 958 958 939 63 22 23 14,8000 2520
400 Ma 315 994 302619 5500 086 958 958 938 62 21 22 189000 3215
400 Mb 355 094 341046 6180 DO,B7 958 O5E 038 6,2 21 2,2 20,0000 3445

IE3 JM GM
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3. DIMENSIONI E NORMALIZZATI 1IE3 3. DIMENSIONS AND STANDARDIZED IE3
3.1. Serie JM trifase 3.1. JM Series three-phase

B3

B5 B14

Estremita d'albero

Shaft end
Dis. 3.1 / Draw. 3.1
Tab. 3.1/ Tab. 3.1
Motore Ingombri Principali Piedi Flangia
Motor Main Overall Dimensions Feet Flange
M AC AD H HD LB L |A B C AB BB AABAHA K |[IM M Nis P LA T s
B5 165 130 200 12 35 N°412
80 -4 |158 130 80 210 260 300 [125 100 S0 157 125 35 31 B 10
2 2 : # ? Bi4 100 80 120 - 3  NeamMs
5 270 320 100 125 B5 165 130 200 12 3,5 N°412
90 2-4-6|175 145 90 235 140 56 173 37 32 10 10 J
L 295 345 125 150 Bi4 115 95 140 — 3 NeamME

B5 215 180 250 13 4 N4 15
B14 130 110 160 - 3,5 NedmMe
B5 215 180 250 14 4 N4 15
B14 130 110 160 — 3,5 Neams

100 L 2-4-6|198 156 100 256 350 410 [160 140 63 200 172 40 39 11 12

112 M 2-4-6|230 172 112 284 350 410 [190 140 70 227 180 45 43 12 12

S 392 472 140 186 B5 265 230 200 14 4 Ne415
132 M 2-4-6|260 190 132 322 430 510 216 178 B9 262 574 51 46 15 12 B14 165 130 200 — 3.5 neamio

M 490 600 210 260 B5 300 250 350 15 5 N°419
160 2-4-6|313 240 160 400 254 108 304 55 50 18 15

L 535 645 254 304 B14 215 1B0 250 — 4 NamMu

B-10



&

seipee IE3 JM - GM
Tab. 3.2/ Tab. 3.2
Estremita d'Albero Tenute sull'albero Scatola - Morsettiera
Shaft-End Shaft-Seals Terminal - Box
. Lito cormando B3 & latn
Lirguetts Latos Flangia Mot Pressacavo
Key Farge-end “&“;ﬂ:&” Faimiials Cabie gint
DB E GA|F GD EB|Gi Ge H @i e H | N°-® | N°-KK N°-XX |[VA VB R
M6 40 215/ 6 6 30|20 35 7 20 35 7 | 6M4 |1-M20x1S 1-$m 31 87 87
5 . . . 1-tappo
90 " 2-4-6(24 M8 50 27 |8 7 40[25 40 7 25 40 7 | &M |tMsas UPE |33 106 106
100 L 2-4-6(28 M0 60 31 |8 7 50|30 47 7 30 47 7 &M4  |1-M2sx1,5 ";_F::“ 35 106 106
112 M 2-4-6[28 M10 60 31 |8 7 s0|30 47 7 30 47 7 | ems |zM2sa1z 0 - 35 114 122
132 : 2-4-6[38 M12 80 41 [10 8 65|40 62 7 40 62 7 6-M5  |2-M32x1,5 43 114 122
160 ': 2-4-6[42 M16 110 45 [12 8 90|45 62 12 45 62 12 | 6M6 |2-M40xL5 1-M16%1,5|78 155 162

B-11
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3.2. Serie GM trifase 3.2. GM series three-phase

B3

B5 B14

Estremita d'albero
Shaft end

Dis. 3.2 / Draw. 3.2

Tab. 3.3/ Tab. 3.3

Ingombri Principali Piedi Flangia
Main Overall Dimensions Feet Flange

AC AD H HD LB L |A B C AB BB AA CB HA K|IM M Ni P LA T s
M 479 589 210 260 B5 300 250 350 15 5 N®°4 19
160 | 2-4-6/314 251 160 411 3 201254 510 108 320 200 65 26 20 15 |ge S0 200 o0 2 N4

M 2-4 542 652 241 311 - .
180 | 272 [355 267 180 447 0% 2% f279 530 121350 .0 70 35 22 15| B5 300 250 350 15 5 N°419
200 L 2-4-6|397 300 200 S00 636 746|318 305 133 390 370 70 32 25 1B | BS5 350 300 400 17 5 N°4 19
225 S 4 |446 325 225 550 645 785 |356 286 149 432 370 75 46 28 19| BS 400 350 450 20 5 N°8 19
225 M ﬁﬁ 446 325 225 550 670 g’fg 356 311 149 433 395 75 46 28 19 | BS 400 350 450 20 5 N°8 19
250 M 2-4-6|485 360 250 610 760 900 |406 349 168 486 445 80 55 30 24 | BS 500 450 550 22 5 N°8 19

2 784 924

280 S 4-6 547 390 280 670 824 964 457 368 190 545 485 85 69 35 24 | BS 500 450 550 22 5 N8 19

2 835 975 o
280 M2 547 390 280 670 32 V71457 419 190 545 536 85 69 35 24| BS 500 450 550 22 5 N°B19
315 s 435 620 530 315 B45 1060 i%gg SO0B 406 216 630 570 120 84 45 28| BS 600 550 60 22 6 N°E 24
315 M 435 620 530 315 845 1170 gig 508 457 216 630 680 120 84 45 28| BS 600 550 660 22 6 N°8 24
315 L 453 620 530 315 845 1170 1;13 508 508 216 630 680 120 84 45 28 | BS 600 550 660 22 6 N°8 24
355 M _135 698 645 355 1000 1360 ggg 610 560 254 730 750 120 68 52 28 | BS 740 680 800 25 6 N°8 24
355 L 4f5 698 645 355 1000 1360 }ggg 610 630 254 730 750 120 68 52 28| BS 740 680 800 25 & N°8 24
355 X 455 770 765 355 1120 1710 iggg 630 800 224 760 1140 135 88 52 35| B5 840 780 900 28 6 N°8 24
400 M 4-6 |860 630 400 1080 1770 1980|686 630 280 806 1090 120 57 45 35| B5 940 880 1000 25 6 N°B 28

B-12
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Tab. 3.4/ Tab. 3.4 .
Motore Estremita d'Albero Tenute sull'albero Scatola - Morsettiera
Motor Shaft-End Shaft-Seals Terminal - Box
. - Lata comando B3 e labs :
Lingustta Latn Fangia Mg ety Prissacave
Ky Flange-and “":;‘:‘;::;ﬁgf Terminals Cabie pland
DE E GA|F GD EB|@i Ge H ©i @e H | N°-0 | No-KK N°-XX |VA VB R
160 'l'_' 2-4-6|42 M16 110 45 [12 & 90|45 62 8/12 45 62 812 | 6Ms |2-MA0x1,5 1-MI6xi,5|67 158 185
m': i: 48 M16 110 51,5/14 9 100|55 75 812 55 75 B8/12| &M6 |2-M4ox1,5 1-M16x1,5| 82 158 185
200 L 2-4-6|55 M20 110 59 |16 10 100|60 80 812 60 B0 8/12| &M8 |2Msox1,5 1-Miexis|92 187 224
225 S 4 |60 M20 140 64 |18 11 125|65 90 10/12 65 90 10/12] M8 |2Msox,s 1-Miexis |95 187 224
2 |55 110 59 [16 10 100{60 80 812 60 80 8/12
M8 2-M50x1,5 1- 1.5
225 M 46|60 M 140 62 [18 11 125|865 90 10/12 65 90 1012 KhE IR 95 157
2 |60 54 65 90 10/12 65 90 10/12 - -
6-M10 |2:M63x15 1-M16x1.5
250 M [ m20 140 0 fa8 a1 125( 0 RS D0 S0 102 X 6x1,5| 88 238 283
2 |65 69 |18 11 70 90 10/12 70 90 10/12
280 S 140 25 6-M10 |2-M63x1,5 1-M16x1,5| 06 238 283
a6 |75 M0 795|120 12 **°| 85 110 10/12 85 100 10/12 A A 2
2 |65 69 |18 11 70 90 10/12 70 90 10/12
6M10 |2-M63x1,5 1-M16x15
280 M 6 |75 MP 190 soclo0 12 *P|es 110 10/12 85 100 10712 LA
2 |65 140 69 |18 11 125(85 110 10/12 85 110 10/12
315 S M20 6-M12/16|2-M63x1,5 1-M16x1,5 |117 280 320
4-6 |80 170 85 |22 14 140|095 120 10712 95 120 10/12 j " "
2 |65 140 69 |18 11 125| 85 110 10/12 85 110 10/12
315 M MZ0 : . 6-M12/16|2-M63x1,5 1-M16x1,51117 280 320
4-6 | B0 170 B85 |22 14 140) 95 120 10/12 95 120 10/12 % i
2 |65 140 69 |18 11 125|85 110 10/12 85 110 10/12
6-M12/16|2-M63x1,5 1-M16x1,5
315 L 46 |80 M 170 85 22 14 140|095 120 10712 95 120 10/12 ; X el ALl
2 |75 M20 140 795|20 12 125|95 120 10/12 95 120 10/12
355 M ' 6-M20 |2-M63x1,5 1-M16x1,5|117 328 380
4-6 |100 M24 210 106 | 28 16 180{110 140 10/12 110 140 10/12 Y =
2 |75 M20 140 79.5|20 12 125/ 95 120 10712 95 120 10/12
’ 6-M20 |2-MB3x1,5 1-M16x1,5
355 L 46 |100 M24 210 106 |28 16 180|110 140 10/12 110 140 10/12 s KLEFLLT 228,360
2 |75 M20 170 79,5|20 12 140]| 95 120 10/12 95 120 10/12
: 6M20 |3-ME315 1-MIGXIS| — - -
355 X 46 |100 M24 210 106 |28 16 180|120 140 10/12 120 140 10/12
400 M 4-6 |110 M24 210 116 |28 16 180[130 150 10/12 130 150 10/12| 6-M24 [3-Me3x15 1-Migx1s| — -

B-13
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4, POTENZE E DATI ELETTRICI 1IE2 4. POWER AND ELECTRIC DATA IE2
4.1. Serie IE2 IJM 2 poli 4.1. Series IE2 JM 2 poles
Tab. 4.1/ Tab. 4.1
Matore P, n Ty I ¢ I T T, 3 Pe
N N N Hiwew COSP n 5 s Max
M kW  min'  Nm A 00% 75% 0% In Tw  Th  kgm? kg
80 a 075 2850 251 169 08 774 777 755 53 2,5 30 00010 95
80 b 1,1 2850 369 237 084 796 799 776 70 3.2 38 0,0013 10,5
é 90 S 1,5 2870 499 317 084 81,3 BL6E 797 71 2,7 35 o00mé 13
§ 90 La 22 2860 7,35 449 085 832 835 81,5 69 2,4 30 00021 16
8 90Lb* 3 2896 989 606 08 846 857 845 74 2.7 33 00024 175
(1]
(]
> 100 La 3 2860 100 588 087 846 849 829 80 3,2 40 00029 205
=1
112 Ma 4 2900 132 765 08 88 861 841 75 2,5 30 00057 27

112 Mb* 55 2927 179 1000 091 870 BBl  B69 B, 2,1 3,7 00080 32

r (] i i

132 sa 55 2900 18,1 10,40 D88 az.0 87,3 85,3 5 2,7 35 00140 395
132 Sb 7.5 2900 247 1400 0,88 88,1 885 86,3 75 24 33 00180

& B

L 132 Ma* 9,25 2900 30,5 16,60 0,90 88,8 89,2 B7.B 77 2,7 30 00,0240
5 122 Mb* 11 2927 359 19,80 0,89 89,4 B9,7 88,2 7.7 2.7 30 0,0260 67
=]
g 160 Ma 11 2935 358 20,00 0,89 894 89,8 87,6 7.6 2,2 29 0,0400 81
b 160 Mb 15 2930 489 2690 0,89 90,3 90,7 BE,S5 7.6 23 30 00450 91
160 La 18,5 2930 &0,3 32,60 0,90 90,9 91,3 89.1 74 2.3 31 0,0550 1055
160 Lb * 22 2940 1,5 38,60 0,90 91,3 91,7 899 7 2,6 30 0,0850 120
* Potenza o corrispondenza potenza/grandezza non normalizzate * Power or power/size not standardized
4.2. Serie IE2 JM 4 poli 4.2. Series IE2 JM 4 poles
Tab. 4.2/ Tab. 4.2
YE2 mm' 5 Py My Tw  Iywww coSp n Ig Ts Thta ] Mﬁn
M kW  min'  Nm A 100% 75%  50% I Tw ™ kgm’ ke
B0 b 0,75 1400 5,12 1,79 076 796 799  7B0O 5.0 24 29  0,0021 i1
BOc* 1,1 1400 7,50 2,50 0,77 81,4 82,1 81,0 47 2.2 25  0,0022 12
g 90 5 1,1 1410 7,45 2,53 077 814 EL7 79,8 6.0 30 3.5 0,0023 15
’;’ 90 La 1,5 1410 10,16 33 0,79 82,8 83,1 81,1 6,8 3.2 38 00027 17
§ 90 Lc ™ 22 1420 14,8 4,60 0,82 84,3 848 838 6,3 3.2 3.6 00360 19
=3
b 100 La 2,2 1430 14,7 4,65 0,81 843 B4,6 82,6 70 3,0 35 00054 225
-
= 100 Lb 3 1430 20,0 6,18 0,82 85,5 B5,8 83,8 7,0 26 33 00067 26,5
112 Ma 4 1445 26,4 8,13 0,82 86,6 BG9 849 7.5 35 40 00095 33
112 Mc* 5,5 1440 3647 11,00 0,83 827 79 87,0 7.8 28 2,3 0,0130 38
132 sa 55 1450 36,2 10,20 0,83 877 88,0 859 6,4 2,2 2.8 0,0214 45
H 132 Ma 7.5 1450 49,4 14,50 0,84 88,7 89,0 86,9 7.0 24 3,0 0,0296 55
A 132 Mb* 9,25 1450 60,9 17,70 0,84 89.3 89,5 87,4 7.1 24 2,9  0,0395 &0
é 132 Mc= 11 1460 7195 2080 0,84 89,8 90,2 83,2 7.3 24 27 00496 65
S 160 Ma 11 1460 719 21,00 0,84 89,8 90,1 88,0 69 2.5 2,9 0,0747 B6
160 La 15 1460 98,1 28,10 0,85 90,6 90,9 88,8 75 2,5 30 00918 102
* Potenza o corrispondenza potenza/grandezza non normalizzate * Power or power/size not standardized

B-14



&

seipee IE2 JM - GM
4.3. Serie IE2 JM 6 poli 4.3. Series IE2 JM 6 poles
Tab. 4.3/ Tab. 4.3
WMotore Py My To  Iyesw cosp n Is Ts  Tum ] heso
Motor Weight
M kW  min' Nm A 100% 75% S50% In Twn  Tvn  kgm® kg
i ]
?n 90 S 0,75 920 7,78 1,98 072 75,9 76,1 74,4 45 2.2 24 0,0029 14,4
= 90 La 11 %0 11,4 278 073 781 783 765 45 24 26 00035 18
=
= 100 La 1,5 940 152 362 075 798 80,0 782 42 1.8 22 00069 24
(]
& 112Ma 2,2 90 221 511 076 8,8 820 80,2 45 23 28 00140 29
132 5 3 960 98 e84 076 833 835 BLE 4,5 1,8 24 00286 41
T
ﬁ 132 Ma 4 960 398 B89 076 846 B49 829 5,0 23 27 00357 45
§ 132 Mb 55 860 547 12,00 0,77 86,0 B6,3  B43 55 1,9 2B 0,0449 55
=
pe 160 M 75 9720 738 1610 077 87,2 825 855 65 20 30 00810 85
160 L 11 970 1083 2290 078 887 890 BEI 7.5 24 33 01160 104
4.4. Serie IE2 GM 2 poli 4.4. Series IE2 GM 2 poles
Tab. 4.4 / Tab. 4.4
m. : Py My T Thuwy cOSP n Ig Ts  Thm ] Peso
GM kW min'  Nm A 100% 75% 50% Iw T T kgm? .g
160 Ma 11 2935 3579 200 08 84 898 86 76 22 29 00400 115
160 Mb 15 2930 4889 269 089 90,3 90,7 885 76 23 30 00450 122
160La 185 2930 6029 326 09 909 913 81 74 23 31 00550 136
180 Ma 22 2950 7,22 386 0% 93 9,7 85 78 28 32 00950 180
200 La 30 2950 97,11 523 090 920 924 902 78 26 30 01390 237
200 Lb 37 2950 11977 642 0590 925 929 907 77 26 30 01650 248
225 M 45 2960 14518 77,7 0% 929 933 910 75 24 26 02650 322
Ped
3 250 M 55 2970 17684 946 090 932 936 91,3 71 23 28 03800 400
>
§ 280 5 75 2975 240,74 128 0% 938 942 91,9 7.4 2.5 28 06300 525
= 280 M 90 2975 28889 152 091 941 945 922 76 28 28 0720 570
315 110 2980 35249 185 091 943 947 924 69 24 28 14000 845
315 M 132 2980 42299 221 091 946 950 927 71 26 29 20500 930
315La 160 2980 512,71 268 091 948 952 929 71 25 29 23800 1090
315Lb 200 2980 64089 330 092 950 954 931 69 25 28 25500 1120
355 M 250 2980 801,12 413 082 950 954 931 70 25 28 30000 1938
355 L 315 2980 100941 520 092 950 954 931 70 25 29 35000 2346
355 Xa 355 2980 113758 sS85 092 950 953 930 67 20 28 12,8000 2620
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4.5. Serie IE2 GM 4 poli 4.5. Series IE2 GM 4 poles
Tab. 4.5/ Tab. 4.5
Motee Py My Tw  Inimy cosp n | Ts Tt ] Peso
GM KW min'  Nm A 100% 75% 50% Iw Tw  Tw  kgm? Kgg
160 Ma 11 1460 7195 210 084 898 801 880 69 2,5 29 00747 114
160 La is 1460 98,11 281 085 906 90,9 88,8 7.5 2,5 3,0 00018 135
180 M 18,5 1465 12059 340 08 91,2 915 894 78 2,6 31 0,130 170
180 L 22 1465 14340 403 08 916 91,9 898 73 2,6 30 0,580 194
200 La 30 1470 19488 546 08 923 926 905 7.1 24 28 02620 245
225 S 37 1480 23873 662 087 927 930 908 75 2,5 2,7 04060 290
225 M 45 1480 29035 802 0,87 931 934 912 78 2,5 2,8 04690 326
-] 250 M 55 1480 35487 976 0,87 935 938 91,6 7.3 2,6 2,7 06800 418
(=]
- 280 5 75 1480 48392 131 0,88 940 943 4921 7.6 2,7 2,7 1,1200 515
g 280 M 90 1480 580,70 157 088 942 945 923 7.5 2,7 2,7 14600 611
=1
315§ 110 1485 707,36 189 080 G945 G048 926 71 2.7 29  3,1100 931

315 M 132 1485 B48,83 236 0,89 94,7 95,0 42,8 7.3 2,7 29 3,6200 990
315 La 160 1485 1028,88 273 0,89 94,7 95,2 83,0 7.4 3.0 3.0 4,1300 1085
315 Lb 200 1485 128610 34t 089 951 954 932 7.6 3,0 3,0 47300 1200

355 M 250 1450 1602,23 422 po0 951 954 932 75 2.8 2,9 65000 1734
355 L 315 1480 201881 531 De0 951 954 93,2 7,4 2,6 28 82000 1940

355 Xa 355 1490 227517 603 0,89 95,1 95,3 93,1 6,7 2,3 2,7 98000 2170
400 Ma 355 1492 227212 595 0,91 95,1 954 93,2 6,4 13 2,5 14,0000 2620

4.6. Serie IE2 GM 6 poli 4.6. Series IE2 GM 6 poles
Tab. 4.6 / Tab. 4.6
Motore Py My Tn  Inpmy cOS@ n I Ts Tax 3 Fes
&M KW min'  Nm A 100% 75%  50% I Tn ™ kam® kg
160 M 7,5 970 7383 16,1 0,77 B72 875  B55 6,5 2,0 30 00020 117
160 L 11 970 10829 229 078 887 890 869 75 24 33 0160 137
180 L 15 975 14691 298 08 897 900 89 64 20 27 02000 183
200 La 18,5 975 181,19 365 081 904 90,7  B86 7.0 23 30 03150 219
200 Lb 22 980 214,37 43,1 DBl 909 91,2 89,1 7.0 2,3 28 03600 228
225 M 30 980 282,33 562 0B84 91,7 921 899 6,5 2.2 2,7 05470 296
250 M 37 980 360,53 674 086 922 925 904 69 25 2,7 08430 380
280 S 45 985 43626 815 08 927 930 98 70 22 24 1,3900 498
Ry
z 280 M 55 985 53321 99,2 0,8 931 934 91,2 71 24 25 1,6500 560
(T3]
2 315 s 75 985 727,10 1340 0,8 937 940 91,8 73 28 30 41100 805
f 315 M 90 985 872,52 1610 086 940 943 921 71 27 29 47800 930

315 La 110 985 106642 1960 086 94,3 94,6 92,5 74 2.8 29 54500 980
315 Lb 132 SB5 127370 2340 086 94,6 94,9 92,7 7.6 3.0 31 51200 1070

355 Ma 160 990 1543,32 280,0 087 948 951 929 7.6 3,1 31 65000 1581
355 Mb 200 990 1979,15 3450 088 950 953 93,1 7.8 3,0 3,0 65000 1632
3ass5 L 250 980 241144 4320 0,88 95,0 95,2 43,1 7.7 31 30 8,2000 1734

355 Xa 315 994 302619 5470 0,87 95,0 953 93,2 63 2,2 2,7 13,8000 2325
355 Xb 355 994 341046 6170 087 95,0 95,3 93,2 6,2 2,3 2,6 14,6000 2505

400 Ma 315 954  3026,19 5500 0,87 950 85,2 93,2 6,1 2.1 2,5 186000 3200
400 Mb 355 994 341046 6190 087 950 952 932 5,0 22 2,5 19,7000 3425
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5. DIMENSIONI E NORMALIZZATI 1IE2 5. DIMENSIONS AND STANDARDIZED IE2
5.1. Serie JM trifase 5.1. JM Series three-phase
VA —
B3 ‘
Dl
Cc
B5 B14
M
GA —+
GD -+ BB
Estremita d’albero B e |
Shaft end @ D —|
F [ Dis. 5.1/ Draw. 5.1
DB =+
Tab. 5.1/ Tab. 5.1
Motore Ingombri Principali Piedi Flangia
Motor Main Overall Dimensions Feet Flange
M AC AD H HD LB L |A B C AB BB AA BAHA K |IM M N P LA T 5
BS 165 130 200 12 3,5 N°412
80 2-4 |158 129 80 209 244 284|125 100 50 157 125 35 31 8 10 B14 100 80 120 — 3  Neams
5 270 320 100 125 B5 165 130 200 12 3,5 N°412
90 L 2-4-6 175 142 90 232 295 345 140 25 56: 173 150 37 32 100 10 B14 115 95 140 - 3 Nedms

B5 215 1BO 250 13 4 N°415
B14 130 110 160 - 3,5 nNeame
B5 215 180 250 14 4 N°415

100 L 2-4-6|198 156 100 256 338 398 |160 140 63 196 172 40 39 11 12

-4~ 1 { 7 4
112 M 2-4-6|219 168 112 280 341 401 |190 1400 70 227 180 41 43 12 12 B14 130 110 160 — 35 Nesms
3 395 475 140 186 BS 265 230 300 14 4 N°415
132 | 2-4-6(258 190 132322 o (216 . 89 262 . 51 46 15 12 |pou 160130 200 _ 35 wessmo
M 500 610 210 260 B5 300 250 350 15 5 N°419
160 = 2-4-6|316 242 160 402 . (254 0. 108304 0.0 55 50 18 15 | o oLo o oo - L L
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Tab. 5.2 / Tab. 5.2

Estremita d’Albero Tenute sull'albero Scatola - Morsettiera
Shaft-End Shaft-Seals Terminal - Box
. Lits comando B3 & latn
Linguetta Lty Flangia Mot Pressacavg
Key Fisnge-end s ane | Temamas Cable gl
D DB E GA|F GD EB|0i Be H @i @e H Ne-@ | N°-KK  Ne-XX |VA VB R

80 2-4 |19 M6 40 215|6 6 30|20 35 7 20 35 7 | 6M4 |1-M20w1S 1-;1??m 31 87 87
5 . : . 1-tappo
90 | 2-4-6(24 M8 50 27 |8 7 40|25 40 7 25 40 7 | &Ma [1M2sas PO |31 106 106

100 L 2-4-6(28 MI0 60 31 |8 7 50|30 47 7 30 47 7 &M4  |1-M2sx1,5 1';_‘:;“ 31 106 106

112 M 2-4-6|28 M10 60 31 | &8 7 50(30 47 7 30 47 7 &-M5 | 2-M25x1,5 - 35 114 122
13z f‘ 2-4-6|38 M12 B0 41 |10 & 65(40 62 7 40 62 7 B-M5 | 2-M32x1,5 - 43 114 122
160 .: 2-4-6(42 M16 110 45 |12 8 90|45 62 12 45 62 12 6-M& | 2-M40x1,5 1-M16x1,5| 78 156 167
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5.2. Serie GM trifase

E..

B3

B5

Estremita d'albero

Shaft end

Tab. 5.3/ Tab. 5.3

200
225
225

250
280

315
315
315
355
355

= - =

355 X

5.2. GM series three-phase

B14

g f :
DB —=r—r Dis. 5.2 / Draw. 5.2
Ingombri Principali Piedi Flangia
Main Overall Dimensions Feet Flange
ACAD H HD LB L |A B C AB BB AA CB HA K|IM M Njs P LA T S

: 498 608 210 260 B5 300 250 350 15 5 N°419
2-4-6(314 251 160 411 100 00 1254 219 108 320 250 65 26 20 15{pe 200 289 2% 15 2 N9
2-4 578 688 241 311 . .
ie [355 267 180 aq7 2TF 0% fo79 20 121 350 300 700 35 22 15[B5 300250 350 15 5 N°419
2-4-6|397 299 200 499 669 779 |318 305 133 390 370 70 32 25 18| B5 350 300 400 17 5 N°419
4 |446 322 225 547 684 824 |356 286 149 432 370 75 46 28 19| BS 400350 450 20 5 N°819
‘fﬁ 446 322 225 547 709 313 356 311 149 433 395 75 46 28 19| B5 400 350 450 20 5 N°8 19
2-4-6[485 358 250 608 770 0910|406 349 168 486 445 B0 55 30 24| B5 500 450 550 22 5 N°819
2-4-6|547 387 280 667 842 982 |457 368 190 545 485 85 69 35 24| BS 500 450 550 22 5 N°819
2-4-6|547 387 280 667 893 1033(457 419 190 545 536 85 69 35 24| BS 500 450 550 22 5 N°819
e [620 527 315 842 1054 17541508 406 216 630 570 120 84 45 28| BS 600 550 660 22 6 N°§ 24
:5 620 527 315 842 1164 :gg 508 457 216 630 680 120 84 45 28| B5 600 550 660 22 6 N°824
435 620 527 315 842 1164 Eﬁ 508 508 216 630 680 120 B4 45 28| B5 600 550 660 22 6 N°824
:ﬁ 698 642 355 997 1346 Eg 610 560 254 730 750 120 68 52 28| BS 740 680 800 25 6 N°B24
fﬁ 698 642 355 997 1346 Eﬁ 610 630 254 730 750 120 68 52 28| BS 740 680 800 25 & N°824
f_ﬁ 770 765 355 1120 1710 ig% 630 800 224 760 1140 135 88 52 35| B5 840 780 900 28 6 N°824
4-6 |860 680 400 1080 1770 1980{686 630 280 806 1090 120 57 45 35| BS 940 880 1000 25 6 N°8 28
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Tab. 5.4/ Tab. 5.4
Motore Estremita d'Albero Tenute sull'albero Scatola - Morsettiera
Motor Shaft-End Shaft-Seals Tarminal - Box
- Lato comanda B3 & kate
Linguatia Lato Flangia - e ] Prissacave
ey Rageend R e | Termes Cable glonc
GM D DB E GA|F GD EB|Oi Ge H Oi Ge H | N°-0 | N-KK N°-XX |VA VB R
160 ¥ 2-4-6|42 M16 110 45 [12 8 90|45 812 45 62 8/12| 6M5 |2-M0x1,5 1-Miex1s| 67 158 185
mu'l'_' 24 lag 16 110 51514 9 100[55 75 /12 55 75 /12| 6ms |rmaoxis 1mieas|s2 158 185
200 L 2-4-6|55 M20 110 59 |16 10 100)e0 80 B/12 60 80 8/12 6-M8 [2-M50x1,5 1-Milex1,5| 92 187 224
225's 4 |60 M20 140 64 |18 11 125|65 90 10/12 65 90 10/12| eMe |2Msoxis tMiexis| 95 187 224
2 |55 110 59 |16 10 100|60 80 8§12 60 80 812 ..o |, )
225 M 4-6 | 60 M20 140 64 |18 11 125/65 90 10/12 65 90 10/12 6-M8 |2-M50x1,5 1-Ml6x1,5) 95 187 224
2 |60 64 65 90 10/12 65 90 10/12| , _
250 M 2 190 w20 140 B4 |18 11 125|500 1042 68 30 02N 6o [2menas 1micis| 68 238 283
2 |85 69 [18 11 70 90 10/12 70 90 10/12| cpio | 38
280 S 4-6 | 75 M20 140 795]20 12 125 85 110 10/12 85 100 10/12 B-M10 |2-M&3x1,5 1-M16x1,5| 96 238 283
2 |es 60 |18 11 70 90 10/12 70 90 10/12 c o
280 M 2 (%3 w20 140 5|38 1) aps| 72 B0 102 70 FC 10/ia| M0 (2635 1mexis| %6 238 263
2 |65 140 69 |18 11 12585 110 10/12 85 110 10/12]. : _
35S 4680 M 170 85 |22 14 140| 95 120 10712 95 120 10712 |FMIH/16(2ME3KLS 1-MIEx1S 1117 280 320
2 |65 140 69 |18 11 125/ 85 110 10/12 85 110 10/12 . i .
315 M 4-6 |80 M20 170 85 |22 14 140/ 95 120 10/12 95 120 10/12 6-M12/16|2-M63x1,5 1-M16x1,51117 280 320
2 |65 140 69 |18 11 12585 110 10/12 85 110 10/12]. ) _
M5 L 46|80 M0 170 85 |22 14 140|905 120 10/12 95 120 10712|CTMIH/16|FMEI,S 1MIBNLS5 117 280 320
2 |75 mM20 140 79,5|20 12 125/ 95 120 10/12 95 120 10/12| . ; _
355 M 6 [100 M24 210 106 |28 16 180|110 140 10/12 110 140 10/12| &M |FME3XLS 1-MI6x1LS 117 328 380
2 |75 M20 140 79,5|20 12 125|95 120 10/12 95 120 10/12] . ] ;
355 L 46 100 M24 210 106 |28 16 180|110 140 10712 110 140 10712| M0 [ZMEILS 1-MI6x1S 1117 328 380
2 |75 M20 170 79,5| 20 12 140| 95 120 10712 95 120 1012 . e —
355 X 46 [100 M24 210 106 |28 16 180|120 140 10/12 120 140 10/12| M0 [FHEIAS LSS
400 M 4-6 |110 M24 210 116 |28 16 180|130 150 10/12 130 150 10/12| 6-M24 [3-MB3x1,5 1-M16xl5
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JM-GM -JMD - GMD - JIMM

INFORMATIVA IMPORTANTE!

Ad eccezione dei motori monofase (JMM) e doppia polarita
(IMD_GMD), i quali sono esclusi dal Regolamento Europeo
N° 640/2009 e Regolamento N°4/2014, tutti i motori di
questa sezione del catalogo sono esclusivamente destinati
all’esportazione al di fuori dello Spazio Economico Europeo.
Pertanto la cessione dei suddetti motori (JM GM) da parte
Seipee S.p.a. é fatta sotto I'esclusiva responsabilita dell’Ac-
quirente il quale se ne assume tutti gli obblighi legali che
ne conseguono esonerando completamente Seipee S.p.a. da
ogni attribuzione di responsabilita diretta od indiretta nei
confronti della Legislazione Vigente.

1. CARATTERISTICHE GENERALI

1.1. Caratteristiche

JMM: 56...100; 0.09...3 kW; 2,4 poli monofase;

JM: 56...160; 0,09...22 kW; 2,4,6,8 poli trifase;

GM: 160...450; 4...900 kW; 2,4,6,8 poli trifase;

JMD: 80...160; 4/6 poli: doppia polarita, due avvolgimenti separati
(Y, Y); 4/8 poli: doppia polarita, unico avvolgimento (YY, Y). Settore
della ventilazione civile / industriale.

GMD: 180...250; 4/6 poli: doppia polarita, due avvolgimenti se-
parati (Y, Y); 4/8 poli: doppia polarita, unico avvolgimento (YY, Y).
Settore della ventilazione civile / industriale.

Motori JM, GM, JMD, GMD e JMM non
pericolo di esplosione.

idonei ad ambienti con

Motore elettrico asincrono trifase normalizzato per uso ge-
nerale in applicazioni industriali, con rotore a gabbia in corto
circuito, chiuso, autoventilato esternamente (metodo di raffredda-
mento IC 411), classe termica d'isolamento F (sovratemperatura
motore classe B per tutti i motori con potenza normalizzata; classe
B o B/F per i rimanenti motori trifasi e monofasi). Progettato per
operare in servizio continuo (S1) a tensione e frequenza nominali.
Temperatura aria dell'ambiente di lavoro: =15 + +40°C.

Altitudine massima: 1000 m sul livello del mare.Alimentazione a ten-
sione nominale di 400 [V] £5% e frequenza nominale di 50 [Hz] £2%.

Grado di protezione involucro motore IP 55: la ventola di raf-
freddamento del motore, esterna alla carcassa, € protetta tramite
apposita calotta copriventola.

Copriventola di lamiera di acciaio.

Ventola di raffreddamento: bi-direzionale a pale radiali, calettata
sull'albero motore. JM 56...160; GM 160...355 ¢ JMM 56...100:
ventola in polipropilene rinforzato. GM 355X...450: ventola di
raffreddamento in alluminio.

Carcassa: JM 56...160 ¢ JMM 56...100: carcassa di lega leggera
d’alluminio pressofusa, ottima conducibilita termica, eccellente resi-
stenza alla corrosione. Anello di sollevamento solo motore a partire
dalla grandezza 100. GM 160...450: carcassa di ghisa con golfare
di sollevamento solo motore.

Scudi e flange: JM 56...160 e JMM 56...100: scudi e flange di
lega leggera d'alluminio pressofusa, sedi dei cuscinetti rinforzate in
acciaio a partire dalla grandezza 90. Flange B14 disponibili a 4 e
8 fori; flangia B14 JM 160 di ghisa. GM 160...450: scudi e flange
di ghisa.

Piedi: JM 56...160 ¢ JMM 56...100: piedi di alluminio. Possibilita
di montare i piedi sui 3 lati del motore al fine di avere la scatola
morsettiera sul lato desiderato: IM B3, B5, B35, B14, B34. Di
serie il motore IMB3 ¢ fornito con scatola morsettiera in alto.

IMPORTANT INFORMATION!

Except single phase motors (JMM) and double polarity
(JMD_GMD), that are excluded from the European
regulation N° 640/2009 and regulation N°4/2014, all the
motors of this part of the catalogue are exclusively destined
to the exportation outside the European Economic Space.
Therefore Seipee S.p.a. sale of the mentioned motors (JM...
GM) is made under the responsibility of the Purchaser,
that assumes all the following legal obligations exempting
Seipee S.p.a. from every liability, direct or undirect, towards
the Regulation.

1. GENERAL SPECIFICATIONS

1.1 Specifications

JMM: 56...100; 0.09...3 kW2,4 poles single-phase;

JM: 56...160; 0,09...22 kW; 2,4,6,8 poles three-phase;

GM: 160...450; 4...900 kW; 2,4,6,8 poles three-phase;

JMD: 80...160; 4/6 poles: double speed, two separate windings
(Y, Y),; 4/8 poles: double speed, one winding (YY, Y).

Suitable for applications on industrial ventilation.

GMD: 180...250; 4/6 poles: double speed, two separate windings
(Y, Y); 4/8 poles double speed, one winding (YY, Y).

Suitable for applications on industrial ventilation.

Motors JM, GM, JMD, GMD and JMM are not suitable for use in
places where there is a risk of explosion.

Standard asynchronous three-phase electric motor with
short-circuited squirrel-cage rotor for general purposes in
industrial applications; enclosed, externally fan-cooled (with IC
411 cooling method), thermal insulation class F (class B motor
overtemperature class with standard power; class B or B/F for the
remaining three-phase and single-phase motors). Motor designed
for continuous duty (S1) at rated voltage and frequency.
Ambient air temperature: —15 to +40°C.

Maximum altitude: 1000 m above sea level.Supply at nominal
voltage 400 [V] £5% and nominal frequency 50 [Hz] £2%.

Protection class of motor housing IP 55: the cooling fan of the
motor, which is installed outside the housing, is protected by a fan
cover.

Fan cover made of steel sheet.

Cooling fan: two-way with radial blades, connected to the drive
shaft. JM 56...160; GM 160...355 and JMM 56...100: reinforced
polypropriene fan. GM 355X...450: aluminium cooling fan.

Housing: JM 56...160 and JMM 56...100: housing in die-cast
light aluminium alloy with excellent thermal conductivity and
corrosion resistance. Ring for lifting the motor alone from size
100. GM 160...450: cast iron housing with eyebolt for lifting the
motor alone.

Shields and flanges: JM 56...160 and JMM 56...100: shields
and flanges in die-cast light aluminium alloy, reinforced steel bearing
housings from size 90 onwards. Flange B14 available with 4 and 8
holes; flange B14 JM 160 in cast iron. GM 160..0.450: cast iron
shields and flanges.

Feet: JM 56...160 and JMM 56...100: aluminium feet. The feet
can be installed on 3 sides of the motor so as to position the terminal
box on the required side: IM B3, B5, B35, B14, B34. The standard
IMB3 motor is supplied with the terminal box on the top of the housing.
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GM 160...450: piedi di ghisa solidali alla carcassa. Di serie il motore
IMB3 & fornito con scatola morsettiera in alto, laterale a richiesta.

Albero motore di acciaio al carbonio C45, con estremita cilindriche,
foro filettato in testa e linguetta di forma A unificati. Serie GM con
albero motore bloccato assialmente.

Scatola morsettiera: posizione standard in alto e in prossimita del
lato comando. JM 56...160: in lega leggera d‘alluminio pressofusa
(gr. 56 e 90...160 orientabile di 90° in 90°; gr. 63...80 solidale
alla carcassa con accesso cavi bilaterale). GM 160...355: in acciaio
(scatola morsettiera orientabile di 90° in 90°).

GM 355X...450: in ghisa. JMM 56...100: in materiale termopla-
stico ad alta resistenza.

Entrata cavi d’alimentazione: JM e GM di serie lato destro, JMM
lato opposto comando.

Morsettiera per I'alimentazione del motore a 6 morsetti.

Morsetto di terra posizionato all'interno della scatola morsettiera.
Morsetto supplementare esterno per GM 315...450.

Avvolgimento statorico: filo di rame doppiamente smaltato, si-
stema di impregnazione in autoclave con resine di alta qualita, che
permettono I'impiego in clima tropicale senza ulteriore trattamenti.
Accurata separazione degli avvolgimenti di fase (in cava e in testata);
accurato isolamento della “trecciola” (cavi di inizio fase). Sistema di
isolamento in classe termica F.

Protezione dell’avvolgimento da sovratemperatura:
JM-JMD 160 e GM 160...450 sono equipaggiati di serie con sonde
termiche bimetalliche (PTO) e con sonde termiche a termistori
(PTC). I terminali delle sonde sono allinterno della scatola mor-
settiera.

GMD 180...250 sono equipaggiati di serie con una terna di sonde
termiche bimetalliche (PTO) e di termistori (PTC).

Per i motori JMD 80...132, JM 56...132, JMM 56...100 sono a richiesta.

Rotore:

JM-IMD-GM-GMD a gabbia di scoiattolo in corto circuito pressofuso
in alluminio.

JMM a gabbia di scoiattolo in corto circuito pressofuso in silumin
(silicio e alluminio).

Motori verniciati con smalto nitrocombinato idoneo a resistere
ai normali ambienti industriali e a consentire ulteriori finiture con
vernici sintetiche monocomponente.

JMM 56...100: RAL 9006 (grigio PERLA);

JM 56...160: RAL 9006 (grigio PERLA);

GM 160...450: RAL 5010 (blu);

JMD 80...160: RAL 9006 (grigio PERLA);

GMD 180...250: RAL 5010 (blu).

Funzionamento con inverter

I motori JM e GM, sono adatti al funzionamento con inverter (valori
limiti: tensione alimentazione U, < 500 V, picchi di tensione U,
< 1000 V, gradienti di tensione dU/dt < 1kV/ps. Per tensione di
alimentazione > 500 V consultateci.

L'utilizzo dell'inverter richiede delle precauzioni: I'entita di tali picchi/
gradienti € legata al valore della tensione di alimentazione dell'inver-
ter e alla lunghezza dei cavi di alimentazione del motore. Per limitare
tale entita si consiglia I'utilizzo di appositi filtri (a cura dell'acquirente)
posti tra inverter e motore (obbligatori per cavi di alimentazione >
di 30 m). Si consiglia inoltre di richiedere il motore con il cuscinetto
posteriore isolato elettricamente.

GM 160...450: cast iron feet part of the housing. The standard IMB3
motor is supplied with the terminal box on the top of the housing.
It can be installed at the side on request.

Drive shaft in C45 carbon steel with standard cylindrical ends,
threaded shaft-head hole and key. GM series with axially locked
drive shaft.

Terminal box: standard position at the top and near the control
side. JM 56...160: in die-cast light aluminium alloy (sizes 56 and
90...160, positionable through 90° turns; size 63...80 enbloc with
the housing, with bilateral cable access). GM 160...355: made of
steel (terminal box positionable through 90° turns).

GM 355X...450: made of cast iron. IMM 56...100: made of high-
strength thermoplastic material.

Feeder cable input: JM and GM standard on right-hand side, IMM
on side opposite controls.

Terminal box for powering the motor with 6 terminals.

Earth terminal installed inside the terminal box. Additional external
terminal for GM 315...450.

Stator winding: copper wire with double coating, impregnated in
an autoclave with high quality resin allowing the motor to be used
in a tropical climate without further treatments. Phase windings
accurately insulated (in each slot and on the winding top). Accurate
insulation of the winding leads (phase beginning leads). Insulating
system in thermal class F.

Winding protection against overtemperatures:

JM-JMD 160 and GM 160...450 are equipped with bimetallic
thermal probes (PTO) and with thermistor (PTC) probes as part
of the standard equipment. The terminals of the probes are installed
inside the terminal box.

GMD 180...250 are equipped with bimetallic thermal probes (PTO)
and with thermistor (PTC) probes as part of the standard equipment.
On demand for motors JMD 80...132, JM 56...132, JMM 56...100.

Rotor:

JM-JMD-GM-GMD short-circuited squirrel-cage rotor in die-cast
aluminium.

JMM short-circuited squirrel-cage rotor in die-cast silumin (Silicon
and aluminium).

The motors are coated with nitrocombined paint able to withstand
normal industrial environments. This coating can be treated with
further finishing coats of one-pack synthetic paints.

JMM 56...100 RAL 9006 (pearl grey);

JM 56...160: RAL 9006 (pearl grey);

GM 160...450: RAL 5010 (blue);

JMD 80...160 (pearl grey);

GMD 180...250: RAL 5010 (blue).

Applications with inverters

JM and GM motors are suitable for operation with inverters (limit
values: power-supply voltage U, < 500V, voltage peaks U, < 1000
V, voltage gradients dU/dt < 1kV/us. Please contact us if > 500 V
power-supply voltage values are required.

Use of an inverter requires the following precautions: The entity of
these peaks/gradients is bound to the inverter’s power-supply voltage
and the length of the motor’s feeder cables. To limit this entity, it
is advisable to use special filters (at the purchaser’s charge) instal-
led between the inverter and motor (obligatory for > 30 m feeder
cables). It is also advisable to choose a motor with an electrically
insulated rear bearing.
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Ampia disponibilita di esecuzioni, servoventilazione, encoder, sonde
termiche bimetalliche o a termistori, ecc. (vedere “Esecuzioni speciali
e accessori” pag. E-2).

I motori della serie JM 56...160, GM 160...355, JMD 80...160
e GMD 180...250 sono fornibili a richiesta in esecuzione per I'uti-
lizzo in ambienti con atmosfere potenzialmente esplosive secondo
la Direttiva ATEX 2014/34/UE gruppo II categoria 3D zona
22 / 3G zona 2; per applicazioni con inverter consultateci. (vedere
“Esecuzioni speciali e accessori” pag. E-2).

Wide range of versions, servo-ventilation, encoder, thermistors or
bimetallic thermal sensors, etc. (see "Designs and accessories”
page E-2).

On request, the JM 56...160 and GM 160...355 JMD 80...160
and GMD 180...250 series motors can be supplied in mounting
types for use in places with potentially explosive atmospheres in
accordance with ATEX directive 2014/34/UE Group II Category
3D zone 22 / 3G zone 2 ; please contact us for application with
inverter. (see “"Special mounting types and accessories” page E-2).

2. POTENZE E DATI ELETTRICI 2. POWER AND ELECTRIC DATA
2.1. Trifase JM 56...160 - 2 poli 2.1. Three phase JM 56...160 - 2 poles
Tab. 2.1/ Tab. 2.1
2 Motore Py My Ty Iy Cosp n Ie Ts Thass i Massa
M, I T T Weight
Poli ofor 400V ] ] H {BS}
Poles M kW  min?  Nm A 100%  100% kg m® Kg
56a 2 009 2670 032 034 066 580 34 23 27 000012 3
56b 2 0412 2720 042 044 067 590 35 24 28 000015 3,6
63a 2 018 2720 0,63 0,5 08 650 42 29 3,1 000020 45
63 b 2 025 2720 0,88 0,66 0,81 68,0 45 2,8 28 0,00028 4,9
63c* 2 037 2740 1,29 09 08 700 41 29 3,0 000033 53
T 7ia 2 037 2740 1,29 09 08 700 54 29 3,1 0,00042 6
R | 72b 2 o055 2740 1,92 1,33 08 730 52 29 30 000051 63
L 7ic* 2 0,75 2840 2,52 181 08 721 55 27 28 000063 6,6
§ BO a 2 075 2840 2,52 1,81 0,83 72,1 5,6 2,8 258 0,00078 8,7
= s80b 2 11 2840 370 252 08 750 57 28 30 000103 92
~ 80c* 2 15 2840 504 334 08 772 58 30 31 000127 105
< 90S 2 15 2840 504 334 08 772 59 30 32 000129 12
o | soLa 2 22 2840 740 469 085 792 61 29 31 000160 15
90 Lb* 2 3 2860 10,0 611 087 BL,5 58 32 33 000210 155
i00La 2 3 2860 10,0 6,11 0,87 81,5 6,4 2.6 3,0 0,00240 20
100 Lb* 2 4 2880 13,3 7.9 088 8,1 61 25 28 000285 21,5
112 Ma 2 4 2880 133 7,9 0,88 83,1 6,6 2.3 2.9 0,00540 26
112 Mb* 2 55 2900 18,1 107 08 847 65 25 29 000572 32
132Sa 2 55 2000 181 10,7 088 87 64 24 31 00120 385
132sb 2 7,5 2900 24,7 143 08 80 61 23 28 00140 43
-
T [132Ma* 2 9,25 2900 305 173 08 89 75 27 30 00180 53
© |132Mb* 2 11 2930 359 204 08 876 60 1,9 2,4 00240 57
> |132Mc* 2 15 2930 489 274 08 8,7 59 21 23 0,027 62
é 160 Ma 2 11 2930 35,9 20,4 0,89 87.6 7.0 2,2 24 0,0340 73
< |160Mb 2 15 2930 489 274 089 8,7 69 1,9 23 00400 82
160La 2 185 2930 603 332 09 83 68 21 24 0,045 a0
160 Lb* 2 22 2940 71,5 39,2 0,50 899 6,7 2,0 2.3 0,0490 96

*  Potenza o corrispondenza potenza-grandezza non normalizzate

*

Power or power/size not standardized
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2.2, Trifase JM 56...160 - 4 poli

JM-GM-JMD -GMD -IJMM

2.2. Three phase JM 56...160 - 4 poles

Tab. 2.2/ Tab. 2.2

Massa

4 ' “::’: Py Ny Ty Iy cosy | :s Is T:_, 1 Wolaht
Poli 400 V H N N (B3}
Poles M kW min® Nm A 100%  100% kg m* Ka
56b 4 0,09 1325 065 045 059 490 28 2,2 2,3 0,00018 3,6
63a 4 0,12 1310 087 042 072 57,0 27 23 24 000022 45
63b 4 o018 1310 1,31 059 073 60,0 29 23 23 000030 49
63c* 4 0,25 1350 1,77 0,75 0,74 65,0 27 24 24  0,00034 L
71a 4 025 1330 1,79 075 0,74 650 35 28 28 0,00044 6
T 71ib 4 037 1330 2,66 1,06 0,75 67,0 34 2.5 2,6  0,00064 6,3
A 7ic* 4 055 1340 392 149 075 74,1 36 24 24 000079 73
i 80a 4 055 1390 378 149 075 71,1 38 23 24 000103 81
§ 80 b 4 075 1390 5,15 1,98 0,76 72,1 4,0 2,2 2,3 0,00143 9,2
> | 80ct 4 11 1390 75 275 077 750 40 23 23 000193 105
N 90s 4 1,1 1390 756 275 077 750 55 25 28 000230 13
3 90La 4 1,5 1390 10,3 355 0,79 772 54 23 26 000270 14,5
a2 | 90Le* 4 22 1390 151 4,9 081 792 50 27 29 000470 16
100La 4 2,2 1390 151 492 081 792 64 23 25 000540 188
100Lb 4 3 1410 203 648 082 8,5 58 22 26 000670 21,5
100 Lc* 4 4 1410 27,1 8,47 0,82 83,1 5.7 2,3 26  0,00810 25
112Ma 4 4 1410 271 847 082 83,1 59 22 27 000950 28
112 Mc* 4 5,5 1435 36,6 11,3 0,83 84,7 6,0 2.6 2,8 0,0115 32
132Sa 4 55 1435 366 11,3 0,83 84,7 64 22 28 00214 42
£ |132Ma 4 75 1440 497 150 084 860 67 23 27 0,029 48
E." 132 Mb* 4 9,25 1445 61,1 179 086 89 73 27 33 0,039 59
> |132Mc* 4 11 1440 729 216 084 876 72 28 32 0,049 69
§ 160 Ma 4 i1 1440 72,9 21,6 0,84 87,6 6,7 2,2 2,5 0,0747 83
< |160La 4 15 1460 981 287 08 887 64 20 26 0,098 92
160 Lb* 4 185 1460 121 348 08 893 63 20 25  0,1080 98

*  Potenza o corrispondenza potenza-grandezza non normalizzate

*

Power or power/size not standardized
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JM - GM - JMD - GMD - JMM seipee
2.3. Trifase JM 56...160 - 6 poli 2.3. Three phase JM 56...160 - 6 poles
Tab. 2.3/ Tab. 2.3
Motore P n T 1 I T Thiss b} Massa
6 Motor ' H ' ' i f is Ts ; Weight
Poli 400 V N N N (B3)
Poles M kW  min’ Nm A 100%  100% kg m? Kg
56 b 6 0,06 840 0,68 0,37 0,59 40,0 2,9 2,0 2,1 0,00020 3,9
63b 6 0,12 B840 1,36 0,63 060 460 30 20 21 000035 55
< 71a 6 0,18 850 2,02 0,70 0,66 56,0 2,5 2,6 2,6  0,00090 6,2
Z | 72p 6 025 80 28 090 068 5,0 27 25 25 000120 66
Ly
. 7ic¢* 6 03 860 333 094 0,69 60,0 25 24 24 000130 69
; 80 a 6 0,37 885 3,99 1,23 0,70 62,0 3,0 2,0 2,1 0,00140 8,2
E_i 80b 6 055 885 5,93 1,70 0,72 650 32 21 22 000150 9,2
2 80c* 6 075 910 7.87 2,15 0,72 70,0 31 2,1 2,2 0,00165 10
[ 90 S 6 0,75 910 7,87 2,15 0,72 70,0 35 1,9 2,2 0,00290 13
= 90La 6 11 910 11,5 2,98 0,73 72,9 37 2,0 2,3 0,00350 14
& 90 Lb* 6 1,5 920 15,6 3,84 0,75 75,2 3.6 1,9 2,2 000440 15,6
100La 6 1,5 920 156 38 075 752 46 21 23 000600 21
112 M 6 2,2 935 22,5 5,38 0,76 77.7 4.8 2,0 2,2 0,0140 27,5
T [1325a 6 3 960 298 715 076 797 56 21 22 0,028 36
E’;- 132 Ma 6 4 960 39,8 9,33 0,76 81,4 57 2,3 2,4 0,0357 43
- |132Mb 6 55 960 54,7 12,4 0,77 83,1 58 2.4 2,5 0,0449 54
§ i60M 6 7,5 g70 73,8 16,6 0,77 84,7 6,4 2.1 2,4 0,0810 83
< | 160 L 6 11 970 1080 23,6 0,78 86,4 6,5 2,2 2,6 0,1160 94
*  Potenza o corrispondenza potenza-grandezza non normalizzate *  Power or power/size not standardized
2.4. TrifaseJM 71...160 - 8 poli 2.4. Three phase JM 71...160 - 8 poles
Tab. 2.4/ Tab. 2.4
Motore P My T, I cosp n I T T | Massa
8 Motor " ' 15 TS :ﬁ Mesght
Poli 400 V N N . (B3)
Poles M KW  min? Nm A 100%  100% kg m? Kg

71 b

80 a
B0 b

90 s

0,12 B45 1,78 0,55 0,60 51,0 1,9 1.9 1,9 0,00130 6,3

018 645 266 08 061 51,0 20 1,9 1,9 000200 86
025 645 370 1,1 061 540 1,9 19 1,9 000240 95

037 670 527 14 061 620 28 1,9 21 000350 13
90 La 055 670 7,84 207 061 630 29 20 22 000430 14

8
8
8
8
8
100La 8 0,75 680 105 228 067 71,0 33 20 21 000980 22
100lLb 8 1,1 680 154 315 069 730 35 1,8 20 00112 24
8
8
8
8
8
8

112 Ma 1,5 690 20,8 4,18 0,69 75,0 4,1 2,0 2.1 0,0200 28

132 Sa
132 Ma

160 Ma
160 Mb
160 La

22 705 298 573 071 780 49 21 22 00360 45
3 705 406 751 073 790 48 22 23 00500 55
4 720 531 976 073 810 54 19 20 0090 85

55 720 729 129 074 8,0 52 20 22 0109 89

75 720 995 169 075 85 56 20 21 01380 @ 94

A-400 V - S0Hz{a/Y - 230/400V - 50Hz

0
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2.5. Trifase GM 160...450 - 2 poli
Tab. 2.5/ Tab. 2.5

p

Poli
Poles

400V - 50 Hz

L]

A

2.5. Three phase GM 160...450 - 2 poles

Motore P My T I T T 1 Massa
- L waign
400 (B3}
GM KW min® Nm A 100%  100% kg m* Kg

160Ma 2 11 2930 359 204 089 86 70 22 24 00340 110
160 Mb 2 15 2930 48,9 27,4 0,89 88,7 7.3 2,1 2.5 0,0400 120
160La 2 185 2930 60,3 332 0% 8,3 71 22 24 00450 135
180 Ma 2 22 2940 71,5 392 09 8,9 70 21 23 0,075 165
200La 2 30 2950 97,1 53 0,90 80,7 6,9 2,0 2.5 0,1240 218
200Lb 2 37 2950 120 651 090 912 72 20 24 0,13%0 230
225M 2 45 2960 145 787 0% 91,7 73 22 24 02330 280
250 M 2 55 2965 177 e58 090 921 71 20 23 03120 365
2808 2 75 2970 241 130 090 927 73 22 24 0579 495
280M 2 90 2970 289 153 091 930 70 20 23 06750 565
315 2 110 2975 353 187 091 933 71 1,9 23  1,1800 840
315Ma 2 132 2975 424 224 091 935 66 1,8 23 1,800 980
315Mb 2 160 2975 514 268 092 938 67 1,9 23 2,080 1055
315L 2 200 2975 @ 642 334 092 940 70 1,8 22 23800 1110
355M 2 250 2980 801 417 092 940 66 1,8 23 3,0000 1900
355 L 2 315 2980 1009 526 0,92 94,0 6,9 1,9 2.3 3,5000 2300
355 Xa 2 355 2975 1139 585 0,93 94,0 6,6 1,7 28 12,520 2604
355Xb 2 400 2982 1281 654 092 9,0 68 1,8 27 13,260 3035
355 Xc 2 450 2982 1441 735 092 9,1 64 1,7 27 14210 3122
400Ma 2 400 2982 1281 654 092 9,0 69 16 28 14950 3088
400Mb 2 450 2982 1441 735 092 9,1 73 1,7 27 15670 3200
400La 2 500 2982 1601 815 092 9,3 61 1,7 28 20070 3540
400Lb 2 560 2982 1793 912 092 93 55 1,8 27 22300 3750
400 Lec 2 630 2982 2017 1015 0,93 96,3 7.3 1,8 26 25,500 3990
450 Ma 2 560 2986 1791 901 093 9,5 67 16 25 38,150 3800
450Mb 2 630 2984 2016 1012 093 966 66 16 2,5 43,300 4100
450 La 2 710 2988 2269 1129 0,94 96,6 6,8 1,7 2,6 48,600 4540
450Llb 2 BOO 2986 2558 1270 094 967 67 1,8 2,7 52,900 4720
450Lc 2 900 2985 2879 1429 0,94 967 68 1,7 2,6 57,100 4935
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2.6. Trifase GM 160...450 - 4 poli
Tab. 2.6 / Tab. 2.6

4

Poli
Poles

400V - 50 Hz

i

2.6. Three phase GM 160...450 - 4 poles

Motore P" Ny Tn Iy COSp n :.5 Ig T‘::‘h 1) “a?s:f
400 V n - = (B3)
GM kW min™t Nm A 100%  100% kg m* Kg
160 Ma 4 11 1440 72,9 21,6 0,84 87.6 6,7 2.2 2.5 0,0747 110
160La 4 15 1450 981 287 08 87 64 20 26 00918 132
180 Ma 4 185 1460 121 34,8 0,86 89,3 6,7 2.1 2.8 0,1390 164
180 L 4 22 1470 143 41,1 0,86 89,9 7.5 2,2 3,0 0,1580 182
200La 4 30 1470 195 555 08 9,7 66 23 25 02620 244
225§ 4 37 1470 240 67,3 0,87 91,2 7,2 2,3 2,6 0,4060 258
225 M 4 45 1475 291 81,4 0,87 81,7 7,0 2,2 2,4 0,46590 290
250 M 4 55 1475 356 89.1 0,87 821 7.1 23 2,6 0,6600 388
280S 4 75 1480 484 134 08 927 66 23 25 11200 510
280 M 4 90 1480 581 161 0,87 93,0 6,2 2,2 2,4 1,4600 606
315 S 4 110 1480 710 193 0,88 93,3 7.0 2,2 2,4 3,1100 910
315Ma 4 132 1480 852 232 08 935 68 22 25 36200 985
315 Mb 4 160 1480 1032 277 0,89 93.8 6,6 21 2.4 4.1300 1056
315 L 4 200 1480 1290 345 0,89 G4.0 6,9 2,2 24 4 7300 1128
355M 4 250 1490 1602 427 090 940 65 22 24 65000 1700
355L 4 315 1490 2019 537 09 940 62 21 23 82000 1900
355 Xa 4 355 1490 2275 604 0,50 94,0 6,5 2,1 2,7 8,5000 2150
355Xb 4 400 1492 2560 668 09 90 61 20 26 10,600 2300
355 Xc 4 450 1492 2880 751 0,90 96,1 6,3 1,8 2.5 11,500 2460
400 Ma 4 355 1492 2272 597 091 940 62 1,7 25 13,300 2600
400 Mb 4 400 1492 2560 668 0,90 96,0 6,4 1,8 2,6 14,950 2790
400 Mc 4 450 1492 2880 751 0,90 96,1 6,3 i,8 2.7 15,630 3050
400 La 4 500 1492 3200 832 0,90 96,4 6,2 1,9 2.6 18,410 3132
400 Lb 4 560 1492 3584 932 0,90 96,4 6,6 2,0 2.5 19,620 3340
400 Lc 4 630 1492 4032 1037 0,91 96,4 6,4 1,9 2.4 21,330 3580
450 Ma 4 560 1492 3584 922 0,91 96,3 6,4 13 2.7 35,100 3584
450 Mb 4 630 1492 4032 1037 0,91 96,4 6,9 1.5 2.5 39,500 3870
450La 4 710 1492 4544 1168 0,91 96,4 6,2 1:3 2,6 41,000 4360
450Lb 4 800 1492 5120 1285 0,93 96,6 6,9 1,5 23 45,600 4650
450Lc 4 900 1492 5760 1462 0,92 96 61 1,6 2,3 49500 4732
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2.7. Trifase GM 160...450 - 6 poli
Tab. 2.7/ Tab. 2.7

6

Poli
Polfes

400V - 50 Hz

A

2.7. Three phase GM 160...450 - 6 poles

Motore Py Ny Ty Iy cosp n I, T Tic: ) Massa
Motor s 7 Ta T w;ég;”
GM kw min™ Nm A 100%  100% kg m* Kg
160Ma 6 7,5 970 738 166 0,77 847 64 21 24 00747 115
160 La 6 11 970 108,3 23,6 0,78 86,4 6,5 2,2 2,6 0,0918 130
180 L 6 i5 g70 148 30,5 0,81 87,7 6,9 2,1 2,2 0,1580 178
200La 6 18,5 980 180 37,2 081 86 67 21 22 02620 210
200Lb @6 22 980 214 42,9 0,83 89,2 6,6 2,1 2,2 0,2800 227
225M 6 30 980 292 571 084 90,2 67 20 21 04690 265
250 M 6 37 980 361 68,4 0,86 90,8 6,9 2,1 2,2 0,6600 370
2805 6 45 980 438 826 08 914 65 21 22 1,1200 490
280M 6 55 980 536 1000 08 91,9 66 20 2,1 14600 540
315s 6 75 985 727 136 0,8 926 68 2,0 23  3,1100 800
315Ma 6 90 985 873 163 0,86 929 67 2,1 2,2  3,6200 920
315Mb 6 110 985 1066 198 0,8 933 66 2,0 2,1 41300 960
315L 6 132 985 1280 234 087 935 64 21 23 47300 1050
355Ma 6 160 985 1551 280 0,88 93,8 B,1 2,0 24 6,5000 1550
355Mb 6 200 985 1939 349 08 940 67 1,9 23 68000 1600
355L 6 250 985 2424 436 08 940 67 1,9 2,1 82000 1700
355Xa 6 315 994 3026 550 0,88 94,0 5,9 1,9 2,5 13,500 2310
355Xb 6 355 994 3410 620 0,88 940 58 2,0 2,4 14300 2490
400 Ma 6 315 994 3026 552 0,88 94,0 5.7 1,8 2,3 18,210 3000
400Mb 6 355 994 3410 621 088 940 56 1,9 23 19320 3410
400La 6 400 994 3843 700 08 959 61 1,9 24 21,860 3560
400Lb 6 450 994 4323 788 086 959 66 2,0 2,3 22,310 3840
400Lc 6 500 994 4803 873 08 9,1 62 1,8 2,2 23520 3870
400Ld 6 560 994 5380 978 0,86 96,1 59 i,9 2,2 24,460 4140
450Ma 6 500 994 4803 874 08 9,0 62 1,6 23 49300 3890
450Mb 6 560 994 5380 978 08 931 61 16 2,3 54,100 4200
450La 6 630 994 6052 1100 08 9,1 61 1,7 2,3 60,600 4620
450Lb 6 710 994 6821 1243 08 959 59 1,7 2,3 67,900 5080
450 Lc 6 800 994 7686 1375 0,87 96,5 5,8 1,6 2,2 67,900 5080
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2.8. Trifase GM 160...450 - 8 poli
Tab. 2.8 / Tab. 2.8

8

Poli
Poles

400V - 50 Hz

A

2.8. Three phase GM 160...450 - 8 poles

Motore Pu Ny Ty I cosp n Is Ts Toaa ] Massa
Motor e T T el
400 (B3)
GM kW min™ Nm A 100%  100% kg m* Kg
160 Ma 8 4 720 53,1 9,76 0,73 81,0 5.6 2,0 2.2 0,0753 105
i160Mb 8 55 720 72,9 12,9 0,74 830 58 21 23 0,093 115
i60La 8 7,5 720 99,5 16,9 0,75 85,5 57 20 21 0,1260 145
is0L 8 11 730 144 23,8 0,76 87,5 57 1,9 22  0,2030 160
200La 8 15 730 196 32,4 0,76 880 60 20 22 03390 228
225s 8 18,5 730 242 39 0,76 90,0 6,2 1,9 22 04910 @ 242
225M 8 22 730 288 45 0,78 90,5 64 20 20  0,5470 265
250M 8 30 735 390 60,2 0,79 91,0 6,1 1,9 2,1 0,8340 368
280s 8 37 735 481 73,9 0,79 91,5 6,5 1,9 23 1,6500 472
280M 8 45 735 585 89,4 0,79 92,0 6,4 2,0 2,2 1,9300 538
31ss 8 55 735 715 106 0,81 928 6,5 1,8 21 47900 900
315Ma 8 75 735 974 144 0,81 930 6,5 1,9 2,2 55800 1000
315Mb 8 90 735 1169 169 0,82 93,8 6,3 1,9 2,3 63700 1055
315L 8 110 735 1429 206 0,82 940 62 1,8 22 72300 1118
355Ma B 132 740 1703 248 0,82 93,7 6,4 1;7 21 7,8000 2000
355Mb 8 160 740 2065 299 0,82 94,2 64 1,8 2,2 10,300 2150
355L 8 200 740 2581 368 0,83 94,5 6,2 1,7 21 12,300 2250
355Xa 8 250 745 3204 451 0,84 95,3 6,1 1,7 23 14,530 2460
355Xb 8 315 745 4038 560 0,85 95,5 60 1,7 24 15390 2750
400 Ma 8 250 745 3204 451 0,84 95,3 63 1,8 25 25600 2914
400Mb 8 280 745 3589 505 0,84 95,3 59 1,7 23 26,500 3170
400La 8 315 745 4038 560 0,85 95,5 B,1 1,8 24 27,900 3392
400Lb 8 355 745 4550 631 0,85 956 58 1,7 23 29,800 3592
400Lc 8 400 745 5127 710 0,85 956 6,4 1,6 24 31,300 3949
450 Ma 8 315 746 4032 581 0,82 95,4 6,0 1,8 2,5 59,500 3840
450 Mb 8 355 745 4550 654 0,82 95,5 57 1,7 24 64,500 4090
450La 8 400 745 5127 727 0,83 957 55 1,6 23 69400 4350
450Lb 8 450 745 5768 818 0,83 957 54 1,6 2,2 75200 4660
450 Lc 8 500 745 6409 909 0,83 957 57 1,7 22 79,300 4870
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seipee JM-GM-IJMD - GMD - JMM
2.9. Trifase doppia polarita JMD/GMD - 4/6 2.9. Three phase double polarity IMD/GMD -
poli 4/6 poles
Tab. 2.9/ Tab. 2.9
4/6 LIS Pu Ny T Te cost 3 e T T 5 :ﬁ.:r
Poli Motor Ay Iy Tu T s
i KW min'  Nm A 100%  100% wm Ko
P A N R T
s0b ¢ :ﬁ: St 3:?:,'3 l{fgﬂ E§§ 2?:3 gg ig ii 0,00193 10
WS & 032 90 32 15 o 0 33 15 2z 00080 1
Wia § 0T Un ie um om0 % 73 5p om0 155
Wb C o5 ow s am o a0 33 21 25 V00 16
p 10 § T S0 G am o w0 s 0 zs V00 B
f 100Lb o :';25 s ;:‘é; S o i R o 3 ek B
e &2 5222 EEE
ClmmlE ot T oM o8 oW 2o o o
Ve f 3 oam = 43 oamo g B B 2 gu 4
132Mb & 3 e ats 57 072 770 59 15 22 006 %
T B B I T T
a5¢ Hb: 2:: IE;'}:JD 2[1}'; ;?3 g:?: :g:g ;g i:g ;; 0,0747 85
160La 3 ;,-:-i 1 ;;:g 32:2? gﬁi g'ig E:? i:g ;; 00918 92
160 Lb 2 142 194:]5 ;g; 1;'31 3,?3 g;:g ;}; ig ig — %
1soM 2 51; o 51;"; i*gg g*gg g;:g E:g i:g ‘;'*; 01390 180
| R 2 :,?j 1943?{]‘] 5332 ﬁ:g g:gg gg:g ;j i:g g.g 0,1580 185
JECEE - AN
? e 2 92,55 19%5 91;?:. iﬂjﬁ 3?3 3?;;3 ;ﬁ i; gg 0,2830 250
A - R R
Slasm § 2 W B 2w W ORBH we w
wn O W OB BB Y LB e o
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JM-GM -IJMD - GMD - JMM seipee
2.10. Trifase doppia polarita JMD/GMD - 4/8  2.10. Three phase double polarity JMD/GMD -
poli 4/8 poles
Tab. 2.10 / Tab. 2.10
4 , 8 Motore Py ny Ta Iy COSp n Ic Ts Tais ] 3:;;
Poli Mator .y I 15 T )
£os KW min? Nm A 100% 100% e K
80 b ; u:,'fﬁ igg?ﬁﬂ ;g; é:gg g:g g;:g ;:;* tg f;g 0,00193 10
ws § U SR 25 0m W0 4318 23 gy g
| 0 5 os s 4 1 os o 26 17 21 OO0 1
% 100 La ; ul:fs 13925? ;ﬁég j:gg Ej§§ 23:3 233 fé g; 0,00540 19
B LA W R BB D R B R e 2
Slueme 00 VR B0 U0 0% o 3 a2 ze oo 3
|2 5 1 75 w7 3m oo s 45 19 23 O @
e {8 U NS B UE ED P 2N g g
160Ma o ) 710 296 630 084 70 34 Ly g1 007 8
ww § B W W2 oM w0 o B B
2 180 M ; ’ 1}‘.4{55? 51;"5; 33; g;g; Eﬁjﬁ 3:? f; g; 0,390 164
S| 180t g 35 T 729 140 oss 830 44 17 Lo 010 182
JEZTE-E -5 B 55 50 5 W
E 25M ¢ o 7m0 124 250 064 860 45 19 g0 04% 290
| asom & 52 um me o0 0% M0 76 23 28 ey
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seipee JM-GM-IJMD - GMD - JMM
2.11. Monofase JMM 63...100 - 2 poli 2.11. Single phase JMM 63...100 - 2 poles
Tab. 2.11 / Tab. 2.11
Motore P n T Lk ¢ 1 T T c c ) Massa
2 o N [0 N o5y n Is T-s -:.ur s aaht
Poli " . i % (B3)
Poles IMM KW  min'  Nm A 100% 100% uF uF kg m’ Kg
63 b 2 0418 2700 0,64 1,40 095 56,0 4,0 0,7 1,7 10 10 0,00032 4,0
63c¢ 2 0,25 2700 08 190 09 570 40 07 1,7 12 10 0,00041 43
7Ab 2 037 2710 130 252 09 651 34 08 19 20 20 000065 61
f 71c 2 055 2745 191 372 094 683 3,8 08 2,0 25 20 0,00075 7.2
2 80 b 2 075 2776 258 493 094 70,7 4,1 08 2.1 30 40 0,00110 10,5
:; 80c 2 1,1 2733 384 675 09 73,5 4.1 0,9 1.9 40 40 0,00140 11,0
ﬁ 90sSb 2 15 2749 521 887 098 74,7 3,6 0,9 1.8 50 60 0,00170 12,6
90Lb 2 185 2760 640 109 098 747 39 07 1,8 60 60  0,00210 131
90Lc 2 22 2743 766 129 09 753 39 06 1,9 70 8 000240 144
100La 2 22 2840 740 126 099 770 5.0 0,7 2.0 90 a5 0,00250 20,8
00Lb 2 3 2850 101 163 09 B804 5.3 0,8 2,1 90 85 0,00270 22,7
2.12. Monofase JMM 56...100 - 4 poli 2.12. Single phase JMM 56...100 - 4 poles
Tab. 2.12 / Tab. 2.12
Motore P n T Lk ¢ 1 T T c c ) Massa
4 Motor ’ : ' o I5 Tg :h (450v) Moloti
Poli " . i % (B3)
Poles IMM KW min!'  Nm A % uF WF kg m’ Kg
56 c 4 009 1377 062 088 095 469 2,3 0,8 1,7 6 6 0,00020 34
63b 4 0,12 1380 08 1,10 09 520 20 08 1,7 6 10 0,00036 39
63c 4 0,18 1387 1,24 166 092 51,6 25 08 1,8 12 10 000044 4.2
& 71b 4 025 1316 181 207 097 540 24 08 1.8 16 16 0,00081 6,1
2 Mlc 4 037 1348 262 263 098 626 2.8 08 1,7 20 16 0,00103 7.2
:;, 80 b 4 055 1369 384 422 092 616 29 0,7 1,7 25 20 0,00180 11,0
ﬁ 80 c 4 075 1342 534 4489 097 687 3,0 0,7 1,7 35 30 0,00210 11,3
90sb 4 11 1349 779 702 09 716 32 D06 1,7 40 40  0,00270 12,6
90Lb 4 1,5 1372 104 922 09 748 37 07 1,7 5 60 000470 144
00t 4 22 1408 149 123 099 785 4,2 0,5 19 70 a5 0,00670 19,8
100 Lc 4 3 1399 205 166 09 794 4,2 0,5 1,8 90 85 0,00810 22,5

2) Condensatore ausiliario di avviamento con disgiuntore elettronico: a  2) Auxiliary starting capacitor with electronic cutout: available on request
richiesta (vedere “Esecuzioni speciali ...") (see “"Special mounting types ...")
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JM-GM -JMD - GMD - JIMM

&

3. DIMENSIONI E NORMALIZZATI

3.1. Trifase JM 56...160
Trifase doppia polarita JMD 80...160

B3

B5

Estremita d’albero
Shaft end

3.

3.1.

DIMENSIONS AND STANDARDIZED

Three phase JM 56...160

Three phase double polarity JMD 80...160

B14

Dis. 3.1 / Draw. 3.1
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JM-GM-JMD -GMD -IJMM

Tab. 3.1/ Tab. 3.1

Motore
Motor

IM -IMD

56

63

71

80

100

112

132

160

2-4-6

2-4-6

2-4-6-8

2-4-6-8

2-4-6-8

-~ 0

"

2-4-6-8

M 2-4-6-8

2-4-6-8

2-4-6-8

rTxh

Tab. 3.2/ Tab. 3.2

56

71

20

100

112

132

160

2-4-6

2-4-6

2-4-6-8

2-4-6-8

2-4-6-8

2-4-6-8

2-4-6-8

2-4-6-8

2-4-6-8

Ingombri Principali Piedi Flangia
Main Overall Dimensions Feet Flange
AC AD H HD LB L|A B € AB BE AA BAHAK|IM M Nij& P LA T s
B5 100 BO 120 B 3 w47
7 0 8
112 97 56 153 170 190 |90 1 36 110 90 30 21 & B14 65 50 80 -- 2,5 Ne4 s
B5 115 95 140 10 3 N4 1D
101 63 1 191 214 (1000 80 40 122 100 5 24 8 7
SR & — G Bl4 75 60 80 -- 2,5 NaMs
B5 130 110 160 10 3,5 N 10
137108 71 179 212 242|112 90 45 133 110 35 24 8§ 7 !
Bi4 85 70 105 - 2,5 N4 Me
B5 165 130 200 12 3,5 N4 12
09 7 31 8 10
158:129 B0 2 244 284 (125 100 50 157 125 35 1 BI2 100 B0 120 - 3 NedWE
270 320 100 125 B5 165 130 200 12 3.5 N4 12
175 142 90 232 140 56 173 37 31 10 10 p
295 345 125 150 Bi14 115 95 140 - 3 N4 M
B5 215 180 250 13 4 N%'i5
198 156 100 256 338 ‘308 |160 140 63 196 172 40 39 11 12
B14 130 110 160 - 3,5 N4 ma
219 168 112 280 341 401 190 140 70 227 180 41 43 12 12 BS 213, I 20 3% 9 N
Bi14 130 110 160 -- 3,5 N™4 M8
395 475 140 186 B5 265 230 300 14 4 N®%415
258 190 132 322 216 89 262 51 46 15 12
433 513 178 224 Bi14 165 130 200 -- 3,5 na M0
316 242 160 402 309, &0 254 214 108 304 <50 55 50 1B 15 B3 300, &0 B 13 19 (NAO¥
545 B55 254 304 Bi4 215 180 250 -- 4 nwe oMz
Estremita d'Albero Tenute sull'albero Scatola - Morsettiera
Shaft-End Shaft-Seals Tarminal - Box
Lako comsahdo B3 & lato
Linguetla Lato Fangla ’ Marsatti Prescacae
Ky Flrge-end mw“dfmmm Tarmined Cabie: parnc
DB E GA| F GD EB| @i Oe H @i @e H No°-@ | N°-KK N°-XX (VA VB R
9 M4 20 102]3 3 14|12 25 7 12 25 7 | &M4 |1-mMaoxis 1';3;“ 18 80 80
1-tappo
11 M4 23 12514 4 16|12 25 7 12 25 7 6-M4  [1-M20x1,5 s 29 &7 B7
14 M5 30 16 |5 5 25|15 30 7 15 30 7 | &M4 |1-M2oxs 1&’;‘* 40 87 87
1-tappo
19 M6 40 215|6 6 30|20 35 7 20 38 7 B-M4 |1-M20x1,5 i 31 87 87
24 M8 50 27 a 7 40|25 40 7 25 40 7 B-M4 | 1-M25x1,5 1_;:;130 31 106 106
1-tappo
28 M10 60 31 | 8 7 50|30 47 7 30 47 7 B-M4q | 1-M25x1,5 plig 31 106 106
28 M0 60 31 8 7 50|30 47 7 an 47 7 f-M5 | 2-M25x15 - 35 114 122
38 MI2 80 41 |10 B 65|40 62 7 40 &2 7 B6-M5 | 2-M32x1,5 = 43 114 122
42 M16 110 45 |12 8 90145 62 12 45 62 12 6-ME  |2-Mamx1,5 1-M16x1,5| 78 156 167
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S
JM -GM - IJMD - GMD - JIMM seipee
3.2. Trifase GM 160...450 3.2. Three phase GM 160...450
Trifase doppia polarita GMD 180...250 Three phase double polarity GMD 180...250
B3
B5 B14
Estremita d’albero
Shaft end

Dis. 3.2 / Draw. 3.2
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seipee JM - GM - JMD - GMD - JMM

Tab. 3.3/ Tab. 3.3

Motore Ingombri Principali Piedi Flangia
Motor Main Overall Dimensions Feetl Flange
U BRcl s AC AD H HD LE L |A B C AB BE AA CBHAK|IM M NiE P LA

160 4 2-4-6-8 (314 251 160 411 el L 254 e 108 320 ot 65 26 20 15 R 00 B0 950 A8
542 652 254 304 Bi4 215 180 250 --

578 688 241 311
N%4 19
355 267 180 447 616 726 279 279 121 350 700 35 22 15| B5 300 250 350 15 5

N4 19
N4 Mi2

£aoLn -

—rar
b
1]
&

180

200 397 299 200 499 669 779 |318 305 133 390 370 70 32 25 18| B5 350 300 400 17 5 w4 19

-
N ]
I
Fy
1
(4]
1
(=]

225 S 4-8 446322 225 547 6B4 B24 |356 286 149 432 370 75 46 28 19| B5 400 350 450 20 5 N5 18

2 819
5M 44 47 70 6 49 4 75 4 8 0 4 0 Meg 19
22 P 6322225 5 9 849 356 311 1 33 395 75 46 28 19| BS 400 350 450 20 S5

250 M 2-4-6-8485 358 250 608 770 910 (406 349 168 486 445 80 55 30 24| B5 500 450 550 22 5 A& 19

5 842 982 368 485
=i)-G- N8 19
280 M 2-4-6-8 |547 387 280 667 803 1033 457 419 190 545 536 85 69 35 24| B5 500 450 550 22 5

2 1194
58S 6 7 315 B4 508 & 5 0 B4 4 5 600 660 6 NeEo 24
31 s 20 527 31 2 1054 1274 08 406 216 630 570 12 5 28| B 550 22

315 M 4:3 620 527 315 842 1164 Eg: 508 457 216 630 680 120 84 45 28| BS 600 550 660 22 6 N8 28

6 N3 24
315 L 4 620 527 315 842 1164 1334 508 508 216 630 680 120 B4 45 28| BS 600 550 660 22

355 M 4:8 698 642 355 997 1346 i:g: 610 560 254 730 750 120 68 52 28| BS 740 680 BOO 25 6 w8 24

: K8 24
355 L 698 642 355 997 1346 1556 610 630 254 730 750 120 68 52 28| BS 740 680 800 25 6

2 1850
355 X P 770 765 355 1120 1710 132[} 630 800 224 760 1140 135 88 52 35| B5 840 780 900 28 & N8 24

400 M 41 860 680 400 1080 1770 i:;gﬁ&& 630 280 806 1090 120 57 45 35/ B5 940 880 1000 25 6 N%& 28

400 L 2 860 680 400 1080 1770 i 686 710 280 806 1090 120 57 45 35| B5 940 830 1000 25 & N8 28

4-6-8 1980

450 T 4-6-8* |960 820 450 1270 1900 2110|800 1000 250 990 1300 190 107 52 42| B5 1080 1000 1150 33 6 W% 28

*  Per dimensioni motori a 2 poli interpellarci. *  Consult us for dimensions of 2 poles motors

C-17

JM-GM-JMD-GMD-JMM



&
JM - GM - JMD - GMD - JMM seipee

Tab. 3.4/ Tab. 3.4

Tenute sull'albero Scatola - Morsettiera
Shaft-Seals Terminal - Box
: Late comando B3 = lato
LLate: Faiwgia Mersetis Pressacag
e el Dl | DL e
Gi @Ge H gi e H N°-@ | N°-KK N°-XX |VA VB R
160 2-4-6-8| 42 M16 110 45 |12 8 90|45 62 812 45 62 B/12 | 6Mb |2-M40xt5 1Mi&x5 | 67 158 185
180 2-4-6-B| 48 M16 110 515|114 9 100|55 75 8f12 55 75 812 | &6M6 |2-m40a,5 1-puexis | B2 158 185
200 2-4-6-8| 55 M20 110 59 |16 10 100|680 80 8/12 60 B0 812 | 6MB |2-Msoxi5 1-Misxis | 92 187 224
225 S 4-8 |60 M20 140 64 |18 11 125|65 90 1012 65 90 10/12| 6-MB |z-Ms0xi5 1-MiGki5 | 95 187 224
2 55 110 59 |16 10 100|160 B0 8f12 60 B0 812
225 M M20 B-MB  |2-Msoxi 5 1-Misxi5 | 95 187 224
4-6-8 | 60 140 64 |18 11 125|165 90 10/12 &5 90 10/12 "
2 60 64 65 90 1012 65 90 10/12
250 M20 140 18 “11 125 6-M10 |2-Ms3x1,5 1-Miexis | BB 238 283
4-6-8B | 65 69 70 90 1w/iz2 70 90 10412 '
280 2 |65 yg 10 89|18 L o) 70 90 10712 70 90 10/12) oo fopesa s samexss | 96 238 283
4-6-8 | 75 795120 12 85 110 10/12 B85 110 10/12
2 65 140 69 |18 11 12585 110 1012 85 110 10/12
315 M20 ; 6-M12/16{2-Me3x1,5 1-Mi8x1,5 | 117 280 320
4-6-8 | 80 170 85 |22 14 140|195 120 10/12 95 120 10/12 o :
355 2 75 M20 140 79.5| 20 12 125|95 120 10f12 95 120 10/12 sM20. |ameaes 1enens |117 328 380
4-6-8 |100 M24 210 106 | 28 16 180|110 140 10/12 110 140 10/12
355 X 2 75 M20 170 79.5| 20 12 140|95 120 10/12 95 120 10/12 V0 i s |
4-6-8 |100 M24 210 106 | 28 16 180|120 140 10/12 120 140 10/12
400 M 2 80 M24 170 85 | 22 14 140090 115 10/12 90 115 10/12 e acas saieidl - — -
4-6-8 |110 210 11628 16 1800130 150 10/12 130 150 10/12
2 80 170 85 |22 14 140(90 115 10/12 50 115 10/12
400 L M24 6-M24 [|3-MEIxL5 1MIEKLS | - -
4-6-8 |110 210 116 |28 16 180130 150 10/12 130 150 10/12 ;
450 4-6-8%(120 M24 210 127 |32 18 180140 160 10712 140 160 10/12| 5-M24 |3-Me3x15 I-Miéwi5 | -- -— -
*  Per dimensioni motori a 2 poli interpellarci. *  Consult us for dimensions of 2 poles motors
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JM-GM-JMD - GMD - JMM

seipee

3.5. Monofase JMM 56...100

B3

B5

Estremita d'albero
Shaft end

3.5. Single phase JMM 56...100

—.:H.E =5
VA = VB = - KK

SEmnc

=]

B14

Dis. 3.5 / Draw. 3.5
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JM-GM-IJMD - GMD - IMM seipee
Tab. 3.9/ Tab. 3.9
Motore Ingombri Principali Piedi Flangia
Motor Main Overall Dimensions Feet Flange
IMM ACAD H HD LB L (A B C AB BB AA BAHAK|IM M Nj§ P LA T S
56 2-4 |113112 56 168 176 196|90 71 36 110 89 20 20 6 6|°> 100 80 120 8 3 w47
Bi4 65 50 B0 -- 2,5 N MS
B5 115 95 140 9 3 N4s9
63 2-4 122116 63 179 196 219 [100 80 40 121 103 28 26 9 7
Bi4 75 60 90 - 2,5 Nawms
=4 10
71 24 (13912371 194 23t 261112 90 45 133 106 28 23 10 7|23 130 110 1609 35 w3
Bi4 85 70 105 - 2,5 N4 Me
B5 165 130 200 10 3,5 W% 12
80 2-4 156144 80 224 254 294 [125 100 50 161 130 35 35 11 9
- Bi4 100 80 120 — 3 N4 Me
s 236 286 100 130 B5 165 130 200 12 3,5 Ne4 12
920 2-4 |174 150 90 240 140 56 174 35 33 12 10 ’
L 286 336 125 155 Bi4 115 95 140 -~ 3 nea s

B5 215 180 250 13 4 N4 15

io0 2-4 |198-165100 265 332 392 |160 140 63 197 175 50 42 15 12 B14 130 110 160 — 3,5 W4 ms

Tab. 3.10 / Tab. 3.10

Estremita d'Albero Tenute sull'albero Scatola - Morsettiera
Shaft-End Shaft-Seals Terminal - Box
; Lato comands B3 & ito
T | eeas  owmimeswar| ZEL  GTO

DB E GA| F GD EB| @ ©Oe H @i Ge H N°-@ | N°-KK N°-XX |VA VB R

M3 20 10,2| 3 3 12|12 22 5§ 12 22 5 6-M4 | PG11 - 22 118 94

M4 23 125| 4 4 16|12 24 7 12 24 7 6-M4 | PG 11 -- 23 118 94

M5 30 16|5 5 22|15 25 7 15 25 7 B-M4 | PG11 -- 31 118 94

Me 40 21,5| 6 & 32|20 35 7 20 35 7 6-M4 | PG11 = 32 141 112

MB 50 27 |8 7 40|25 37 7 25 37 7 M4 | PG11 - 38 141 112
100 2-4 |28 M0 60 31 |8 7 50|30 42 7 30 42 7 6-M4 | PG 11 - 30 141 112
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JMK - GMK

AT
g 3
L

Il motore autofrenante é escluso dal Regolamento Europeo
N° 640/2009 e N°4/2014.

1. CARATTERISTICHE GENERALI

1.1. Caratteristiche

Grandezze:

Serie JMK 63...160; 0,12...18,5 kW; 2-4-6-8 poli;

Serie GMK 180...250; 11...55 kW; 2-4-6-8 poli;

in 3 versioni:

- con freno in corrente alternata: serie TA...

- con freno in corrente continua: serie TC...

- con freno in corrente continua Intorq: serie L7...

Motore elettrico autofrenante asincrono trifase normalizzato per
uso generale in applicazioni industriali, con rotore a gabbia in corto
circuito, chiuso, autoventilato esternamente (metodo di raffredda-
mento IC 411), classe termica d'isolamento F (sovratemperatura
motore classe B).

Progettato per operare in servizio continuo (S1) a tensione e
frequenza nominali.

Temperatura aria ambiente di lavoro: =15 + +40°C.

Altitudine massima: 1000 m sul livello del mare.

Grado di protezione:

- involucro motore IP 55.

- involucro freno standard IP 54.

A richiesta grado di protezione IP55 solo serie TA (non possibile in
esecuzione con leva di sblocco).

Forme costruttive:

- IM B3, IM B5, IM B14

- forme combinate IM B35 (B3/B5) e IM B34 (B3/B14).

I motori possono funzionare anche nelle corrispondenti forme co-
struttive ad asse verticale, ma al momento della richiesta del motore
occorre specificarne il posizionamento esatto.

Sulla targa del motore rimane indicata la forma costruttiva ad asse
orizzontale.

Carcassa:

- JMK in lega leggera d‘alluminio pressofusa. Ottima conducibilita
termica, eccellente resistenza alla corrosione. Anello di solleva-
mento a partire dalla grandezza 100.

- GMK carcassa di ghisa con golfare di sollevamento motore.

Scudi e flange:

- JMK Scudi e flangie lato accoppiamento in lega leggera d'alluminio
pressofusa, sedi dei cuscinetti rinforzate in acciaio grandezze 80
... 160. Scudo lato opposto accoppiamento in ghisa, per garantire
maggior resistenza e durata; maggior sicurezza anche con continui
interventi del freno.

- GMK scudi e flange di ghisa.

Scudi e flange sono tutti con attacchi di serraggio “in appoggio” e

montati sulla carcassa con accoppiamento “stretto”.

Piedi:

- JMK piedi di alluminio. Possibilita di montare i piedi sui 3 lati del
motore al fine di avere la scatola morsettiera sul lato desiderato:
IM B3, B5, B35, B14, B34. Di serie il motore IM B3 ¢ fornito con
scatola morsettiera in alto.

- GMK piedi di ghisa solidali alla carcassa. Di serie il motore IMB3
e fornito con scatola morsettiera in alto, laterale a richiesta.

Scatola morsettiera:

- JMK Scatola morsettiera e coperchio coprimorsettiera in lega leg-
gera d'alluminio pressofusa (protezione IP 55), con accesso cavi
bilaterale dalla grandezza 63 ... 132: (grandezze 63 ... 80 un foro
per parte, pressacavo lato destro e tappo lato sinistro; grandezze

The brake motor is not included in the EU regulation
n.640/2009 and n.4/2014.

1. GENERAL SPECIFICATIONS

1.1
Size:
Series IMK 63...160; 0,12...18,5 kW; 2, 4, 6, 8 poles;

Series GMK 180...250; 11...55 kW, 2-4-6-8 poles;

in 3 types:

- with alternating current brake: AC brake series TA...

- with direct current brake: DC brake series TC...

- with Intorq direct current brake: series L7...

Standard asynchronous three-phase brake motor with short circuit
squirrel-cage rotor, for general purposes in industrial applications.
Totally enclosed, externally fan—cooled (method of cooling IC 411),
thermal insulation class F (motor-temperature rise class B).

Motor designed to work in continuous running duty (81) at rated
voltage and frequency.

Ambient air temperature: =15 + +40°C.

Maximum altitude: 1000 m above sea level.

Characteristics

Protection degree:

- Protection-degree of the motor-enclosure IP 55.

- Protection-degree of the brake-enclosure IP 54.

At request protection — degree IP55 on series TA ( not available
with hand release lever).

Types of construction:

- IM B3, IM B5, IM B14

- combined types IM B35 (B3/B5) and IM B34 (B3/B14).

Motors can also work in the corresponding types of construction with
vertical shaft, when inquiring please exactly state the final mounting
arrangement of the motor. Only the horizontal type of construction
will be indicated on the name plate of the motor.

Housing:

- JMK in die-cast aluminium light alloy, with the best thermal con-
ductivity and an exceptional resistance to corrosion.Hoisting ring
from size 100.

- GMK cast iron casing with eyebolt for hoisting of the motor.

Shields and flanges:

- JMK Drive-end shield or flange in die-cast aluminium light alloy,
bearing-bores reinforced with steel sizes 80 ... 160. Drive end shield
made of cast iron for added strength and durability; increased
security measures continue even with the brake.

- GMK end shields and flanges in cast iron.

All shields and flanges are with “supported” tightening attachments

and are fitted on housing with a “tight” coupling.

Feet:

- JMK Aluminium feet. Possibility to mount the feet on three motor-
sides so to position the terminal-box on the required side:IM B3,
B5, B35, B14, B34.Standard IM B3 motor has the terminal box on
the top of the housing.

- GMK cast iron feet attached to the casing. Standard IM B3 motor
has the terminal box on the top of the housing (T position), terminal
box on side on request.

Terminal-box:

- JMK terminal box and terminal-box cover in die-cast aluminium
light alloy ( protection IP55),Supply-cable inlet bilateral sizes 63
... 132 (sizes 63 ... 80 one hole on each side, cable gland on right
side and cap on the left side; sizes 90 ... 132 two holes each side,
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90 ... 132 due fori per parte, due pressacavi lato destro e due tappi
lato sinistro). Nella grandezza 160 standard due pressacavi lato
destro, a richiesta lato sinistro.

- GMK Scatola morsettiera e coperchio coprimorsettiera in acciaio
(scatola morsettiera orientabile di 90° in 90°). Entrata cavi d'ali-
mentazione lato destro.

Morsetto di terra posizionato all'interno della scatola morsettiera;
morsetto supplementare esterno sulla carcassa di serie per JMK, a
richiesta per GMK.

Morsettiera per alimentazione motore a 6 morsetti.

Alimentazione freno separata: serie TA con morsettiera ausiliaria,
serie TC, L7, con raddrizzatore entrambi posizionati all'interno della
scatola morsettiera motore. Per serie GMK sono posizionati in una
scatola ausiliaria. Per collegamento freno vedere “Installazione e
manutenzione freni”.

Cuscinetti radiali rigidi a sfere ad una corona, doppio schermo lu-
brificati a vita, delle migliori marche e selezionati per I'uso specifico
sui motori elettrici.

I cuscinetti schermati ZZ, 2RS o DDU sono lubrificati a vita (grasso
al Litio - temperatura di lavoro: -15 ... +110°C) e quindi non richie-
dono manutenzione.

Tab. 1.1/ Tab. 1.1

two cable glands on right side and two caps on the left side). On
size 160 two cable glands standard on the right side, at request
on the left side.

- GMK terminal box and terminal-box cover in steel (terminal
box adjustable through 90° turns). Cable entrance on right
side.

Earth-terminal is positioned inside the terminal box; additional
terminal external to the frame is serial for JMK, on request for GMK.

Terminal-block for motor-supply has 6 studs.

Standard supply of the brake separate from the one of the mo-
tor. Series TA with auxiliary terminal box, series TC, L7, with rectifier.
Both positioned inside the terminal box of the motor. In series GMK
both positioned in an auxiliary box. For brake-connection please see
“Installation and maintenance of brakes”.

Bearings stiff, radial, single-crowned, double-shielded ball-bearings
with life-long lubrication. Made by the best manufacturers and se-
lected for the specific use on electric motors.

Sealed bearings ZZ, 2RS or DDU with life-long lubrication (lithium
grease — operating temperature: -15 ... +110°C) no need of main-
tenance.

Orizzontale - Horizontal Verticale - Vertical Dimensioni cuscinetti
IM B3, B35, B34, BS, B6, B7, B8, B14 IM V1, V15, V5, V18, V6 fasringe ainansions
Lato accoppiamento Lato opp. acc. | Lato accoppiamento  Lato opp. acc. [0 %0, xH]
Drive end Non drive end Drive end Non drive end
MK 63 6201-2RS/DDU 6202-2RS/DDU 6201-2RS5/DDU 6202-2RS/DDU 12x32x10 [ 15x35x11
IMK 71 6202-2R5/DDU 6203-2RS5/DDU 6202-2RS/DDU 6203-2R5/DDU 15x35x11 [ 17x40x12
MK 80 6204-2RS/DDU 6204-2RS/DDU 20x47x14
IMK 90 6205-2RS/DDU 6205-2RS/DDU 25x52x15
JMK 100 6206-2RS/DDU 6206-2RS5/DDU 3mb2x16
MK 112 6306-2RS/DDU 6207-2R5/DDU 6306-2RS/DDU 6207-2R5/DDU I0xT2x19 | 35x72x17
JMK 132 6308-2RS/DDU 6308-2RS/DDU 40x90x23
MK 160 6309-2RS/DDU 6309-2R5/DDU 45x100x25
GMK 180 6311 Z22C3 6311-2R5/DDU C3 631122C3 6311-2R5/DDU C3 55x120x29
GMK 200 6312 77 C3 6312-2RS/DDU C3 6312 22 C3 6312-2RS5/DDU C3 60x130x31
GMK 225 6313 272 C3 6313-2R5/DDU C3 631322 C3 6313-2RS/DDU C3 65x140x33
GMK 250 6314 72 C3 6314-2RS/DDU C3 6314 ZZ C3 6314-2R5/DDU C3 70x150%35

Albero motore in acciaio al carbonio con estremita cilindriche,
foro filettato in testa e linguetta di forma A unificati. Albero motore
bloccato assialmente mediante due anelli elastici (uno sullalbero,
I'altro sullo scudo posteriore).

Ventola di raffreddamento calettata sull’albero motore, bidi-
rezionale a pale radiali, in materiale plastico resistente alle alte
temperature.

Avvolgimento statorico realizzato mediante filo di rame in clas-
se H a doppio smalto. Sistema di impregnazione con resine di alta
qualita in classe H.

Accurata separazione degli avvolgimenti di fase (in cava e in testata),
accurato isolamento della “trecciola” (cavi di inizio fase).

Gli altri materiali sono in classe F o H.

Carbon-steel driving shaft: cylindrical shaft ends with A-shape
(rounded) key and tapped butt-end hole . The driving shaft is axially
fastened by means of two elastic rings (one on the shaft and one
on the rear shield).

Cooling fan is a bi-directional, radial-vane fan in resistant to
high temperatures plastic material and is tightly fixed to the
motor-shaft.

Stator-winding is made with double-coated class-H copper-wire.
Impregnation-system made with high-quality class-H resins.
Accurate insulation of phase-windings (in each slot and on the
winding-top), accurate insulation of the winding-leads (phase-
beginning leads).

Other insulating materials are in class F or H.
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1l sistema d'isolamento complessivo € in classe F.
Materiali utilizzati e tipo di impregnazione consentono I'impiego in
clima tropicale senza ulteriori trattamenti.

Rotore a gabbia di scoiattolo in corto circuito in alluminio pres-
sofuso.

Equilibratura dinamica rotore con mezza linguetta inserita
nell’estremita dell’albero.

Verniciatura: motore verniciato con smalto nitro combinato, idoneo
a resistere ai normali ambienti industriali e a consentire ulteriori
finiture con vernici sintetiche monocomponente.

JMK = RAL 9006 (grigio PERLA);

GMK = RAL 5010 (blu).

Copriventola (coprifreno) in lamiera di acciaio, verniciato a polvere
sia internamente che esternamente.

JMK = nero;

GMK = nero.

Funzionamento con inverter:
I motori della serie JMK e GMK sono adatti al funzionamento con
inverter.

Calcoli di verifica
Le verifiche necessarie affinché il motore autofrenante possa
soddisfare le esigenze applicative consistono in:

La frequenza di avviamento non deve superare il valore massimo
ammesso dagli avvolgimenti, senza che si abbiano surriscaldamenti;

Il lavoro di attrito per ogni frenatura non deve superare il
massimo valore ammesso.

Frequenza massima di avviamento

Orientativamente la massima frequenza di avviamento,

per un tempo di avviamento tra 0,5 e 1 secondo e con inserzione
diretta:

Grandezza 63...90 = 125 avv/h

Grandezza 100...160 = 63 avv/h

Grandezza 160...315 = 16 avv/h

Ampia disponibilita di esecuzioni, servoventilazione, encoder, sonde
termiche bimetalliche o a termistori, ecc. (vedere “Esecuzioni speciali
e accessori” pag. E-2).

Final insulating system of the complete motor is in class F.
Materials and type of impregnation allow use in tropical climates
without further treatments.

Rotor: short circuit squirrel-cage rotor in pressure die-cast alumi-
nium.

Dynamic rotor balancing with a half key fitting in the driving
shaft.

Painting: Motors are painted with nitro-combined polish, suitable
for normal industrial environment and unaffected by further finishing
with single-compound synthetic paints.

JIMK=RAL 9006 (pearl grey);

GMK= RAL 5010 (blue).

Steel-sheet Fan-cover (brake-cover), in sheet steel, painted both
on the outside and the inside, by powder-painting system.

JMK= black;

GMK-= black.

Application with inverter:
JMK and GMK motors are suitable for application with inverter.

Verifying calculations
Necessary verifications so that brake motor can satisfy
application needs are:

Frequency of starting has not to exceed maximum value permis-
sible by motor windings without overheatings;

Work of friction for each braking has not to exceed maximum
permissible value of friction surface.

Maximum frequency of starting

As a guide, maximum frequency of starting, for a starting time
between 0,5

and 1 second and with direct on-line start :

Sizes 63..90 = 125 starts/h

Sizes 100...160 = 63 starts/h

Sizes 160...315 = 16 starts/h

Wide range of versions, servo-ventilation, encoder, thermistors or
bimetallic thermal sensors, etc. (see “"Special executions and acces-
sories” page E-2).
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2.  POTENZE E DATI ELETTRICI 2. POWERS AND ELECTRIC DATA
2.1. JMK®63...160 e GMK 180...250 - 2 poli 2.1. JMK 63...160 and GMK 180...250 - 2 poles
Tab. 2.1/ Tab. 2.1
2 Motore Py My Ta Iy  cosp N Is Ts  Tuw Massd
Weight
Poll Motor 400 V Ly T T (B3)
e kW  min'! Nm A 100% 75% 50% Kg
IMK
63a 2 018 2730 063 053 07 64 60 55 42 29 31 58
63b 2 0,25 2730 087 069 077 68 63 5 45 28 29 62
63c¢c* 2 0,37 2720 130 09 079 69 65 58 41 29 30 67
7ia 2 037 2770 1,28 09 08 70 6 61 54 29 31 81
71b 2 055 2770 19 1,31 08 73 69 63 52 29 30 87
N 7ic¢* 2 0,75 2740 261 1,73 08 75 70 63 55 27 28 94
3
, 80a 2 075 2800 256 1,85 08 736 720 677 56 28 29 123
% 80b 2 1,1 2820 372 244 085 764 761 730 57 28 30 131
§ 80c* 2 1,5 2810 510 3,2 08 784 784 751 58 30 31 144
~
! 90 2 1,5 2860 501 32 08 8,0 809 773 59 30 32 168
“E- 90La 2 22 2840 740 46 08 81,3 808 789 61 29 31 189
90Lb* 2 3 2830 101 6 086 840 838 8,0 58 32 33 197
100La 2 3 2860 100 61 086 829 827 806 63 28 30 261
100 Lb* 2 2850 13,4 805 087 828 825 8, 61 30 31 295
112Ma 2 4 2880 133 8 085 845 838 81,3 66 28 29 375
112 Mb* 2 55 2890 182 107 087 860 861 848 69 32 33 405
1328a 2 55 2900 181 10,6 0,87 860 860 842 71 29 31 585
132sb 2 7,5 2900 247 141 088 874 875 8,1 70 32 34 625
132 Ma* 2 9,25 2910 304 171 0,89 878 B877 84 73 29 32 655
132 Mb* 2 11 2900 362 204 089 880 882 869 77 32 34 7.5
f 160Ma 2 11 2930 359 204 088 886 883 88 72 29 34 93
T | 160Mb 2 15 2020 491 273 089 895 895 876 70 28 32 102
; 160L 2 185 2930 60,3 329 090 90,5 90,1 886 74 27 31 109
¥ GMK
< | 180M 2 22 2940 71,5 389 090 90,8 906 903 70 21 23 189
200La 2 30 2950 971 52,7 090 91,5 91,5 91,2 69 20 25 278
200b 2 37 2950 1198 645 090 922 923 91,8 72 20 24 290
225M 2 45 2960 1452 782 090 926 925 918 73 22 24 352
250M 2 55 2965 1770 959 0,89 931 930 920 71 20 23 437
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2.2. JMK63...160 e GMK 180...250 - 4 poli 2.2. JMK 63...160 and GMK 180...250 - 4 poles
Tab. 2.2/ Tab. 2.2
4 Motore Py . Tw Iy, cosp n Is 2 S P
Weight
Poll #dotor. 400 V Im T T (@3
froves kW min! Nm A 100% 75%  50% Kg
IMK
63a 4 0,42 1330 08 050 059 59 53 47 27 23 24 59
63b 4 0,18 1350 127 072 060 60 54 49 29 23 23 65
63c* 4 0,25 1340 1,78 091 064 62 57 52 27 24 24 7
71a 4 0,25 1360 1,76 085 065 65 61 57 35 28 28 81
71b 4 037 1370 25 1,1 071 68 66 60 34 25 26 89
7ic* 4 055 1370 383 163 072 68 65 62 36 24 24 96
E
& 80a 4 055 1390 378 15 073 70 68 63 38 23 24 123
0 80b 4 075 138 519 2 074 732 7,1 659 40 22 23 131
= 80c* 4 11 1390 75 28 076 750 742 720 40 23 23 144
8
~ 90S 4 1,1 1400 750 2,75 076 763 759 743 48 29 30 172
a 90La 4 1,5 1400 10,2 355 078 786 783 755 50 30 30 19
< 90Lb* 4 1,85 1390 127 415 082 787 788 753 49 26 27 202
90 Lc* 4 2,2 1360 154 495 084 768 771 750 41 24 25 218
100La 4 2,2 1420 148 50 0,77 828 81,5 793 56 27 30 263
100Lb 4 3 1430 200 65 08 843 82 819 64 31 32 295
112Ma 4 4 1435 266 835 0,82 843 845 83,0 58 25 27 385
112 Mc* 4 55 1430 367 11,3 0,82 850 852 846 60 27 28 42
132 4 55 1440 365 11,2 083 862 854 841 69 26 31 60
132Ma 4 7,5 1440 497 147 084 879 876 8,2 73 36 37 67
132 Mb* 4 9,25 1445 61,1 182 083 882 881 8,9 76 30 34 71
132 Mc* 4 11 1440 729 21 08 8384 834 873 71 29 31 74
N i160M 4 11 1460 719 21,3 0,84 885 880 870 67 24 24 102
§ 160L 4 15 1460 981 285 085 896 895 886 73 22 23 110
2 GMK
28 180 M 4 185 1460 1210 346 086 90,2 902 91,1 67 21 28 188
i 180L 4 22 1470 1429 41,0 08 91,2 91,1 91,9 75 22 30 206
200L 4 30 1470 1949 550 0,86 91,7 923 924 66 23 25 305
2255 4 37 1475 2395 664 087 923 924 930 72 23 26 335
225 M 4 45 1475 291,3 804 0,87 92,7 92,7 93.2 7.0 2,2 2.4 362
250M 4 55 1480 3550 98,0 0,87 934 935 930 71 23 26 460
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2.3. JMK63...160 e GMK 180...250 - 6 poli 2.3. JMK 63...160 and GMK 180...250 - 6 poles
Tab. 2.3/ Tab. 2.3
6 Motore Py Ny Tn Iy cosp n Is Ts Tuax Massa
Mot I T, T o
Poll d 400 V N N N (B3)
Poles kW min? Nm A 100% 75%  50% Ka
IMK
63 b e 012 870 1,32 0,63 0,60 46 42 39 3,0 2.0 2.1 6,5
71 a 6 0,18 875 1,96 0,75 0,65 53 49 45 2.5 2,6 2,6 8,2
71 b 6 0,25 885 2,70 0,93 0,66 59 56 51 2,7 2,5 2,5 89
L |
g 71 c* 6 0,30 870 3,29 1,1 0,68 58 57 52 2,5 2.4 2.4 9,6
g
:_; 80 a 6 037 910 3,88 1,18 0,70 65 G 57 3,0 2.0 21 13,8
E 80 b 6 0,55 905 5,80 1,65 0,72 67 66 59 3,2 2,1 2,2 14,8
o
fu 90 S 6 0,75 920 7,78 2,2 0,70 70,2 70,4 66,0 3.4 21 2,2 17.5
:;_ 90 La 6 1,1 920 11,4 2,95 0,74 73,0 73,0 69,0 3,8 2,2 2.4 19,5
::H 90 Lb* 6 1,5 910 15,7 4 0,74 73,5 72,8 68,3 3,6 2,2 2,2 21
100 L 6 1,5 930 15,4 3,8 0,76 75,4 75,8 72,9 4,0 2,2 2.4 29
112 M 6 22 930 22,6 55 0,74 77,9 78,8 76,3 5,2 2,6 2.7 40
132 § 6 3 960 29.8 7 0,76 82,7 82,5 80,0 5,7 2.2 a5 61
132 Ma 6 4 960 39,8 9 0,76 845 B47 830 5,0 2,2 2,3 68
132 Mb 6 55 955 55,0 11,7 079 B54 854 B39 57 2,6 2.8 72
" 160 M 6 7.5 870 738 161 0,78 B2 BH1 B35 6,5 2,1 2,2 103
=
& 160 L 6 11 8970 108 229 0,79 B7.6 87,8 86,0 6,4 2,0 2.1 111
! GMK
=
= 180 L 6 15 970 1477 30,0 0,81 B8e& 887 8383 6,9 2,1 2,2 202
g
xd 200 La 6 185 980 180,3 36,6 0,82 89,2 89,3 88,1 6,7 2,1 2,2 270
200 Lb 6 22 980 2144 424 0,83 50,0 90,2 89,3 6,6 2,1 2,2 288
225 M 6 30 980 292,3 56,3 0,84 91,4 91,5 90,8 6,7 2,0 2,1 337
250 M 6 37 980 3610 674 086 918 919 910 6,9 2.1 2.2 442
* Potenza o corrispondenza potenza-grandezza non normalizzate * Power or power/size not standardized
(vale per tab. 2.1, 2.2, 2.3) (applies to tab. 2.1, 2.2, 2.3)
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2.4. IJMK 71...160 e GMK 180...250 - 8 poli 2.4. JMK 71...160 and GMK 180...250 - 8 poles

Tab. 2.4/ Tab. 2.4

8 Motore Py My Tn Iy cosp n Is Ts Tigge, Massa
Weight
Poli feesor 400V In T T (e3)
Poles KW  min?'  Nm A 100% 75%  50% Kg
IMK
7i1b 8 012 640 1,79 07 05 44 40 3% 1,9 19 19 9.3
I 80a 8 018 670 257 09 05 50 46 40 20 1,9 19 14
% 80b 8 025 640 373 1,12 05 5 52 46 1,9 19 19 14,6
-
S 90s 8 0,37 690 512 145 061 60 59 5 28 23 25 17,8
E 90L 8 055 695 756 2,15 060 61 60 54 29 22 24 205
(22!
™~
L 100La 8 0,75 695 103 24 065 6 68 61 30 21 22 28
= 100Lb 8 1,1 695 151 34 067 70 6 63 33 22 23 30
112M 8 1,5 700 205 44 069 71 70 65 34 21 22 41
132§ 8 22 715 294 59 068 790 791 770 49 24 25 62
132 M 8 710 403 74 073 81,1 807 792 48 26 2,7 70
160 Ma 8 710 53,8 105 068 81,0 803 768 56 26 3,6 100
160Mb 8 55 710 740 136 0,71 80 8,4 778 55 25 28 1ii
s 160L 8 7,5 710 1004 186 0,70 830 824 788 57 26 28 128
oy GMK
= 180L 8 11 730 1439 238 0,77 872 876 87,1 57 19 22 184
=
i 2000 8 15 730 1962 324 075 888 890 886 60 20 22 288
225§ 8 185 730 2420 390 0,76 90,1 90,1 897 62 1,9 22 314
225M 8 22 730 2878 450 0,78 90,5 90,8 90,1 64 20 20 337
250M 8 30 735 3900 60,8 079 902 904 900 61 1,9 21 440
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3. DIMENSIONI E NORMALIZZATI 3. DIMENSIONS AND STANDARDIZED
3.1. IJMKG63...160 3.1. JMKG63...160
P A !
W, VB —=
(i

o Zz

B3 T — X A
D L ]

B5 PN

Estremita d’albero
Shaft end

Dis. 3.1 / Draw. 3.1

Tab. 3.1/ Tab. 3.1

Motore Ingombri Principali ) -
Motor Main Overall Dimensions SRR e P = iwape.
G AC AD H HD z 1B L |A B C AB BB AABAHAK|IM M Np P LA T s

B5 115 95 140 9 3 N4 9
Bi4 75 60 90 - 2,5 N°§ M5
B5 130 110 160 9 3,5 N°4 10
Bi4 85 70 105 - 25 N°3 M6
B5 165 130 200 10 3,5 N°4 12
B14 100 80 120 - 3 N°% M6

s 325 375 100 130 _ B5 165 130 200 12 35 N°4 12
90 L 2.8 |174 145 90 235 164 B 140 e 56 174 155_3533 12 10 aaits G5 il o B s
B5 215 180 250 13 4 N°4 15
B14 130 110 160 -- 3,5 N°4 M8
B5 215 1B0 250 14 4 N4 15
B14 130 110 160 - 3,5 N°4 M8

63 2.6 | 122 113 63 176 107 250 273 |100 80 40 121 103 28 26 9 7
71 2.8 |140 118 71 189 116 290 320 |112 90 45 133 106 28 23 10 7

80 2.8 |156 139 80 219 136 315 355|125 100 50 161 130 3535 11 9

100 2.8 | 198 158 100 258 180 410 470 | 160 140 63 197 175 50 42 15 12

112 2.8 |221 174 112 286 188 412 472 (190 140 70 220 180 55 42 15 12

s 460 540 140 175 B5 265 230 300 14 4 N°4 15
132 M 2..B | 258 197 132 329 225 500 580 216 178 89 252 213 58 40 15 12 B14 165 130 200 — 3.5 N°4 M10

M : 210 B5 300 250 350 15 5 (N°4 20
160 2.8 | 314 235 160 395 260 615 725 (2 108 291 293 54 90 17 15

L ' 3 254 Bi4 215 180 250 - 4 N"§4 M1Z
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Tab. 3.2/ Tab. 3.2

Estremita d'Albero Tenute sull'albero Scatola - Morsettiera
Shaft - End Shaft - Seals Terminal - Box
Linguetia Lata comanda Lato opposto comandn Noo| Morsett Pressacavo -
ey Dive end DE ditve =nd NGE Fminas  Cabighng  PPe/ PR

DB E GA|F GD EB |(Qi ©Oe H @i Be H Ne-B No-KK Ne-XX (VA VB R
63 M 2.6 |11 M4 23 1254 4 16 |12 24 7 15 26 7 6-M4  1-M20x1,5 1-M20x1,5] 15 119
71 M 2.8 |14 M5 30 16 |5 5 22|15 25 7 17 32 5 G-M4 14';'12[!31,5 1-M20x1,5] 23 119 94
O M 2.8 |19 Mo 40 215(6 & 32|20 35 7 20 35 7 6-M4 1-M20x1,5 1-M20x1,5( 28 140 105
90 f 2.8 |24 M8 50 27 |8 7 40|25 37 7 25 40 7 6-M4 2-M25x1,5 2-M25x1,5]| 32 140 105
100 L 2...8 28 M10 60 31 |8 7 50|30 42 7 o 52 7 6-M5 2-M25x1,5 2-M25x1,5| 27 140 105
112 M 2.8 |28 MI0 60 31 |B 7 50 (30 4¢ 7 35 52 7 6-M5 2-M25x1,5 2-M25x1,5] 30 160 115
132 : 2.8 |38 M12 B0 41 |10 B 70 |40 5B a 40 62 7 6-M5  2-M32x1,5 2-M32x1,5| 52 160 115
160 *: 2.6 |42 Mi6 110 45 |12 B 90 |45 65 8 45 75 10 6-M& 2-M40x1,5 = 65 143 146
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3.2. GMK 180...250 3.2. GMK 180...250
L
E e LB
VA VB XX
B3 i —ail
D |
CB 111 1L 1T
C o B —=
BB

B5

Estremita d’albero
Shaft end

Dis. 3.2 / Draw. 3.2

Tab. 3.3/ Tab. 3.3
Motore Ingombri Principali

Motor Main Overall Dimensions Pied = (Pedt Hangle: = Hange
GO AC AD H HD Zz 1B L | A B C AB BB AACBHAK|IM M N P LA T S
M 2-4 690 800 241 311

180 355 267 180 447 260 279 121 350 70 35 22 15| BS 300 250 350 15 5 HN°4 19
L 4-6-8 730 840 279 349

300 400 17 5 N°4 19

&

200 L 2.8 [357 299 200 499 260 800 910 |318 305 133 390 370 70 32 25 18| BS

225 5§ 4-8 |446 322 225 547 260 805 945 | 356 286 149 432 370 75 46 28 19| BS 350 450 20 5 N°B 19

i

i o 940 0L 95 A6-JB 14
225 M , o o |46 322 225 547 260 830 1356 311 149 433 395 75 46 28 19| BS

250 M 2.8 |485 358 250 608 260 920 1060|406 349 168 486 445 B0 55 30 24| BS 500 450 550 22 5 N°8 19

350 450 20 5 N°8 19
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Tab. 3.4/ Tab. 3.4

Motore Estremita d'Albero Tenute sull'albero Scatola - Morsettiera
Motor Shaft - End Shaft - Seals Terminaf - Box
Linguetta Lalo coimanda: Lt cppasto COMmando Mot
iy Dirive end DE Non drive end NDE | Farrminai FIERONT LA e

DE E GA|F GD EB |@i @e H @i @e H Ne-@ | N°e-KK Ne-XX |VA VE R

180 2-4-6-8 |48 M16 110 51,5(14 9 100|555 75 812 55 90 @&/10 | 6M6 |2-M40x1,5 1-Mi6xl,5| 82 158 185

200 2-4-6-8 |55 M20 110 59 |16 10 10060

&

8/12 60 90 B/10 | 6-M8 [2-M50x1,5 1-M16x1,5| 92 187 224

225 S 4-8 |60 M20 140 64 |18 11 135(65 90 10/12 65 90 8/10 | 6-MB [2-M50x1,5 1-M16x1,5] 95 187 224
2 55 110 55 |16 10 10060 80 8/12 65 80 8/10
225 M M20 6-M8 | 2-M50x1,5 1-M16x1,5| 95 187 224
4-6-8 |60 140 64 |18 11 125|65 90 10/12 65 90 810 ' * ?
2 &0 64 65 90 10/12 70 90 8/10
250 M20 140 18 11 125 6-M10 | 2-Mb3x1,5 1-M1bx1,5| 88 238 283
4-6-8 |65 &9 70 90 10f12 70 90 810
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4. CARATTERISTICHE DEI FRENI

4.1. Caratteristiche generali

- Freno in corrente alternata: serie TA.

- Freno in corrente continua: serie TC.

- Freno in corrente continua Intorq: serie L7.

- Freni elettromagnetici a molle.

- Tipo di servizio S1.

- Isolamento classe F, sovratemperatura classe B.

- Grado di protezione standard IP54; a richiesta IP55 (escluse serie
TC, L7). Non possibile in esecuzione con leva di sblocco.

- Disco freno in alluminio: serie TA, TC grandezza 1, 2, 3, 4, 5 e serie
L7. In acciaio: serie TA, TC grandezza 6, 7, 8, 9, 10.

- Doppia guarnizione d‘attrito, silenziosa, senza amianto

- Mozzo trascinatore dentato in acciaio con O-ring antivibrazione
(escluso freno L7).

- Nessun carico assiale sull’albero motore durante la frenatura.

- Elevato momento frenante.

- Possibilita di registrare il momento frenante con continuita in
funzione del tipo di impiego (escluso freno L7); vedere tabelle
caratteristiche freni.

- Motori forniti di serie con freno tarato a 80% del valore nominale
del momento frenante (£15%), escluso freno L7. (vedere tabella
delle caratteristiche del freno).

- Sulla targa del motore sono riportati il valore minimo e il valore
nominale del momento frenante (freno L7 solo il valore nominale).

- Freno collegato ad una morsettiera ausiliaria all'interno della scatola
morsettiera. Di serie alimentazione freno separata.

- A richiesta: leva di sblocco manuale con ritorno automatico (asta
della leva di sblocco in corrispondenza della scatola morsettiera
ed asportabile).

- Arichiesta: predisposizione per rotazione manuale dell’albero mo-
tore mediante chiave maschio esagonale su lato opposto comando.

PRINCIPIO DI FRENATURA

Il freno agisce in mancanza dell’alimentazione per la forza esercitata
dalle molle. Togliendo I'alimentazione all’elettromagnete, I'ancora mo-
bile, per azione delle molle, preme il disco-freno calettato sull’albero
motore contro lo scudo posteriore generando il momento frenante.
Alimentando il freno, I'elettromagnete vincendo la forza delle molle,
attrae I'ancora mobile e libera il disco freno e I'albero motore. La
costruzione a pil molle e la frenata in mancanza dell’alimentazione
rendono |'apparecchiatura sicura.

CARATTERISTICHE FRENI in c.a.
(Vedere tab. 4.1 pag. D-13 - Serie TA)

- Elevata velocita di inserzione e disinserzione tale da permettere:
- un avviamento completamente libero del motore
- un elevata frequenza di frenatura

- Elevato numero di frenature.

- Buona dissipazione del calore tramite la struttura ricavata da presso-
fusione di alluminio e tramite la ventola del motore elettrico (il servizio
continuo S1 puo essere garantito solo con la ventilazione del motore).

- Ancora mobile con nucleo magnetico lamellare per maggiore rapidita
e minori perdite elettriche.

- La bobina dell'elettromagnete &€ completamente cementata con resina
epossidica.

- Possibilita di regolare il momento frenante.

- Ampia disponibilita di esecuzioni, servoventilazione, encoder, leva di
sblocco (vedere “Esecuzioni speciali e accessori” pag. E-2).

Freni consigliati per impieghi nei quali sono richieste frena-
ture potenti e rapidissime.

4. BRAKE CHARACTERISTICS

4.1. General specifications

- Alternating current brake: series TA.

- Direct current brake: series TC.

- Direct current Intorq brake: series L7.

- Electromagnetic spring loaded brakes.

- Duty type S1.

- Insulation Class F, temperature-rise B.

- Degree of protection IP 54, At request IP55 ( not on series TC, L7)
not available with hand release lever.

- Aluminium brake-disk for the brakes TA and TCsizes 1, 2, 3, 4, 5
and L7; Steel for the brake TA, TC sizes 6, 7, 8, 9, 10.

- Noise-less, asbestos-free, double friction pad.

- Steel toothed dragging hub, with anti-vibration spring (except for
the L7 brake).

- No axial load on the motor-shaft during braking.

- High braking torque.

- The braking torque is adjustable with continuity in function of the
type of use (except brake L7) please see table brake specifications.

- Motors are supplied as a standard with brake adjusted at 80% of
the nominal braking torque (£15%) except brake L7 (see tables
of brake specif.).

- On the name plate of the motor there are stated the minimum
value and the nominal value of the braking torque. (brake L7 only
nominal value).

- Brake is connected to an auxiliary terminal-block inside the terminal-
box. Standard brake-supply: separate from the motor-supply.

- On request: hand-release lever with automatic return
(release lever-rod is removable and positioned on the same side g
of the terminal-box).

- On request: motor pre-arranged for manual rotation of the driving |©
shaft by means of a hexagonal-head screw-driver to be used on %

the non-drive end. E

THE BRAKING PRINCIPLE

The brake works when it is not supplied because of the force exerted
by the springs. By taking the electromagnet-supply off, the mobile
anchor, pushed by the springs, presses the brake-disk, which is
connected with the driving shaft, against the rear shield thus produ-
cing the braking torque. By supplying the brake, the electromagnet
overcomes the spring-force and attracts the mobile-anchor thus
releasing the brake-disk and the driving shaft. The more-than-one-
spring design and the braking starting when supply is off make the
equipment safe.

SPECIFICATIONS OF THE BRAKE A.C.
(see tab. 4.1 pag. D-13 - Series TA)

- High connect/disconnect speed of the braking such to allow:
- A completely free start of the motor
- Ahigh braking frequency

- High number of brakings.

- Good heat dissipation by means of the die-cast aluminum structure
and of the fan of the electric motor (51 continuous duty can be
guaranteed only with the motor ventilation).

- Mobile anchor with magnetic laminate core for a greater rapidity
and lower electric losses.

- The coil is fully encased in epoxy resin.

- Possibility to adjust the brake torque.

- Wide range of versions, servo-ventilation, encoder, hand release
lever (see “"Designs and accessories” page E-2).

This brake is suitable in any use where powerful and very
quick braking is required.
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CARATTERISTICHE FRENI in c.c.
(vedere tab. 4.2 pag. D-14 - Serie TC)
(vedere tab. 4.3 pag. D-15 - Serie Intorq L7)

- Elevata progressivita d'intervento (sia all'avviamento del motore,
sia in frenatura) dovuta alla minore rapidita del freno in corrente
continua.

- Massima silenziosita negli interventi e nel funzionamento

- La bobina dell’elettromagnete & completamente cementata con
resina epossidica e le parti meccaniche sono protette da trattamento
galvanico di zincatura.

- Possibilita di regolare il momento frenante (escluso freno L7).

- Ampia disponibilita di esecuzioni, servoventilazione, encoder, leva
di sblocco (vedere “Esecuzioni speciali e accessori” pag. E-2).

Freni consigliati per impieghi nei quali sono richiesti frena-
ture ed avviamenti regolari e silenziosi.

4.2. SerieTA

Tab. 4.1/ Tab. 4.1

SPECIFICATIONS OF THE BRAKES D.C.
(see tab. 4.2 on page D-14 - Series TC
(see tab. 4.3 on page D-15 - INTORQ Series L7)

- High capacity of progressive on-off switching (both when
starting and when braking) thanks to the lower rapidity of the
d.c. brake.

- Maximum noise-less working.

- The coil is fully encased in an epoxy resin and the mechanical
parts are protected by zinc plating.

- Possibility to adjust the brake torque (except brake L7).

- Wide range of versions, servo-ventilation, encoder, hand release
lever (see "Designs and accessories” page E-2).

These brakes are best suitable for use where regular, noise-
less braking and start is required

4.2. SeriesTA

Momento frenante statico | Potenza Corrente Traferro Spessore minimo dal
Static braking torgue Power Curent Alrgapy Socotiantlevad el frases
Motore Freno shlacco M i Mserdes f
Motor Brake M M 4 X Clegrance of release e
Minkmo Mamiinale 230 400V lever He rods § #) <
Minieum 1) Nominal 2) 50Hz 50Hz —
[Nm] [Nm] [w] [A] [A] [mm] [mm] [mm]
TAl 2 4.5 17 0,13 0,07 0,15+0,50 0.8 5
TAZ 3 10 22 0,16 0,09 0,20+0,60 0.9 5.5
80 TA3 5 16 27 0,26 0,15 0,20+0,60 09 &
IMK a0 TA4 8 20 29 0,30 0,17 0,25+0,70 1 6,5
100 TAS 15 40 49 0,68 0,39 0,25+0,70 1 6.5
112 TAG 20 60 60 0,90 0,52 0,25+0,70 1 6.5
132 TA7 30 a0 &9 1,18 0,68 0,30+0,70 1 7
160 TAB &0 200 130 1,40 0,80 0,30+0,70 1 75
180 TABD 130 400 130 1,40 0,80 0,35+0,70 1 7.5
GMK 200/| TASD 130 400 130 1,40 0,80 0,35+0,70 1 7.5
225 TABD 130 400 130 1,40 0,80 0,35+0,70 1 7.5
1) E possibile ridurre il momento frenante (vedere “installazione 1) itis possible to reduce the braking torque, (see installation and
e manutenzione freni”) (ad esclusione della serie L7). E scon- maintenance) (except for L7 series) for safety reason do not
sigliato, per ragioni di sicurezza, tarare il momento frenante adjust the braking torque to values lower than the minimum
a valori inferiori al minimo di targa. one stated on the name plate.
2) Il motore & fornito con momento frenante tarato a 80% 2) Standard motor is supplied to customer with braking torque
(£15%) del suo valore nominale, oppure il motore viene fornito adjusted at the 80% (+15%) of its nominal value.
con momento frenante pari al valore nominale. 3) ATTENTION: Air gap shall be adjusted at regular intervals! (
3) ATTENZIONE: Registrare periodicamente il traferro (ad esclu- except for L7 series) Its value shall be included between the
sione della serie L7). Il suo valore deve essere sempre compreso values stated in the table.
entro i valori di tabella. See "Regular maintenance of brakes”.
Vedere “Installazione e Manutenzione”, 4) Clearance "g” for the minimum value of the air-gap (for brakes
4) Gioco “g” per valore minimo del traferro (per freni con leva equipped with the optional release-lever).The clearance "g”

di sblocco opzionale). Il gioco “g” si riduce al diminuire dello
spessore del disco freno. Regolando il traferro si ripristina au-
tomaticamente il gioco “g".

decreases with the decrease of the brake disk-thickness. By
adjusting the air-gap the clearance “g” is automatically reset.
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4.3. Serie TC 4.3. Series TC
Tab. 4.2 / Tab. 4.2
Momento fren. statico | Valor rilevati allentrata del raddrizzatore | Traferro GO qpprena minimo del
Static braking Torque | Vales registered at the entrance of the rectifier | Air gap 3 1¥3 disblocco "y frony
Frena M My vy Minimum thickness
Brake L r:!u ot P;:a‘nza Corrente Current Hha ol of msa.t? disk
Mimimum 1) Nominal 2) WET 230V ac-50Hz - 400V ac - 50Hz g =
[Nm] [Nm] [W] [Aa.c] [Aa.c] [mm] [mm] [mm]
TC1 P 5 17 0,08 0,05 0,15+0,50 0,8 5
TC2 7 12 22 0,10 0,06 0,20+0,60 09 55
TC3 8 16 27 0,13 0,08 0,20+0,60 0,9 6
MK TCa B 20 32 0,15 0,09 0,25+0,70 1 6,5
00 | TC5 16 40 50 0,24 0,14 0,25+0,70 1 6.5
112 | TCe 25 60 60 0,29 0,17 0,25+0,70 1 6,5
132 | TC? 40 90 65 0,32 0,19 0,30+0,70 1 7
160 | TC8 80 200 85 0,40 0,23 0,30=0,70 1 7.5
180 | TCBD 180 400 o0 0,43 0,25 0,35+0,70 1 8
GMK 200 | TC9D 300 600 140 0,66 0,38 0,350,770 1 8
225 | TC9D 300 600 140 0,66 0,38 0,35+0,70 1 8
250 | TC10 500 800 160 0,73 0,42 0,350,770 | 12

1) E possibile ridurre il momento frenante (vedere “installazione 1)
e manutenzione freni”) (ad esclusione della serie L7). E scon-
sigliato, per ragioni di sicurezza, tarare il momento frenante
a valori inferiori al minimo di targa.

2) Il motore e fornito con momento frenante tarato a 80% 2)

it is possible to reduce the braking torque, (see installation and
maintenance) (except for L7 series) for safety reason do not
adjust the braking torque to values lower than the minimum s
one stated on the name plate. (U]

(£15%) del suo valore nominale, oppure il motore viene fornito

Standard motor is supplied to customer with braking torque |¥
adjusted at the 80% (£15%) of its nominal value. 2

con momento frenante pari al valore nominale. 3) ATTENTION: Air gap shall be adjusted at regular intervals! (
3) ATTENZIONE: Registrare periodicamente il traferro (ad esclu- except for L7 series) Its value shall be included between the
sione della serie L7). Il suo valore deve essere sempre compreso values stated in the table.
entro i valori di tabella. See “"Regular maintenance of brakes’.
Vedere “Installazione e Manutenzione”, 4) Clearance "g” for the minimum value of the air-gap (for brakes
4) Gioco “g"” per valore minimo del traferro (per freni con leva equipped with the optional release-lever). The clearance “"g”
di sblocco opzionale). Il gioco “g” si riduce al diminuire dello decreases with the decrease of the brake disk-thickness. By
spessore del disco freno. Regolando il traferro si ripristina au- adjusting the air-gap the clearance “g” is automatically reset.
tomaticamente il gioco “g”.
4.4. Serie L7 Intorq 4.4 Series L7 Intorq

Tab. 4.3/ Tab. 4.3

Momento fren. dinamico | Valori rilevati all'entrata del raddrizzatore Vawes | Traferro  Gioco tiranti 5;'353?’5;?(2':,"
Dynamic braking torgue registered at the entrance of the rectifier Airgap leva di sblocco PP
Freno M, Mp e o Rt ot Clearance o thickness of
Brake Minimo  Nominale |’ p i rovts: brake disk
Mirurmem Nominal 230V ac - 50Hz 400V ac - 50Hz e,
[Mm] [Mm] [W] [Aac] [Aac] [mm] [mm] [mm]
&3 L7.06 . 4 20 0,09 0,06 0,20+0,50 1 5.5
71 | L7.08 - 8 25 0,12 0,07 0,20+0,50 1 45
80 L7.X8 . 12 25 0,12 0,07 0,20+0,50 1 4,5
JMK 90 | L7.10 = 16 30 0,14 0,08 0,20+0,50 1 8,5
100 | L7.12 .- 32 40 0,20 0,12 0,30+0,75 1,5 9,2
112 | L7.14 - 60 50 0,24 0,14 0,30+0,75 1,5 9,2
132 | L7.16 - 80 55 0,27 0,16 0,30+0,75 1,5 10,7
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5. INSTALLAZIONE E MANUTENZIONE

5.1. Condizioni generali

Ricevimento: verificare che il motore corrisponda a quanto ordi-
nato e che non abbia subito danneggiamenti durante il trasporto.
Non si pud mettere in servizio un motore danneggiato. I golfari
eventualmente presenti nella carcassa servono al sollevamento del
solo motore.

Per l'eventuale giacenza in magazzino, il luogo deve essere
coperto, pulito, asciutto, privo di vibrazioni e agenti corrosivi. Dopo
lunghi periodi di giacenza a magazzino o lunghi periodi di inattivita,
si consiglia di verificare la resistenza di isolamento tra gli avvol-
gimenti e verso massa con apposito strumento. Per funzionamenti
con temperatura diversa da -15 +40°C e ad altitudini superiori
ai 1000 m, interpellateci. Non & consentito I'impiego in luoghi con
atmosfere aggressive, con pericolo di esplosione.
Nell'installazione sistemare il motore in modo che si abbia un am-
pio passaggio d‘aria dal lato della ventola; insufficiente circolazione
d‘aria compromette lo scambio termico. Evitare la vicinanza con
altre fonti di calore tali da influenzare la temperatura sia dell’aria di
raffreddamento che del motore per irraggiamento.

La fondazione deve essere ben dimensionata per garantire stabilita
al fissaggio.

Accoppiamenti: verificare che il carico radiale/assiale rientri nei
valori riportati nelle tabelle “Forze radiali/assiali” (tab. 1.5, 1.6 pag.
F-5, F-6). Per il foro degli organi calettati sull’'estremita dell’albero &
consigliata la tolleranza H7. Prima di eseguire |'accoppiamento pulire
e lubrificare le superfici di contatto per evitare pericoli di grippaggio.
Nelle operazioni di montaggio (smontaggio) utilizzare sempre appositi
tiranti (estrattori) per evitare eventuali dannj ai cuscinetti del motore.
L'uso del martello & quindi da escludere. E consigliabile riscaldare
eventuali giunti, pulegge fino a 60-80°C prima del montaggio.
Nell'accoppiamento diretto curare I'allineamento del motore
rispetto a quello della macchina condotta.

Nell'accoppiamento a cinghia verificare che: |'asse del motore
deve essere sempre parallelo all'asse della macchina condotta, lo
sbalzo della puleggia deve essere il minimo possibile, la tensione delle
cinghie non deve essere eccessiva per non compromettere la durata
dei cuscinetti o provocare la rottura dell’albero motore.

I motori della serie IMK-GMK sono equilibrati con mezza linguet-
ta; per evitare vibrazioni e squilibri &€ necessario che gli organi di
trasmissione siano stati opportunamente equilibrati prima dell’ac-
coppiamento.

5.2. Avvertenze sulla sicurezza

Un uso improprio del motore, un’installazione non corretta,
la rimozione delle protezioni, I'eliminazione dei dispositivi
di sicurezza, la carenza di manutenzione, possono causare
gravi danni a persone e cose.

Quando esiste la possibilita che un malfunzionamento del freno possa
causare danni alle persone, alle cose e alla produzione, I'impiego
del solo motore autofrenante non garantisce un livello di sicurezza
adeguato ed € necessario predisporre misure di sicurezza supple-
mentari. Una errata taratura del momento frenante e la mancanza di
una manutenzione periodica possono causare un malfunzionamento
del freno. Non eseguire lo sblocco manuale del freno se non si € in
grado di prevedere le conseguenze di questa manovra. L'asta della
leva di sblocco non deve essere lasciata installata permanentemente
sul freno durante il funzionamento del motore per evitarne utilizzi
inopportuni e pericolosi.

Pertanto deve essere movimentato, installato, messo in servizio,
curato e riparato esclusivamente da personale qualificato (secondo
IEC364).

Pericoli: i motori elettrici presentano parti poste sotto tensione, parti
in movimento, parti con temperature superiori a 50°C.

5. INSTALLATION AND MAINTENANCE

5.1. General directions

On receipt: verify that motor corresponds to order and that it has
not been damaged during the transport. Do not put into service a
damaged motor. Eyebolts on motor are suitable for lifting the motor
only.

In case of storing the environment must be covered, clean, dry, free
from vibrations and corrosive agents. After long storing periods or
stillstanding, it is necessary to measure insulation resistance between
the windings and to earth by adequate instruments. Please contact
us in case of temperature not included in -15 +40°C and height
more than 1000 m, operations in aggressive environment or with
explosion danger are not allowed.

During the installation, position the motor so as to allow a free
passage of air on fan side; avoid any insufficient air recycle that
affects the heat exchange, heat sources near the motor that might
affect the temperature both of cooling air and of motor for radiation.
The base must be broad to guarantee fixing solidity.

Pairings: please verify that the radial/axial load correspond to the
value of the table “radial/axial forces” (tab. 1.5, 1.6 page F-5, F-6). It
is recommended to machine the hole of parts keyed onto shaft ends
to H7 tolerances. Before mounting, clean mating surfaces thoroughly
and lubricate against seizure. Assemble and disassemble with the aid
of jacking screws and pullers to avoid any damages to the bearings
of the motor. Please avoid the usage of the hammer. We suggest to
heat eventual v-drive belts or pulleys to 60°-80°C before mounting.
In case of direct pairing make sure that the driven shaft is parallel
to machine shaft.

In case of belt drives make sure that the driven shaft is parallel to
machine shaft, v-best tension should be minimum possible in order
not to damage the lasting of the bearings or cause a breaking of
the shaft.

The motors of IMK-GMK series are balanced half key, to avoid
vibrations and imbalances it is necessary that transmissions are well
balanced before coupling.

5.2. Safety warning

An incorrect installation, an improper use, the removing of
protections, the disconnection of protection devices, the lack
of inspections and maintenance, the inadequate connections
may cause severe personal injury or property damage.
When a bad working of the brake might cause damages to people,
objects or to the production, the use of the brake-motor alone does
not grant an adequate level of safety and it is therefore necessary
to provide for additional safety measures. An incorrect adjustment
of the braking torque and the lack of a regular maintenance may
cause a bad working of the brake. Do not carry out any manual
release when you cannot foresee the consequences of this action.
The hand-release lever shall be removed during normal working of
the motor so to avoid any incorrect or dangerous uses.

Therefore motor must be moved, installed, put into service, handled,
controlled, services and repaired exclusively by responsible skilled
personnel (definition to IEC 364)

Danger: electric rotating machines present dangerous parts: when
operating they have live and rotating components with temperature
higher than 50°C.
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5.3. Collegamenti e regolazioni

Collegamento motore (vedere schema di collegamento pag. D-
18/D-19)

Tensione di alimentazione motore

Grandezza 63...112 tensione standard A 230V /Y 400V
Grandezza 132 e 160 tensione standard A 400 V

(a richiesta tensioni diverse)

Prima di effettuare lI'allacciamento elettrico assicurarsi che
I'alimentazione corrisponda ai dati elettrici riportati in targa.
Eseguire il collegamento secondo gli schemi indicati nel foglio con-
tenuto all'interno della scatola morsettiera.

Utilizzare cavi di sezione adeguata in modo da evitare un surriscal-
damento e/o eccessiva caduta di tensione ai morsetti del motore.
Fare molta attenzione al collegamento in morsettiera (A,Y);
sulla targa del motore.

Il voltaggio minimo ¢ riferito al collegamento a A, il voltaggio massimo
a'Y. L'avviamento stella-triangolo & possibile solo quando la tensione
di rete corrisponde al valore a triangolo (A)

Senso di rotazione: & consigliabile verificare il senso di rotazione del
motore prima dell’'accoppiamento alla macchina utilizzatrice, quando
un senso di rotazione contrario a quello desiderato puo causare danni
a persone e/o cose (si consiglia di togliere la linguetta dall’estremita
dell’albero per evitare la sua violenta fuoriuscita). Per modificare il
senso di rotazione nei motori trifasi € sufficiente invertire due fasi di
alimentazioni della linea.

Messa a terra: le parti metalliche del motore che normalmente
non sono sotto tensione devono essere collegate a terra utilizzando
I'apposito morsetto contrassegnato, posto all'interno della scatola
morsettiera (utilizzare un cavo di sezione adeguata).

Collegamento freno (vedere schema di collegamento dis. 5.2, 5.
3, 5. 4 pag. D-18, D-19).

E compito e responsabilita dell'installatore e/o utilizzatore assicurarsi
che il freno funzioni correttamente.

Prima della messa in servizio del motore € necessario assicurarsi
che il momento frenante sia adeguato alla particolare applicazione
ed eventualmente effettuarne la regolazione. Di serie i motori
sono forniti con alimentazione del freno separata da quella
del motore.

E possibile alimentare il freno direttamente dalla morsettiera motore
utilizzando appositi cavetti di collegamento in dotazione al motore,
posti all'interno della scatola morsettiera. Per quelli azionati con
inverter & necessario alimentare separatamente il freno con cavi
appositamente predisposti dall’installatore.

Alimentazione freno a corrente alternata serie TA.

Prima di alimentare il freno assicurarsi che la tensione di alimenta-

zione corrisponda al valore di targa del freno.

Tensione d'alimentazione:

- motoriaA230V /Y 400V — 50 Hz e motoria A 400 V- 50 Hz:
bobina freno A 230 V / Y 400 V — 50 Hz, di serie freno collegato
a Y per alimentazione a 400 V c.a. — 50 Hz;

- collegamento a A per alimentazione a 230 V c.a. e tensioni d'ali-
mentazione diverse a richiesta.

Alimentazione freno a corrente continua serie TC, L7.

Prima di alimentare il freno assicurarsi che la tensione di alimenta-

zione corrisponda al valore di targa del freno.

Tensione d‘alimentazione:

- motoria A 230 V / Y 400 V — 50 Hz: alimentazione standard del
raddrizzatore a 230 V c.a. - 50/60 Hz (a richiesta alimentazione
del raddrizzatore a 400 V c.a. - 50/60 Hz);

- motori a A 400 V — 50 Hz: alimentazione standard del raddrizzatore

5.3. Connections and regulations

Connection of the motor (please see connection scheme page
D-18/D-19)

Supply voltage of the motor

Size 63...112 standard voltage A 230V / Y 400 V

Size 132 and 160 standard voltage A 400 V

(different voltages on request)

Before supplying the brake, make sure that the supply vol-
tage corresponds to the one indicated on nameplate. Please
connect the motor following the schemes shown on the paper put
inside the terminal box.

Select cables of suitable section in order to avoid over-heating and/
or excessive voltage drops at motor terminals.

Pay attention to the connection in the terminal box (A, Y);
on the name plate.

The minimum voltage is referred to A connection, maximum voltage
to Y. Starting star-triangle is possible only when the net tension is
the same of the value triangle (A).

Direction of rotation: we invite you to check the direction of rota-
tion of the motor before the pairings, as an opposite direction could
cause damage to people and/or property (remove the spline from
the shaft ending in order to avoid rough escapes. In case you need
to change the direction of rotation on a three phase motor change
the two phases of supply from the net.

Connection to earth: metallic parts of motors which are usually
not under voltage, must be firmly connected to earth (through a &
cable of adequate section) and by using the proper terminal inside |&
the terminal box marked for the purpose. g
=
=

Connection of the brake (please see connection scheme draw
5.2, 5.3, 5.4 page D-18, D-19)

It is a duty and responsibility of the installer or/and final user to
check that the brake works properly.

Before the operation he shall verify that the braking torque is adequa-
te to the specific appliance and if needed he shall provide to adjust
it. As a standard, motors are equipped with brake-supply
separate from motor-supply.

It is possible to make direct connection of the brake using the con-
nection wires included in the motor, located inside the terminal box.
Where motors are supplied by inverters it is necessary to supply
the brake separately using cables expressly prepared by the buyer.

Supply of the brake with alternate current series TA.

Before supplying the brake, make sure that the supply voltage cor-
responds to the one indicated on the nameplate.

Supply-Voltages:

- motors at A 230 V /Y 400 V — 50 Hz and motors at A 400 V
— 50 Hz: brake-coil A 230 V /Y 400 V — 50 Hz, standard brake
connection at Y for supply at 400 V a.c. — 50 Hz;

connection A supply 230 V a.c. and other supply-voltages on re-
quest.

Supply of the brake with alternate current series TC, L7.

Before supplying the brake, make sure that the supply voltage cor-
responds to the one indicated on nameplate.

Supply-Voltages:

- motorsat A 230V /Y 400V — 50 Hz: standard supply of the rectifier
equal to 230 V a.c. - 50/60 Hz (on request, supply of the rectifier
equal to 400 V a.c. - 50/60 Hz );

motors at A 400 V — 50 Hz: standard supply of the rectifier equal
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a 400V c.a. 50/60 Hz. (a richiesta alimentazione del raddrizzatore
pari a 230 V c.a. - 50/60 Hz.);
- tensioni d'alimentazione diverse a richiesta.

c € DIRETTIVE COMUNITARIE

- Direttiva “"Bassa Tensione” 2014/35/UE. I motori del presente ca-
talogo sono conformi alla direttiva e riportano in targa il marchio
CE.

- Direttiva “Compatibilita Elettromagnetica” 2014/30/UE. Non obbli-
gatoriamente applicabile ai prodotti di questo catalogo. La respon-
sabilita della conformita alla direttiva & a carico del costruttore della
macchina.

Ricordiamo inoltre che il motore elettrico € un componente che
non deve essere posto in servizio prima di essere installato in una
macchina (o sistema completo) resa e dichiarata conforme alle di-
sposizioni della "Direttiva Macchine” 2006/42/CEE.

Schema collegamento morsettiera motore trifase 2-4-6-8
poli

Collegamento freno a corrente alternata serie TA

1) Grandezza 63...112 alimentazione standard motore A230V -Y
400 V - 50 Hz.
Grandezza 132...160 alimentazione standard motore A 400
V — 50 Hz.

to 400 V a.c. 50/60 Hz (on request, supply of the rectifier equal to
230 V a.c. - 50/60 Hz);
- other supply-voltages on request.

C € COMMUNITY DIRECTIVES

- "Low Voltage” directive 2014/35/UE. The motors of this catalogue
comply with the requirements of the directives and show on the
nameplate CE brand.

- “Electromagnetic Compatibily " directive 2014/30/UE. Not compul-
sory on the products of this catalogue. Compliance to the directive
is responsibility of the builder of the machine.

We remind that: electric motors are components which shall not
be started for duty unless installed on a machine (or complete sy-
stem) which must comply and must be declared to comply with the
"Machine directive” 2006/42/CEE.

Connection scheme terminal box three phase motor 2- 4-
6- 8 poles

Dis. 5.1 / Draw. 5.1

Connection of the a.c. brake series TA

Dis. 5.2 / Draw. 5.2

1) Sizes 63...112 standard supply A 230V /Y 400V - 50
Hz.
Sizes 132...160 standard supply of the motor A 400 V — 50
Hz.
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Collegamento freno a corrente continua serie TC, L7.

1)

2)

Motore D Motor

Veltaggio minima - Misdmum voltage
230V 50Hz

Raddrizzatore
Rectifiar

Motore D\ Motor
Vaoltaggio minimo - Minimum voltage

400V 50Hz

Raddrizzatore - Reclifier

63 ...

Connection of the D.C. brake type TC, L7.

112

Motore Y Motor
Voltaggio massimo - Maximum volage
400V 50Hz

Raddrizzatora
Ractifier

hrake

brake

Dis. 5.3 / Draw. 5.3

Motore ﬂ Mator
Voltaggio minimo - Minimum voltage
400V 50Hz

Raddrizzatore - Rectifier

- — G D & - — -— O O - -
Q © @0 90 Q@ @ Qv QO
1 L] 1 L] ]
. - 2y 3 - — 3
=y Es I 132 ... 250 g I

I motori vengono forniti con il raddrizzatore collegato alla mor-
settiera ausiliaria (112...250 morsettiera integrata nel raddrizza-
tore). A richiesta collegamento del raddrizzatore a morsettiera
motore.

Frenata rapida (a cura dellinstallatore). Grandezza motore 90,
100 a richiesta. Il contattore di alimentazione freno deve lavo-
rare in parallelo con il contattore di alimentazione del motore; i
contatti debbono essere idonei all'apertura di carichi fortemente
induttivi.

1)

2)

Dis. 5.4 / Draw. 5.4

Motors are supplied with rectifier connected to the auxiliary
terminal box (112...250 terminal box fixed on the rectifier).
On request connection of the rectifier to terminal box of the
motors.

Fast braking (on charge of the installer). On request on sizes 90,
100. Brake supply contactor should work in parallel with motor
supply contactor; the contacts should be suitable to open very
inductive loads.
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Regolazione del momento frenante (escluso freno serie L7)

II motore € fornito con momento frenante tarato al 80% +15% del
suo valore nominale (serie L7 al 100%). Per un corretto impiego del
motore autofrenante & consigliabile regolare il momento frenante in
funzione del carico, della velocita di rotazione e del tempo di frenata.
Per impieghi generici € buona norma tarare il momento frenante a
circa 1,5 volte il momento torcente nominale del motore.

In ogni caso il valore deve essere compreso fra i limiti ripor-
tati in targa. E sconsigliato: tarare il momento frenante ad un
valore superiore al massimo di targa (il freno pud non sbloccarsi o
sbloccarsi solo parzialmente con conseguenti vibrazioni e surriscalda-
mento), tarare il momento frenante ad un valore inferiore al minimo
di targa (si possono avere delle frenature incostanti).

Il momento frenante é direttamente proporzionale alla
compressione delle molle.

Serie TA: ruotare le viti (3) (disegno pag. D-23) di regolazione
momento frenante in modo uniforme, con chiave maschio esago-
nale (rotazione oraria, aumenta; rotazione antioraria diminuisce).
Verificare il valore di taratura del momento frenante utilizzando una
chiave dinamometrica accoppiata all'estremita dell’albero motore.

Nella serie TA ¢ possibile conoscere in modo approssimativo il valore
del momento frenante ottenuto dopo la regolazione, misurando la
distanza (evidenziata con la lettera “"A” [mm] vedere tabella seguente
e disegno pag. D-23) tra la vite di regolazione e I'elettromagnete.

Tab. 5.1/ Tab. 5.1

Valore del momento frenante [Nm] al variare della distanza "A"

Braking torque adjustment (except brake series L7)

Standard motor is supplied to customer with braking torque adjusted
at the 80% (+15%) of its nominal value. (series L7 100%). For a
good operation, adjust the braking torque according to the speci-
fications of the load, rotation speed and braking time. For general
uses it is advisable to adjust the braking torque at about 1,5 times
the driving torque of the motor.

In any case the braking torque shall be included in the
limits written on the nameplate. It is unadvisable to adjust
the brake torque to a value higher than the maximum of the name
plate (brake may not release or release partially causing vibrations
and heating), or lower than the minimum of the name plate (risk of
changeful braking).

The braking torque is directly proportional to the spring-
compression.

Series TA: turn the grub-screws (3) (drawing page D-23) positioned
on the rear end of the brake-structure by means of a hexagonal head
screw driver. Take care of turning all grub-screws in a uniform way
(rotation clockwise increase, rotation anti-clockwise decrease). Check
the adjustment- value of the braking torque by using a dynamometric
key inserted in the motor shaft-end.

On TA series it is possible to check roughly the value of the braking
torque obtained with the regulation, measuring the distance between
regulation screw and electromagnet (letter "A” [mm] see following
table and drawing on page D-23).

Braking torgue valuve [Nm] with different distances "4"

A" Grandezza freno - Brake size
[mm] TA1 TA2 TA3 TA4 TAS TAG TA7 TAS TASD
0 45 10 16 20 40 60 90 200 400
1 3.8 83 13,3 16 35 53 77 128 256
2 3,1 6,6 10,5 12 30 46 64 107 214
3 2.4 5 2] 8 25 39 51 B& 172
4 1,7 36 5,3 4 20 kY, 38 64 128
5 1 1,7 2.6 - 15 25 26 43 86
6 0.3 - - - 10 18 13 23 46
7 - - - - 5 11 - - -
La zona evidenziata delimita |l valore di sicurezza - The flughlighted area delimits the safely value
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Serie TC: ruotare la ghiera (3) (disegno pag. D-23) di regolazione
momento frenante (rotazione oraria, aumenta; rotazione antioraria
diminuisce). Verificare il valore di taratura del momento frenante
utilizzando una chiave dinamometrica accoppiata all’estremita
dellalbero motore. Per valori inferiori al minimo di targa il numero
di filetti in presa della ghiera di regolazione risulta insufficiente; la
ghiera potrebbe staccarsi.

E possibile conoscere in modo approssimativo il valore del momento
frenante ottenuto dopo la regolazione.

Serie TC: si misura la distanza (evidenziata con la lettera “B” [mm)]
vedere tabella seguente e disegno pag. D-23) tra la ghiera di rego-
lazione e I'elettromagnete.

Tab. 5.2/ Tab. 5.2

Valore del momento frenante [Nm] al variare della distanza "B" -

Series TC: You can provide for the adjustment of the braking
torque by turning the bush (3) (drawing page D-23) that controls
the compression of the spring. Check the adjustment-value of the
braking torque by using a dynamometric key inserted in the motor
shaft-end. Should the braking torque be lower than the minimum
stated value, unsteady braking might occur. And more, the number
of the gripping threads in the adjustment-bush are not enough and
the threads could easily break up.

It is possible to check roughly the value of the braking torque ob-
tained with the regulation.

Series TC measure the distance (letter "B” [mm] see following
table and drawing on page D-23) between regulation nut and elec-
tromagnet.

Braking torque value [Nm] with different distances "8"

"B" Grandezza freno - Brake size
[mm] TC1 TC2 TC3 TC4 TCS TC6 TC7 7C8  TCBD TC9D  TC10
0 5 12 16 20 40 60 90 200 400 600 800
1 4,3 10 13,2 16 36 53 77 180 360 520 675
2 3,5 7 10,6 12 32 46 64 160 330 480 600
3 2,8 45 8 8 28 39 51 140 200 420 525
4 2,1 2 5,3 4 24 32 38 120 180 360 450
5 1,4 - 2,6 - 20 25 25 100 150 300 375
6 0,7 - . - 16 18 13 80 130 240 300
7 - = - = 12 11 : 60 110 180 225
La zona evidenziata delimita il valore di sicurezza - The highlighted area delimits the safety value

Importante: prima della messa in servizio del gruppo motore-
freno occorre: verificare il corretto serraggio dei morsetti elettrici,
del morsetto di terra, richiudere la scatola morsettiera posizionando
correttamente la guarnizione e avvitando tutte le viti di fissaggio del
coperchio (per non alterare il grado di protezione dichiarato in targa),
rimontare il copriventola e fissarlo con le apposite viti, controllare il
fissaggio meccanico degli organi di trasmissione accoppiati e rimon-
tare eventuali protezioni (carter di protezione).

Important: before starting the group motor-brake it is important
to: check the right fixing of the studs, of the stud to earth, close the
terminal box placing the gasket correctly and screwing all the fixing
screws of the cover (to maintain the protection degree shown on
the name plate), mount the fan cover and fix with its screws, check
the mechanic fixing of the pairings and mount eventual protections
(protection carter).
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5.4. Manutenzione periodica dei freni

Le operazioni di ispezione del freno devono essere eseguite a freno

elettricamente scollegato e dopo aver verificato il collegamento di

messa a terra.

Verificare periodicamente che il traferro sia compreso entro

i valori indicati nelle rispettive tabelle (vedere capitolo “caratte-

ristiche freni”); un traferro eccessivo rende il freno meno silenzioso

e puo impedire lo sbloccaggio del freno stesso.

Inoltre un traferro superiore al valore massimo puo produrre:

- una diminuzione del momento frenante

- una mancanza totale di frenatura dovuta all'annullamento del gioco
“g” dei tiranti della leva di sblocco (per freni con leva di sblocco
opzionale); regolando il traferro si ripristina automaticamente il
gioco “g”

- un parziale sbloccaggio del freno con conseguente aumento della
temperatura e dell’'usura della guarnizione di attrito.

Regolazione del traferro

Serie TA (dis. pag. D-23)

- allentare i dadi (10) che bloccano le viti (1) di fissaggio del freno
allo scudo in ghisa del motore

- avvitare le viti (1) mantenendo fermi i dadi (10) fino al raggiungi-
mento del traferro minimo (vedere capitolo “caratteristiche freni”)

- serrare i dadi (10) mantenendo ferme le viti (1)

- verificare il traferro ottenuto in prossimita delle colonnette utiliz-
zando uno spessimetro.

Serie TC (dis. pag. D-23)

- allentare le viti (1) di fissaggio del freno allo scudo in ghisa del
motore

- ruotare i registri (10) che regolano il traferro fino al raggiungimento
del traferro minimo (vedere capitolo “caratteristiche freni”)

- avvitare le viti (1) mantenendo fermi i registri (10)

- verificare il traferro ottenuto in prossimita delle colonnette utiliz-
zando uno spessimetro.

Disco freno

Verificare lo spessore della guarnizione d'attrito da entrambe le parti.
Tale valore non deve essere inferiore ad 1 mm per parte. All’'occor-
renza sostituire il disco freno.

Leva di sblocco
Nel caso in cui la leva non sblocchi il freno ripristinare il gioco “g
indicato in tabella (vedere capitolo "CARATTERISTICHE DEI FRENI").

"

Si consiglia sempre di asportare I'impugnatura una volta
terminate le operazioni.

5.4. Periodical motor maintenance

The operation of service on the brake must be done only when the

brake is not electrically connected and the connection to earth is

verified.

Check periodically that the air gap value is inside the values

of the relative tables (see chapter “"brake specifications”). If the

air gap is too high the brake will be less silent and it may occur that

the brake is not released.

Furthermore, should the braking torque be higher than the allowable

maximum value, it might occur that:

- the torque decreases

- a total absence of braking due to the disappearance of clearance
"g” on the hand release (on motors with the optional hand release
lever); regulating the air gap the clearance “g” is automatically reset

- partial release thus producing temperature-rise and wear of the
friction gasket.

Air gap adjustmentAir gap adjustment

Series TA (draw. page D-23)

- loosen the nuts (10) locking the brake-studs (1) to the cast-iron
shield of the motor

- screw the brake-studs up (10) maintaining the nuts still, until you
get the minimum air gap ( see chapter " brake specifications”)

- while holding the studs (10) , tighten up their locking nuts (1),

- check the air gap near the studs by means of a thickness-gauge.

Series TC (draw. page D-23)

- loosen the nuts (1) locking the brake-studs (10) to the cast-iron
shield of the motor

- turn the registers (10) that regulate the air gap until you get the
minimum air gap (see chapter " brake specifications”);

- while holding the registers (10), tighten up their screws (1)

- check the air gap near the studs by means of a thickness-gauge.

Brake disk

Verify the thickness of the friction gasket on both sides. This value
cannot be less than 1 mm each side. If necessary please replace
the brake disk.

Hand release lever.

In case the hand release lever does not release the brake, reset
the clearance “g” indicated in the table (see chapter "BRAKE CHA-
RACTERISTICS”).

After the operations we suggest to remove always the lever.
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5.5. Ricambio freni 5.5. Spare parts of the brake
freno c.a. serie freno c.c. serie
TA TC
brake a.c. series brake d.c. series
freno c.c. serie
leva di sblocco L7
release lever brake d.c. series
M 1
g 2
g9 3
13 4
14 \_f -
Dis. 5.5 / Draw. 5.5
alr gap
1) Vite di fissaggio 1) Fastening screw
2) Elettromagnete 2) Electromagnet
3) Regolazione momento frenante: vite a testa cilindrica con cava  3) Regulation of the braking torque: cylindrical head screw with
esagonale per serie TA, ghiera di regolazione per serie TC. hexagonal hole on series TA, regulation bush on series TC.
4) Molla di frenatura 4) Spring
5) Anello O-ring per IP 55 (serie TA) 5)  O-ring for IP55 (series TA)
6) Ancora freno 6) Brake anchor
7) Disco freno 7) Brake disk
8) Anello O-ring antivibrazione 8) O ring against vibrations
9) Mozzo trascinatore 9) Dragging hub
10) Vite di registro traferro 10) Screw for Air gap adjustment
11) Protezione in gomma 11) Protection gaiter
12) Impugnatura (asportabile) 12) Release lever (removable)
13) Corpo 13) Body
14) Vite di registro gioco “g” 14) Screw for clearance “g” adjustment
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Esecuzioni speciali e accessori - Special executions and accessories

AT
g 3
L

1.1. Esecuzioni speciali

(1) Impregnazione supplementare avvolgimento consiste in

un secondo ciclo di impregnazione; si consiglia:

- in ambienti umidi e corrosivi (muffe);

- in ambienti con forti sollecitazioni meccaniche ed elettromagnetiche
indotte da inverter;

- quando si voglia una protezione superiore dell'avvolgimento;

- in presenza di agenti elettrici (picchi di tensione);

- in presenza di agenti meccanici (vibrazioni meccaniche o elettro-
magnetiche indotte).

(2) Fori scarico condensa (GM 160...450 di serie lato opposto
scatola morsettiera).

All'ordine, specificare sempre la posizione di lavoro del motore (vedi
Tab. 1.4 Forme costruttive e posizioni di montaggio).

I motori vengono consegnati con i fori chiusi.

(3) Protezione IP56 per motori serie JM, JMD, GM e GMD.
Consigliata per motori funzionanti in ambienti molto umidi e/o in
presenza di spruzzi o getti d'acqua diretti.

Il grado di protezione in targa diventa IP56.

(4) Protezione IP65 per motori serie JM, JMD, GM e GMD.
Consigliata per motori funzionanti in ambienti polverosi.
Il grado di protezione in targa diventa IP65.

(5) Scatola morsettiera laterale per motori provvisti di piedi IM
B3 e derivate, osservati dal lato comando. Standard posizione in alto;
a richiesta posizione a destra o a sinistra.

Per motori autofrenanti I'eventuale leva di sblocco segue la posizione
della scatola morsettiera.

(6) Motore senza ventola per ventilatore

Motore senza ventola, copriventola e con scudo lato opposto comando
completamente chiuso.

Caratteristiche elettriche e potenza immutate rispetto a quelle del
motore normale.

Si utilizza in applicazioni in cui il raffreddamento & assicurato dall'am-
biente esterno.

In targa viene indicato IC 418.

(7) ATEX: motori della serie JM 56 ... 160 e GM 160 ... 355, sono
fornibili per I'utilizzo in ambienti con atmosfere potenzialmente esplo-
sive secondo la direttiva ATEX 2014/34/UE gruppo II categoria
3D zona 22 / 3G zona 2.

Marcatura in targa (esecuzioni standard):
- @ II 3 D Ex tc ITIC T135°C Dc IP65;
- @II3G Ex nA IIC T3 Gc.

A richiesta & possibile esecuzione @ II 3 G Ex nA IIC T4 Gg;
Legenda:

IT = Gruppo di appartenenza (uso in superficie);

3 = Categoria di protezione secondo direttiva 2014/34/UE;

D = Polveri per zona di installazione Dc (zona 22);

G = Gas per zona di installazione Gc (zona 2);

tc / nA = Modo di protezione;

ITIC / IIC = Gruppo di apparecchiatura appartenente in base alla
natura dell’'atmosfera esplosiva;

T135°C = Massima temperatura superficiale per atmosfere con
presenza di polveri;

T3 / T4 = Classe di temperatura per atmosfere con presenza di gas.

Per applicazioni con inverter occorre sempre collegare le sonde in
dotazione per rispettare le classi termiche indicate nella marcatura.

1.1. Special executions

(1) Impregnation additional winding: It consists of a second

impregnation cycle; Where we recommend it:

- In humid and corrosive environment (e.g. mold);

- In environments with high mechanical and electromagnetic stress
induced by inverter;

- In case a superior protection winding is necessary;

- In case of electric agents (e.g. voltage peaks);

- In case of mechanical agents (e.g. mechanical vibrations or elec-
tromagnetic induced).

(2) Condensation drain holes (GM 160 ... 450 series opposite
to terminal box). When ordering, always specify the position of
the motor (see Tab. 1.4 Types of mounting types and mounting
positions).

Motors are supplied with closed holes.

(3) Protection IP56 on motor series JM, JMD, GM and GMD.

It is recommended for motors running in presence of humidity and/
or of direct bolds or splash of water.

The degree of protection in plaque becomes IP56.

(4) Protection IP65 on motor series JM, JMD, GM and GMD.
It is recommended for motors running in dusty environment.
The protection degree on the name plate becomes IP65.

(5) Terminal box on one side for motors with IM B3 feet and
derivatives, viewed from control side.

The standard position is on top, while position on the right or on the
left side is on request.

On brake motors release lever follows the position of the terminal box.

(6) Motor without fan for fans

Motor without fan, fan cover and non-drive end closed end shield;
having the same electric specifications and power of the standard
motor.

Mainly used in applications where cooling is ensured by the external
environment.

On nameplate IC 418.

(7) ATEX: Series JM 56 ... 160 and GM 160 ... 355.

For potentially explosive environments with according to ATEX
Directive 2014/34 / EU 22 zone group II category 3D / 3G
zone 2.

On the plate (standard version):
- @II 3D Ex tc IIIC T135 ° C Dc IP65;
- @II 3GExnAIICT3Gc

Execution @H 3 G Ex nA IIC T4 Gc on request;

Legend:

IT = Group to which motor belongs (surface use);

3 = Protection class according to Directive 2014/34 / EU;

D = Dusts for Dc installation area (area 22);

G =Gas for Gc installation area (zone 2);

tc / nA = Protection type;

IIIC / IIC = Group of equipment depending on the nature of the
explosive atmosphere;

T135° C = Maximum temperature on the surface for dusty envi-
ronment;

T3 / T4 = Temperature class for atmospheres with gas.

In applications with inverter always connect the thermal probes
supplied to reach the thermal classes indicated in the labeling.
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L'acquirente del prodotto avra la responsabilita di adottare oppor-
tune misure tecniche ed organizzative e di valutare ogni possibile
rischio d'esplosione per la salute e sicurezza dei lavoratori in aree
potenzialmente esplosive (Direttiva 99/92/CE). Al ricevimento del
motore elettrico accertarsi che non presenti danni o anomalie. Prima
di mettere in funzione il motore controllare i dati riportati in targa,
leggere attentamente il manuale di istruzioni (in dotazione al
motore) e verificare la sua idoneita alla applicazione richiesta.

(8) Cuscinetto isolato elettricamente

I cuscinetti volventi dei motori elettrici, sono potenzialmente soggetti
ai passaggi di corrente, che ne danneggiano rapidamente le superfici
delle piste e dei corpi volventi e ne degradano il grasso. Il rischio di
danneggiamento aumenta nei sempre pil diffusi motori elettrici dotati
di convertitori di frequenza, soprattutto in applicazioni con repentine
variazioni di frequenza. Nei cuscinetti di tali motori, c'& un ulteriore ri-
schio dovuto alla presenza delle correnti di alta frequenza causate dalle
capacita parassite esistenti all'interno del motore. Il cuscinetto isolato
elettricamente ha la superficie esterna dell’anello esterno rivestita con
uno strato di ossido di alluminio spesso 100 y, in grado di resistere a
tensioni di 1.000 V c.c.; elimina praticamente gli inconvenienti dovuti
ai passaggi di corrente. Da utilizzare nei motori dotati di convertitori
di frequenza: consigliato dalla grandezza 250.

(9) Verniciature speciali;

La scelta del trattamento di verniciatura rappresenta una fase critica
in quanto da essa dipende la durabilita del motore elettrico in funzione
dell'ambiente in cui si andra a collocare.

Secondo la norma UNI EN ISO 12944-1 la durabilita & classificabile
secondo 3 classi :

Bassa (L) da 2 a 5 anni.

Media (M) da 5 a 10 anni.

Alta (H) oltre 15 anni.

La durabilita viene indicata a fianco della categoria di corrosivita
dell'ambiente di installazione per consentire la definizione del ciclo
di protezione in grado di operare in quell'ambiente e di garantire
la durabilita richiesta. I cicli di verniciatura che si effettuano sono
pienamente conformi alle normative.

ISO 12944 Classification:

C1 - C2 = aree rurali, basso inquinamento. Edifici riscaldati / at-
mosfera neutra;

C3 = Ambienti urbani e industriali, modesto inquinamento da anidri-
de solforosa. Zone costiere con bassa salinita. Locali di produzione
con alta umidita e un certo inquinamento atmosferico: per esempio
industrie alimentari, lavanderie, birrerie e caseifici.

C4 = Aree industriali e zone costiere con moderata salinita. Impianti
chimici, piscine e cantieri costieri per imbarcazioni.

C5M = Zone costiere, marine e offshore con alta salinita. Edifici
0 aree con condensa quasi permanente e con alto inquinamento.

(10) Copriventola per ambiente tessile (grandezze da 56...160);
Copriventola dotato di uno speciale tettuccio di protezione al posto
della normale griglia per evitare l'intasamento della stessa con i
cascami e il pulviscolo dei filati dell’'ambiente tessile.

L'ingombro longitudinale del motore aumenta di 30<-70mm secondo
la grandezza.

(11) Motori avvolti per tensioni e frequenze diverse dai tipi
di alimentazione previsti;

(12) Cuscinetto a rulli cilindrici per forti carichi radiali (grandezze
da 160 ... 280 - 2, 4, 6, 8 pali);

(13) Sonde termiche bimetalliche (PTO) (JM-JMD 160 e GM-
GMD 160...450 di serie). Caratteristiche: VN,max. 250 V], IN/maX' 1.6 [A].
Tre sonde collegate in serie con contatto normalmente chiuso inserite
nell’avvolgimento del motore. Si ha I'apertura del contatto quando
la temperatura dell’avvolgimento raggiunge e supera il valore di in-

The purchaser will have the responsibility to take appropriate tech-
nical and organizational measures and to assess any possible risk of
explosion to preserve the health and safety of workers in potentially
explosive areas (Directive 99/92 / EC). Upon receiving of the motor
make sure there is no damaged or faulty. Before running the motor,
check all data on name plate, read the instruction manual ca-
refully (it is supplied with the motor) and check the suitability for
the required application.

(8) Electrically insulated bearing

The rolling bearings of electric motors are potentially subject to
passing current, which rapidly damages the surfaces of the tracks
and rolling bodies, and degrades the grease. There is a greater risk
of damage in the increasingly more popular electric motors equipped
with frequency converters, especially in applications with repeated
frequency variations. There is a further risk in the bearings of these
motors, due to the presence of currents at high frequency caused by
the stray capacitance in the motor. The external surface of the outer
ring of an electrically insulated bearing is coated with a layer of 100 u
thick aluminium oxide able to withstand a voltage of 1,000 V d.c..
It practically does away with the faults caused by passing current.
To be used in motors with frequency converters: recommended
from size 250 onwards.

(9) Special coatings

The choice of the painting process is a critical stage because it
depends on the durability of the electric motor depending on the
environment in which it will sell.

According to the UNI EN ISO 12944-1 durability can be classified
in 3 classes:

Low (L) from 2 to 5 years.

Medium (M) 5 to 10 years.

High (H) over 15 years.

The durability is indicated next to the category of corrosivity of the
installation to allow the definition of the cycle of protection that can
operate in that environment and to ensure the durability required.
The coating systems that are made are fully compliant.

ISO 12944 Classification:

C1 - C2 = Rural areas, low pollution. Heated buildings / neutral
atmosphere.

C3 = Urban and industrial atmospheres. Moderate sulphur dioxide
levels. Coastal areas with low salinity. Production areas with high
humidity and some air pollution: for example food industries , laun-
dries, breweries and dairies.

C4 = Industrial and coastal areas with low salinity. Chemical pro-
cessing plants, pools and coastal yards for boats.

C5M = Coastal, marine and offshore areas with high salinity. Buildings
or areas with almost permanent condensation and high pollution.

(10) Fan cover for textile industry (JM 56...160).

Fan cover with special protection cover instead of standard grille in
order to avoid the grille clogging by wastes and spinning fly of the
textile industry.

Motor longitudinal dimension increases by 30+70mm according to
size.

(11) Motors wound for voltage and frequency values differing
from the envisaged types of power supply.

(12) Straight cylindric roller bearings for high radial loads (GM
160...280, 2,4, 6, 8 poles);

(13) Bimetallic thermal probes (PTO) (standard equipment with
JIM-JMD160 and GM-GMD 160...450). Characteristics: Viy may, 250 [V],
Iy max, 1.6 [A]. Three probes connected in series with normally closed
contact installed in the motor winding. The contact opens when the
temperature of the winding reaches and exceeds the operating value.
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tervento. Terminali posti all'interno della scatola morsettiera motore.

(14) Sonde termiche a termistori (PTC) (JM 80...160 IE2-
IE3; GM 160...450 di serie). Tre termistori collegati in serie inseriti
nell’avvolgimento conformi alle norme DIN 44081/44082, da colle-
gare ad una apposita apparecchiatura di sgancio (l‘acquisto di tale
apparecchiatura € a carico dell'acquirente del motore). Si ha una
repentina variazione di resistenza (che provoca lo sgancio) quando
la temperatura dell’avvolgimento raggiunge e supera il valore di in-
tervento. Terminali posti all'interno della scatola morsettiera motore.

(15) Sensore di temperatura PT 100 (termometro a resistenza).
Conformi alle norme DIN-IEC 751. E un sensore di temperatura che
sfrutta la variazione della resistivita di alcuni materiali al variare della
temperatura. Vanno collegati ad una apposita apparecchiatura (l'ac-
quisto di tale apparecchiatura € a carico dell'acquirente del motore).
Avvolgimento: tre PT 100 inseriti nell'avvolgimento uno per fase.
Terminali posti all'interno della scatola morsettiera motore.
Cuscinetti: un PT 100 inserito nel supporto cuscinetto (lato coman-
do, lato opposto comando). Terminali posti all'interno di una scatola
di derivazione solidale alla carcassa del motore.

(16) Scaldiglia anticondensa

Si consiglia per motori funzionanti in ambienti:

- con elevata umidita;

- con forte escursione termica;

- con bassa temperatura (possibile formazione di ghiaccio).
Resistenza fissata su teste di bobine che consente di riscaldare
il motore elettrico quando fermo e quindi eliminare la condensa
all'interno della carcassa. Struttura: Nastro in tessuto di vetro, in
cui € inserita una resistenza multifilare in nickel-cromo, ricoperta da
nastro adesivo in poliestere rinforzato con filamenti in fibra di vetro
e da un'ulteriore calza esterna in fibra di vetro.

Alimentazione monofase 230V c.a. £10% 50/60Hz, potenza assor-
bita :

- 25 W per grandezza 63...90;

- 26 W per grandezza 100...112;

- 40 W per grandezza 132...160;

- 26 W per grandezza 180...200;

- 42 W per grandezza 225...250;

- 65 W per grandezza 280;

- 99 W per grandezza 315...450;

Terminali posti all'interno della scatola morsettiera motore.

E’ consigliata I'esecuzione fori scarico condensa.

All'installazione, i fori scarico condensa devono essere aperti almeno
ogni 5 mesi circa.

(17) Tettuccio parapioggia esecuzione necessaria per applicazioni
all'esterno o in presenza di spruzzi d'acqua, con albero verticale
rivolto in basso, forma costruttiva (IM V5, IM V1, IM V18, IM V15,
IM V17). La quota LB aumenta di :

- 35 mm grandezza 56...112;

- 45 mm grandezza 132...160;

- 65 mm grandezza 180...225;

- 85 mm grandezza 250...355;

- 120 mm grandezza 355X...450;

(18) Condensatore ausiliario con disgiuntore elettroni-
co incorporato (JMM) per elevato momento di spunto (M./
M,=circal.1+1.4).

Si inserisce automaticamente all’avviamento del motore solo per un
tempo di 1.5 s (non idoneo per applicazioni con tempi di avviamento
> 1.5 s). Attenzione: il tempo tra un avviamento e il successivo deve
essere > di 6 s, per non recare danni al disgiuntore.

Dim. (@ x L) 55 x 120 mm. E’ posizionato esternamente sulla carcassa
motore lato opposto targa.

Terminals installed inside the motor’s terminal box.

(14) PTC thermistor probes (JM 80...160 IE2-IE3; stan-
dard equipment with GM 160...450). Conform to standard DIN
44081/44082. Three thermistors connected in series and installed in
the winding. Must be connected to a dedicated release (the purchaser
of the motor is responsible for buying this equipment). There is a
repeated variation in resistance (which causes the releasing action)
when the temperature of the winding reaches and exceeds the
operating value. Terminals installed inside the motor’s terminal box.

(15) PT 100 temperature sensor (resistance thermometer). Is
comply with standard DIN-IEC 751. This temperature sensor takes
advantage of the way the resistivity of certain materials varies as the
temperature changes. It must be connected to a dedicated device
(the purchaser of the motor is responsible for buying this device).
Winding: three PT 100 installed in the winding, one per phase.
Terminals installed inside the motor’s terminal box.

Bearings: a PT 100 installed in the bearing support (control side,
side opposite control). Terminals installed inside a switch box enbloc
with the motor housing.

(16) Anti-condensation heater

Recommended for motors that operate in places:

- with a high degree of moisture;

- with considerable temperature variations;

- with low temperatures (danger of ice).

Resistance fixed on heads of coils, to heat the electric motor
stopped and then delete the condensation inside the housing.
Structure: NiCr heating element inserted in a glass fibre tape,
covered bya polyester backed adhesive tape and by another glass
fibrebraid insulation.

Single-phase power supply 230V a.c. £10% 50/60Hz. Power
absorption:

- 25 W size 63...90;

- 26 W size 100...112;

- 40 W size 132...160;

- 26 W size 180...200;

- 42 W size 225...250;

- 65 W size 280;

- 99 W size 315...450;

Terminals installed inside the motor’s terminal box.

Execution of anti condensation drain holes is recommended.

When assembling, the anti condensation drain holes must be opened
at least every 5 months.

(17) Rainproof cover required for outdoor applications or places
where the motor is liable to be splashed with water, in assembly
position with vertical shaft pointing downwards. Versions (IM V5, IM
V1, IM V18, IM V15, IM V17). Dimension LB increases :

- 35 [mm] for sizes 56...112,

- 45 [mm] for sizes 132...160,

- 65 [mm] for sizes 180...225,

- 85 [mm] for sizes 250...355,

- 120 [mm] for sizes 355X...450;

(18) Auxiliary capacitor with built-in electronic cutout (JMM)
for high starting torque values (MS/MN= approx. 1.1 to 1.4).
Activates automatically for just 1.5 s when the motor starts (not
suitable for applications that take > 1.5 s to start). Important: to
prevent the cutout from being damaged, > 6 s must elapse between
one start and the next.

Dim. (@ x L) 55 x 120 mm. Placed externally on the motor housing
at opposite site of the plate.
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(19) Encoder standard ad albero cavo a fissaggio elastico (cavetto
di collegamento munito di connettore maschio di tipo militare fissato
al motore. Viene fornito anche il connettore femmina con relativo
schema per il collegamento). Caratteristiche:

- tipo ottico incrementale

- bidirezionale con canale di zero (canali A,B,Z e rispettivi negati)
- grado di protezione IP 54

- velocita max 6000 RPM (4000 RPM in servizio continuo S1)

- temperatura di funzionamento -10°C + +85°C

- risoluzione da 200 a 2048 imp./giro; 1024 standard

corrente di carico max 20 mA per canale

tensione di alimentazione 5 + 28 V c.c.

configurazione elettronica line driver / push-pull (nella confi-
gurazione push-pull non si devono collegare i canali A,B,Z negati)
- assorbimento a vuoto 100 mA

Esecuzioni disponibili:

- motore servoventilato con encoder

- motore autoventilato con encoder

La quota LB nell’esecuzione servoventilata con encoder subisce
la variazione AL riportata in tabella (Caratteristiche del ventilatore
ausiliario tab. 1.1); La quota LB nell’esecuzione autoventilato con
encoder subisce una variazione di lunghezza AL tra 50 + 60 mm.
A richiesta encoder con grado di protezione superiore.

(20) Servoventilatore assiale “IC 416" ¢ ottenuta tramite un
ventilatore supplementare montato posteriormente al motore.
Caratteristiche:

- Bassi livelli di rumorosita.

- Rendimenti totali elevati/riduzione dei consumi.

- Ventole leggerissime e resistenti a tutte le condizioni ambientali.
- Flusso aria ottimizzato sulle zone calde.

- Elevato rendimento termico.

- Dimensioni compatte.

- Protezione IP 54 oppure IP 55 (vedi tabella seguente).

- Avvolgimento In classe F.

Prove aerauliche eseguite secondo norme ISO 5801:1997 — AMCA
210-85. Misurazioni eseguite con l'utilizzo di un convogliatore e griglia
di protezione lato pressione.

Si consiglia per:

- azionamenti a velocita variabile (inverter).

- avviamenti frequenti e/o cicli di avviamento gravosi.

Le caratteristiche del servoventilatore e la variazione AL della quota
LB (vedere “dimensioni motori”) sono riportate nella tabella seguen-
te. I terminali di alimentazione si trovano all'interno di una scatola
morsettiera ausiliaria solidale al copriventola. Prima di effettuare
I'allacciamento elettrico assicurarsi che |'alimentazione corrisponda
ai dati elettrici riportati in targhetta.

A richiesta: Realizzazioni speciali - Tensioni, frequenze, temperature
d'esercizio su specifiche del cliente oltre a versione monofase, trifase
multitensione e protezione IP 66 (per funzionamento in ambienti
molto polverosi interpellarci).

Importante: verificare che il senso di rotazione del ventilatore
corrisponda a quello indicato dalla freccia posta sul copriventola, in
caso contrario invertire due delle tre fasi di alimentazione.

(19) Standard encoder with hollow shaft and flexible fastening

system (connecting cable equipped with military type male connec-

tor fixed to the motor. The female connector and the relative wiring

diagram are also supplied). Characteristics:

- incremental optical type

- reversing with zero signal (channels A,B,Z and their negatives)

- protection class IP 54

- max speed 6000 RPM (4000 RPM for continuous duty S1)

- operating temperature -10°C to 85°C

- resolution from 200 to 2048 pulses/revolution; 1024 standard

- max 20 mA load current per channel

- power aupply voltage 5 to 28 V d.c.

- electronic line driver / push-pull configuration (negatived chan-
nels A,B,Z must not be connected in the push-pull configuration)

- no-load power input 100 mA

Available mounting types:

- forced-ventilated motor with encoder

- self-ventilated motor with encoder

Dimension LB in forced-ventilated execution with encoder is liable to

the AL variation as mounting type (see “Specifications of the inde-

pendent axial cooling fan” tab. 1.1); Dimension LB in self-ventilated

execution with encoder is liable to AL variation between 50 + 60 mm.

Encoder with high protection classes are available on request.

(20) Axial forced ventilation "IC 416" is obtained by an addi-
tional fan mounted in the rear of the motor.

Characteristics:

- Low noise levels.

- High air delivery/input power savings.

- Very light impellers, proof against any ambient condition.

- Optimization of the air stream on the hot surfaces.

- High thermal efficiency.

- Compact and modular overall size

- Protection IP54 or IP55 (see following table).

- Class F insulation.

Performance data are obtained in compliance with the internationally
recognized AMCA 210-85 standards and ISO 5801:1997.

Measured in short bell mount with guard grill on the pressure side.

Is recommended in the case of:

- variable speed drives (inverters).

- frequent or heavy-duty starting cycles.

The specifications of the forced ventilation system and variation AL
of dimension LB (see "motor dimensions”) are given in the following
table. The powering terminals are installed in an auxiliary terminal :tl
box on the fan cover. Make sure that the power supply voltage cor- ™
responds to the electrical data on the data plate before making the W
electrical connections. &

On request: Special overall dimensions, different voltages / frequen-
cies or peak ambient temperatures, single-phase version,

IP 66 mechanical protection (please contact us if the motor WILL
be used in a very dusty place).

Important: make sure that the direction in which the three-phase
fan spins corresponds to the direction indicated by the arrow on the
fan cover. Switch two of the three power phases if this is not the case.
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Tab. 1.1/ Tab. 1.1

Maotore Caratteristiche del ventilatore ausiliario
Moator Specifications of the independent axial cooling fan Peso
Fasi v Poli  Protezi o [:rl;!]
Grand. Poli as "‘ roseniore o)
Siza Poles Phases + 5% Hz W ass. A ass. Poles  Protection
1 230 50 / &0 22 (21 0,14 /0,12 2 1P55 0,8 &0
g g 1 230 50 / 60 2221 0,14 /0,12 5 g 0.9 70
3 ¥ - 400 50 / 60 a0 0,24 /0,19 2.2 130
30 2.8 1 230 50 / 60 2/ 0,14 /0,12 5 — 1,4 70
3 Y - 400 50 /60 a0 0,24 /0,19 2.3 110
30 0 f 60 36 028 /0,24
90 3 .8 1 2 50/ 39/ ,28 /0,2 5 — 1,5 70
3 ¥ - 400 50 / 60 90 0,24 /0,19 2.4 110
100 2.8 1 230 50 /60 39/ 36 0,28 /0,24 5 IP55 1,9 a0
3 ¥ - 400 50 /60 45 /43 0,13 /0,09 IP54 21 110
112 2.8 1 230 50 [ 60 64 [ 78 0,30 /0,34 5 IP55 2.2 a5
3 Y - 400 50 /60 68 / 70 0,17 /0,13 IP54 2.5
132 2.8 1 230 50 /60 64 / 78 0,30 /0,34 5 IP54 2,8 90
3 ¥ - 400 50 / 60 68 /70 0,17 /0,13 3,2
160 2.8 3 ¥ - 400 / 480 50 /60 43 / 62 0,31 /0,35 4 IP55 8,0 170
180 2.8 3 ¥ - 400 f 480 50 / &0 977138 0,32 /035 4 IF55 9.0 170
200 2...8 3 ¥ - 400 [ 480 50 /60 81 /116 0,22 /0,24 L5 IP55 11 200
225 2...8 3 ¥ - 400 /480 50 /.60 115 /169 0,25 /0,28 & IP55 12 150
250 2...8 3 ¥ - 400 / 480 50 /60 114 f 168 0,24 /0,27 [ IP55 14 210
280 2...8 3 ¥ - 400 / 480 50/ 60 187 /262 0,64 /0,70 8 IP5S5 19 225
315 2.8 3 Y - 400 / 480 50 7 60 199 /285 0,64 /0,70 g IP55 249 200
355 2.8 3 ¥ - 400 / 480 50 J 60 238 /349 0,64 /0,72 8 IP55 29 290
355X 2.8 3 A -400 50 2530 4,95 4 1P54 32 340
400 2 3 A - 400 S0 2600 > 4 P54 34 390
4.8 2530 4,95 32
450 2..8 Consultare SEIPEE - Consuft SEIPEE
(21) Motore certificato a norma UL 21) Motor certified to UL

Grand. 56...355 certificato nr. E348137 per i mercati USA e CANADA.
Le varianti principali sono il sistema di isolamento dell’avvolgimento
in classe F omologato UL, adeguamento delle distanze in aria verso
massa e tra parti in tensione e targa speciale.

(22) Tolleranze di accoppiamento in classe precisa per motori
in esecuzione IM B5 e IM B14.

Motore con tolleranze di accoppiamento in classe precisa secondo
IEC 60072-1 (UNEL 13501) per applicazioni che hanno I'esigenza di
tolleranze contenute sugli errori di perpendicolarita e concentricita
flangia, oscillazione radiale albero (consigliabile per accoppiamento
con motoriduttori).

(23) Seconda estremita d’albero; non sono ammessi carichi
radiali.
Per dimensioni interpellarci.

(24) Esecuzione per basse temperature

I motori standard possono funzionare a temperatura ambiente fino
a -15°C con punte fino a -20°C.

Per temperatura ambiente fino a -30°C e oltre, sono necessari i
cuscinetti speciali e la scaldiglia anticondensa. A richiesta sono con-
sigliati la ventola di lega leggera e i pressacavi/tappi in metallo ed
in caso di formazione di condensa i relativi fori di scarico condensa

Motor sizes 56....355 certificate no.E348137 for USA and CANADA
markets. The main variations are: approved UL class F insulation
winding system, verification and adjustment of the air distances
toward ground and between the live parts, and special name plate.

22) Accuracy rating coupling tolerances in motors IM B5
and IM B14.

Accuracy rating coupling tolerances motors to IEC 60072-1 (UNEL
13501) for applications that need limited tolerances of flange perpen-
dicularity and concentricity, and of shaft radial oscillation (advisable
for coupling with gearmotors).

23) Second shaft end; no radial loads allowed.
Please consult our technical dept. for dimensions.

24) Design for low temperature

Standard motors can operate at ambient temperature down to -15°C,
and temporarily down to -20°C.

For ambient temperature down to -30°C and less, anti-condensa-
tion special bearings and anti-condensation heater are necessary.
At request: light alloy fan, cable glands and metal caps and if
necessary condensation drain holes (in case indicate mounting

E-6
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(in questo caso indicare la posizione di montaggio).

(25) Esecuzione per alte temperature

I motori trifase in esecuzione standard possono funzionare a
temperatura ambiente fino a 55°C con punte anche fino a 60°C,
purché la potenza richiesta sia inferiore a quella di targa (come da
Caratteristiche generali / Potenza resa in funzione della temperatura
ambiente Tab.1.7).

Per temperatura ambiente 60 + 90°C sono necessari cuscinetti
speciali e anelli di tenuta in gomma fluorata (viton). Sono anche
consigliati avvolgimento in classe d‘isolamento H, ventola di lega
leggera e pressacavi/tappi in metallo.

Varie *

- Protezione IP66;

- Albero motore bloccato assialmente per serie JM-JMM-JMD;

- Classe isolamento H;

- Esecuzione con cavo di alimentazione;

- Volano;

- Resinatura a pieno riempimento dell’avvolgimento e scatola mor-
settiera per ambienti con elevate escursioni termiche o applicazioni
gravose; in questo caso il motore puo raggiungere un grado di pro-
tezione pill elevato fino all'IP67 tranne uscita albero lato comando;

- Motore senza ventola con raffreddamento esterno per convenzione
naturale: avvolgimento elettrico e caratteristiche elettriche sono
diversi dal motore normale e la potenza subisce un declassamento
da verificare caso per caso, in targa viene indicato IC410;

- Sensore termico a resistenza variabile KTY inserito nell'avvolgimento.

* Per tutte queste esecuzioni occorre sempre interpellarci.

1.2. Esclusivamente per le serie JMK-GMK

motori autofrenanti

(26) Protezione freno in gomma

Serve ad evitare che polvere e/o0 acqua o altri corpi estranei penetrino
all'interno delle superfici di frenata. Inoltre limita in modo consistente
che la polvere di usura del freno si disperda nell'ambiente. Viene
applicata intorno al freno nelle apposite scanalature predisposte.
Questa esecuzione & necessaria per IP55.

(27) Protezione IP55 (non possibile in esecuzione con leva di
sblocco).

Serie freno TA, GA: anello di tenuta sul lato comando per IM B5
(V-ring per IM B3), protezione in gomma antipolvere e antiacqua e
anello V-ring sul lato opposto.

(28) Disco freno con materiale di attrito anti-incollaggio
(serie TA, GA, TC, GC)

Elimina il pericolo di incollaggio del disco freno.

Si consiglia per motori funzionanti in ambienti:

- aggressivi;

- con alta concentrazione di vapore;

- vicini al mare (in presenza di salsedine);

Inoltre si consiglia quando il motore rimane inutilizzato per lunghi pe-
riodi. (Attenzione: il momento frenante nominale diminuisce del 10%)

(29) Leva di sblocco manuale (vedere anche “installazione e
manutenzione”).

Serve a liberare il motore dal freno non alimentato e ritorna nella
sua posizione iniziale dopo la manovra (ritorno automatico). Utile per
effettuare rotazioni manuali in caso di mancanza di alimentazione
e/o durante l'installazione. L'impugnatura della leva & asportabile
e si trova in corrispondenza della scatola morsettiera (posizione
standard). Per posizioni diverse, interpellateci. Si consiglia sempre
di asportare I'impugnatura una volta terminate le operazioni.

position).

25) Design for high temperature

Three-phase motors can operate at ambient temperature up
to 55°C and temporarily up to 60°C, on condition that required
power is less than the one stated on the name plate (according
to General Features / Power output depending on ambient tem-
perature Tab. 1.7).

For ambient temperature 60°C to 90°C we recommend: special
bearings, fluoro rubber seal rings (viton), insulation class H, light
alloy fan, cable glands and metal caps.

Miscellaneous *

- Protection IP66;

- Axially blocked shaft on series JM-JMM-JMD;

- Insulation class H;

- Execution with power cable;

- Flywheel;

- Resin full coating of the winding and the terminal box for en-
vironments with high variations in temperature or heavy duty
applications; in this case the motor can reach a higher degree of
protection up to IP67 except for shaft output drive end;

- Motors without fan with external cooling system: winding and elec-
trical characteristics are different from normal motors and power
suffers a downgrade that must be verified case by case. On name
plate it is stated IC410;

- Variable resistance thermal sensor inserted in winding KTY.

* For all special executions please always consult of technical dept.

1.2. Exclusively for series IMK-GMK brake
motors

(26) Rubber brake protection

It prevents penetration of dust and/or water or other fragments
into the braking area. It also limits in a consistent way the wear of
the brake dust from dispersing in the environment. The dust seal is
pulled over the brake into the grooves provided.

This execution is necessary in case of IP55.

(27) Protection degree IP55 (not available in execution W/th
hand release lever). <
Brake series TA, GA; seal ring on drive end for IM B5 (V-ring on IM |Q U
B3), dust and waterproof gaiter and V-ring on rear end.

(28) Brake disk with anti sticking friction surface (series
TA, GA, TC, GC)

Avoids the danger of brake disk sticking.

Suggested for environment:

- aggressive

- with high concentration of steam

- near the sea (presence of salt)

And in case the motor remains stopped for long periods. (Attention
please: the brake torque decreases of 10%)

(29) Hand release lever (see also “installation and mainte-
nance”).

Useful to free the motor from the not supplied brake, returns to
its initial position after the operation (automatic return) useful for
manual movements due to voltage missing and/ or during the instal-
lation. The lever rod is removable and it is placed in correspondence
to the terminal box (standard position) Please ask for non standard
positions. We suggest to remove the lever rod after the operation.
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(30) Rotazione manuale escluse le esecuzioni (Tettuccio para-
pioggia), (Encoder), (Servoventilatore assiale).

Permette di ruotare |'albero motore dal lato opposto comando.
Si tratta di una bussola esagonale che esce dal foro centrale del
copriventola.

- esagono 8 per grandezze 63/71

- esagono 13 per grandezze 80+132

- esagono 17 per grandezze dal 160 in su.

(31) Momento frenante tarato diversamente dal valore standard.

(32) Microinterruttore meccanico per segnalare |'usura. Terminali
collegati @ morsettiera fissa in scatola morsettiera.

(33) Microinterruttore per segnalare apertura / chiusura freno.
Terminali collegati a morsettiera fissa in scatola morsettiera.

(30) Manual rotation except for executions (Rain cover), (Enco-
der), (Axial forced ventilation).

Allows to turn the motor shaft from the rear side. It is a hexagonal
bush coming out of the central hole of the fan cover.

- exagon 8 for sizes 63/71

- exagon 13 or sizes 80+132

- exagon 17 or sizes from 160 up.

(31) Brakes with different adjustment from standard value

(32) Brake with microswitch in order to indicate brake wear.
Terminals connected to a fixed terminal box inside the terminal box.

(33) Brake with microswitch in order to indicate brake Opening/
Closing. Terminals connected to a fixed terminal box inside the
terminal box.
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1. CARATTERISTICHE

1.1. Equilibratura dinamica

L'equilibratura dinamica del rotore viene eseguita con mezza linguet-
ta, di forma A, inserita nell’estremita dell’albero.

Di serie grado di vibrazione “A"; a richiesta grado di vibrazione “B".
I valori limite d'intensita delle vibrazioni meccaniche sono riportati
in tabella (tab. 1.1). Si deve fare attenzione che i valori di misura
possono scostarsi dai valori effettivi del £10%.

Tab. 1.1/ Tab. 1.1

1. SPECIFICATIONS

1.1. Dynamic balancing

The rotor is dynamically balanced by means of the key at the end
of the shaft.

The standard vibration class is "A”. Vibration class "B” is available on
request. The intensity limit values of the mechanical vibrations are
given in the table (tab. 1.1). Please pay attention because the size
values may differ from the real values of about +10%.

Equilibratura dinamica - Dynamic balancing

Sindod | Al d'asss ] 56< H =132 [mm] 132< H =280 [mm] H =280 [mm]
vibrazione | Shaftheight | soccaments | Velocith | Accelerarione | Spostaments | Veloctd | Accelerazione | Spostamento | Velocitd | Anceisrazions
Wibration |  Montaggio / Displacement | Velooity | Acceleration | Dispiscement | Velooty | dcceleration | Displcement | beloolty |  dccelerstion
. s g fum] fmmys] [mis} [um] [mmys] [mys] [um] [mm/s] [m/s]
A | Sospensione Libera
: 5 6 5 3 g 5 4 A 44
normale | Free 2 1 & 5 2.2 3 5 2.8
= Montaggio Rigido
nonmal Rigid ting 21 13 2,0 29 1.8 2.8 37 2.3 3.6
B Sospensicne Libera
G Free S 11 0.7 1,1 18 1.1 1.7 29 1.8 2.8
' Mantaggio Rigida
reduced Rigid mounting - 14 09 14 24 1.5 2.4
1.2. Livelli sonori 1.2. Noise levels

I livelli sonori devono essere eseguite in accordo con la norma ISO
(Organizzazione internazionale per la normazione) 1680, al fine di
rilevare il livello di potenza sonora (LwA) e il livello di pressione
sonora (LpA), ovvero il valore medio dei livelli, misurati a 1 metro
di distanza dal perimetro della macchina situato in campo libero e
su piano riflettente.

La normativa EN 60034-9 definisce i limiti di potenza acustica da
rispettare e indica il massimo livello di potenza sonora (LwA).

Tab. 1.2/ Tab. 1.2

The noise levels have to be completed according to the ISO regula-
tion (International Organization for Standardization) 1680, in order
to register the noise power level (LwA) and the noise pressure
level (LpA), that is the levels average value, measured at 1 meter
distance from the perimeter of the machine, situated in free-field
over a reflective plane.

The EN 60034-9 rule defines the acoustic power limits to comply with
and indicates the maximum acoustic power level (LWA).

Livello di pressione sonora L, [dB(A)] S0Hz Sound pressure fevel
Livello di potenza sonora L., [dB(A)] 50Hz Sound power level

Serie - M, GM, GMD, JMM, JMK, GMK Serie - [E3/IE2 1M, Serie IE3/IE2 GM
Grandezza 2 Pol, 4 Pol. & Pol. B Fol 2 Pol. 4 Pol, 6 Pol.
motore a vuoto a vuoto a vuoto a vuoto a8 wuoto a vuoto a yuoto
Motor size at na foad at na foad at no foad at no load at no foad at no foad at no foad

L Lo Lo L wa Lo Lo Lo L wa Lo Lo Lo Lowa Lo L wa
56 48 57 43 52 - - -- - - - - - -
63 50 61 44 53 39 50 - a2 -~ = - 2 = -
71 54 65 47 5 41 53 40 51 - - - | = - -
80 59 70 50 59 44 55 42 53 56 67 46 57 =
a0 62 74 52 61 47 | s8 45 56 58 69 48 | 58 45 57
100 510 I 56 65 51 62 48 59 63 75 50 &0 48 60
112 67 78 59 68 53 65 52 63 G5 76 55 67 52 64
132 70 81 61 72 58 69 54 66 67 78 59 71 55 67
160 74 | 8 63 75 60 72 57 70 69 80 62 | 72 57 69
180 75 89 65 78 62 74 54 71 70 B0 B3 75 59 71
200 76 90 66 79 63 75 61 73 72 84 B4 76 61 73
225 77 91 67 81 &4 76 ¥ 74 74 86 65 78 62 74
250 79 93 71 83 66 i 63 75 77 91 66 i) 63 75
280 80 94 75 86 69 82 66 74 78 92 69 82 66 79
315 B1 a5 77 a0 73 | 86 70 a3 a0 94 74 | & 71 83
355 B4 93 82 95 79 92 86 89 82 a7 BO 93 77 89
400 B6 100 | 85 98 82 96 80 93 = - - | - = =
450 - 87 100 B4 g7 g1 aq - - - -
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I valori di pressione e potenza, riportati in tabella 1.2, sono espressi
in dB(A) e si riferiscono al motore funzionante a vuoto, a 50Hz e
con una tolleranza di +3dB(A) (per 60Hz aumentare i valori di ta-
bella +2 dB(A)). Per i motori a poli commutabili, i valori sono quelli
corrispondenti alla velocita piu alta.

1.3. Cuscinetti

Vengono utilizzati cuscinetti selezionati per 'uso specifico sui motori
elettrici.

JM 56...160, JMM 56...100, JMD 80...160, GM 160...250 e
GMD 180...250: cuscinetti radiali rigidi a sfere, ad una corona,
doppio schermo, lubrificati a vita.

GM 280...450: cuscinetti rilubrificabili; i motori sono dotati di in-
grassatore per la necessaria lubrificazione periodica dei cuscinetti e
relativo scarico grasso esausto (tab. 2.1 pag. F-26). Le caratteristiche
dei cuscinetti dei motori standard sono riportati in tabella (tab. 1.3).

Tab. 1.3/ Tab. 1.3

The power and pressure values, reported in chart 1.2, are expressed
in dB(A) and refer to the no load working motor, at 50Hz and with a
of +3dB(A) (for 60Hz please increase the values in chart +2dB(A)).
For what concerns the commutable poles motors, the values corre-
spond to the highest speed.

1.3. Bearings

The bearings are specifically selected for use in electric motors.
JM 56...160, JIMM 56...100, JIMD 80...160, GM 160...250 and
GMD 180...250: permanently lubricated rigid radial ball bearings
with double shield and one row of balls.

GM 280...450: bearings that can be re-lubricated. The motors are
equipped with a lubricator so that the bearings can be periodically
lubricated and the old grease removed (tab. 2.1 page F-26). The
bearing specifications of the standard motors are given in the table
(tab. 1.3).

Orizzontale - Horizontal Verticale - Vertical Dirssnslont cutctinett
':;’::;“ IM B3, B35, B34, BS, B6, B7, B8, B14 IM V1, V15, V5, V18, V6 Raarnings ojmesions
Lato am_-:nppiamntu Lato opp. acc. | Lato accoppiamento  Lato opp. acc. [0x0.xH]
Drive end Non drive end Drive end Non drive end
JM IMM 56 6201 ZZ C3 6201 Z2 3 12%32x10
IM IMM 63 6201 ZZ C3 6201 7Z C3 12x32x10
IMIMM 71 6202 ZZ C3 6202 72 C3 15x35x11
JM JMM IJMD 80 6204 7Z C3 6204 ZZ C3 20x47x14
IM IJMM IMD 90 6205 27 C3 6205 2Z C3 25x52x15
JM IJMM IMD 100 6206 22 C3 6206 ZZ C3 30x62x16
JMIMD 112 6306 ZZ C3 6306 ZZ C3 30x72x19
IMIMD 132 6308 ZZ C3 6308 ZZ 3 40x90%x23
JMIMD 160 6309 ZZ C3 6309 Z2Z C3 45x100x%25
GM 160 6309 72 C3 6309 ZZ C3 45x100x25
GM GMD 180 6311 22 C3 6311 22 C3 55x120x29
GM GMD 200 631222 C3 631272 C3 60x130x31
GM GMD 225 6313 ZZ2 C3 6313 272 C3 B5x140x33
GM GMD 250 6314 72 C3 6314 7Z C3 70x150x35
2 6314 C3 6314 C3 70x150x35
CM280 , 8 6317 C3 6317 C3 85x180x41
GM 315 2 6317 C3 6317 C3 85x180x41
4...8 NU 319 E 6319 C3 6319 C3 6319C3 % 95x200x45
difdss 6319 C3 6319 C3 6319 C3 7 95x200x45
4..8 NU 322 E 6322 C3 6322 C3 Y 6322 C3? 110%240%50
GMassx 2 |NU2I9E+6219C3 NU219E | NU219E +6219C3 7219 B 95x170x32
4..8 |[NU224E +6224C3 NU224E | NU224E+6224C3 7224 B 120x215x40
emaoo 2 |NU2I9E+6219C3 NU219E NU 219 E + 6219 C3 7219 B 95x170x32
4..8 NU 326 E 6326 C3 6326 C3 7326 B 130x280x58
GM 450 4..8 NU 328 E 6328 C3 6328 C3 7328 B 140%x300x62

1) Si puo utilizzare il cuscinetto a rulli cilindrici soltanto nel caso in cui il
cuscinetto stesso sia sottoposto ad un carico radiale costante. In caso
contrario € necessario richiedere il motore con il cuscinetto a sfere.

2) In presenza di elevati carichi assiali, richiedere il motore con il cuscinetto
a sfere a contatto obliquo della serie 7... .

1) A straight roller bearing can only be used when the bearing tself is
subjected to a constant radial load. Otherwise, the motor must be ordered
with a ball bearing.

2) When there are high axial loads, order the motor with an oblique contact
ball bearing series 7... .

F-3
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1.4. Forme costruttive e posizioni di

montaggio

Le forme costruttive previste sono IM B3, IM B5, IM B14 e forme
combinate IM B35 (B3/B5) e IM B34 (B3/B14). I motori possono
funzionare anche nelle corrispondenti forme costruttive ad asse ver-
ticale; al momento della richiesta del motore occorre specificarne il
codice IM completo. Consultare le tabelle (tab. 1.3, 1.4, 1.5, 1.6) per
verificare eventuali restrizioni. Sulla targa del motore rimane indicata
la forma costruttiva ad asse orizzontale. Le forme costruttive e le
posizioni di montaggio sono riportate in tabella (tab. 1.4)

Tab. 1.4/ Tab. 1.4

1.4. Structure and assembly positions

The versions available are IM B3, IM B5, IM B14 and combined
structures IM B35 (B3/B5) and IM B34 (B3/B14). The motors
can also function in the corresponding vertical shaft configurations.
Specify the complete IM code when ordering the motor. Consult the
tables (tab. 1.3, 1.4, 1.5, 1.6) to find out whether there are any
restrictions. The horizontal shaft configuration is indicated on the
motor’s data plate. The mounting types and assembly positions are
given in the table (tab. 1.4 ).

IM ...
Disic ‘_', B: orizzontale - horizontal _ | | - Codice montaggio /
V: verticale - vertical EE Mounting code
Grandezza - Size Grandezza - Size
Codice - Code Orizzontale 56 | 180 | 280 | 355 Codice Code Verticale 56 | 180 | 280 | 355
I-1I Hovizontal - & - = I-1 vertical = - + =
160 | 250 | 315 | 450 160 | 250 | 315 | 450

IM B2 - [M 1001
Piedi. Ffeel.

IMmvVi-IM 3011
Flangia con forl
passanti, Flamnge with
throwugh holes,

IM B35 - IM 2001
Piedi + flangia con fori
passanti. Feet +
fange with through
foes.

IM V15 - IM 2011
Piedi + flangia con fori
passanti. Feef +
fange with through
froles,

IM B34 - IM 2101
Piedi + flangia con fori
filettati. Feet + Mange

wilh threaded holes.

el £
)

IMV3-IM 3031
Flangia con fori
passanti. Sange with
throwgh holes.,

IM B5 - IM 3001
Flangia con fori
passanti, Slange with
throwagh holes.

——

-
L
L
¢}

T

IM V36 - IM 2031
Piedi + flangia con fori
passant, Feet +
flange with through
Frafes.

IM BG6 - IM 1051
Piedi. Faet,

L ]
L]
o

S

IM V5 - 1M 1011
Fiedi. Feet.

IM B7 - IM 1061
Piedi. Foat,

1
]
[ ]
0

IMV6 -1IM 1031
Fiedi. Feet.

Ll IM V18 - IM 3611 —
IM BB - [M 1071 F :—q— - L] o Flangia con fori : -
Piedi. Feet. \(i} ) filettati. Flange with | .
e threaded holes. F‘—T"
IM B14 - IM 3601 | - _ IMV19 - 1M 3631 | bl
Flangia con fori Jj_ L] Flangia con fori ]] L]
filettati. Flange with 1 filettati. Alange with
threaded holes. £5 = threaded holes. =
@ Possibile & Consultare S@ipee motori elettrici @ Possible  © Consult Seipee electric motors
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Tab. 1.5/ Tab. 1.5
Motore
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Carichi radiali massimi applicabili 1.5. Maximum radial loads applicable

Forze radiali - Radial forces F, [N] (no forze assiali - mo avial forces)
E [mm)] 2 Pal. 4 Pol. 6 Pol. 8 Pol.
2P0l 4,6,8 Pol.| Xonax (X=E) Xo(X=0) |Xpax (X=E) Xg(X=0) |Xeuax (X=E) Xo(X=0) |Xpuax(X=E) Xo(X=0)
25.000 ore - hours

Mator
50 Hz

56 20 200 240 200 300 - -~ - -
63 23 400 4580 400 490 400 490 - -
71 30 740 815 740 815 740 815 740 815
80 40 970 1120 970 1120 970 1120 870 1120
90S 50 1050 1210 1050 1210 1050 1210 1050 1210
s0L 50 1050 1210 1050 1210 1050 1210 1050 1210
100L B0 1800 2280 1800 2280 1800 2280 1800 2280
112 M 60 1800 2280 1800 2280 1800 2230 1800 2280
132s 80 2100 2600 2100 2600 2100 2600 2100 2600
132 M 80 2100 2600 2100 2600 2100 2600 2100 2600
20.000 ore - fhours
160 M 110 2740 3540 3300 4085 3355 4100 3270 4200
160 L 110 2600 3400 3000 3700 2900 3600 3370 4170
180 M 110 3385 4100 3485 4270 = -- = --
is0L 110 = = 3485 4270 3800 4700 3900 4785
200L 110 4685 5600 5200 6285 5700 6800 5700 6800
2258 110 140 - - 5800 7300 = = 6900 8500
225 M 110 140 5185 6100 5700 7085 5700 7100 6485 8000
250 M 140 6285 7700 7000 8700 7600 9400 7800 9600
280S 140 6000 7300 7800 9200 8900 10600 S200 11700
280 M 140 6000 7300 7800 9200 8900 10600 9200 11700
3155 140 170 6000 7300 9400 11400 9500 13000 9600 14400
315 M-L 140 170 6400 7400 9700 11500 11100 13200 12200 14500
355 M-L 140 210 6550 7350 12900 15300 13600 17600 13600 19400
355X 170 210 6650 7350 13000 15200 13000 17500 13000 19400
400 M-L 170 210 6850 7650 11500 15600 11500 17800 11500 19700
450 M-L 170 210 = = 15200 17000 17000 19000 19000 21300

1) Per funzionamento ad una determinata frequenza f. diversa da 50 Hz,
moltiplicare i valori di tabella per: ( 50 / f. )(*/3),

2) Per durate maggiori dei cuscinetti moltiplicare i carichi di tabella per i
seguenti fattori: 0,87 (30.000 ore), 0,79 (40.000 ore), 0,74 (50.000 ore)

3) Serie JMM ridurre i carichi riportati in tabella del 20%.

4) Massimo carico radiale applicabile relativamente alla resistenza meccanica
dell’albero motore e non alla durata dei cuscinetti.

Se il carico radiale € applicato tra le sezioni X, (x =0) e X (x =
E) ad una distanza X [mm] dalla sezione X, il suo valore massimo

1) In order to operate at a different frequency f, from 50 Hz, the values in
the table must be multiplied by: ( 50 / f. )(1/3).

2) For longer bearing life values, multiply the loads in the table by the following
factors: 0.87 (30,000 hours), 0.79 (40,000 hours), 0.74 (50,000 hours)

3) For the JMM series, reduce the values in the table by 20%.

4) Maximum radial load applicable in relation to the mechanical strength of
the drive shaft and not the life of the bearings.

If the load is applied between sections X , (x = 0) and X, (x = E)
at a distance of X [mm] from section X ,, its maximum value

F  max.x PUO €ssere assunto pari a: Fss, €8N be assumed to be:
< E -
Fr| X
Frfﬁat Xo Frmax Xman
F:Il'n.!x. W= F| ma, Mo : E R T—"—"—"=T %
dove: where:
- Froxe  [NI: Carico radiale massimo in corrispondenza della  -F, . [N]:  Maximum radial load on a level with section X ,
sezione X riportato in tabella (tab. 1.5 ); given in the table (tab. 1.5 );
- Froxxmax  [N]: Carico radiale massimo in corrispondenza della  -F, . [N]: Maximum radial load on a level with section X
sezione X __ riportato in tabella (tab. 1.5 ); given in the table (tab. 1.5 );
-E [mm]: Uscita albero riportata in tabella (tab. 1.5). -E [mm]:  Output shaft given in the tale (tab. 1.5 ).
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1.6. Carichi assiali massimi applicabili

Tab. 1.6 / Tab. 1.6

1.6. Maximum axial loads applicable

Forze assiali - Axia/ forces F, [N] (no forze radiali - no radial forces)

Pali - Poles Poli - Poles Poli - Poles
2 4 6 8 2 4 6 8 2 4 6 8
Fa Fa
20,000 ore - hours

56 233 267 - 153 183 - - 230 275 = N

63 393 443 493 - 257 307 357 - 385 460 535 -
71 410 547 640 723 413 550 647 730 620 825 970 1095
B8O 553 732 867 980 562 743 878 985 843 1115 1318 1478
90 s 593 788 927 1048 605 800 943 1060 a08 1200 1415 1590
S0L 593 768 927 1048 605 800 843 1060 08 1200 1415 1590
100 L B83 1270 1550 1785 883 1278 1562 1793 1333 1918 2343 2690
112 M 880 1265 1547 1780 890 1276 1563 1795 1335 1915 2345 2693
13258 1273 1677 1953 2240 1293 1720 2022 2274 1940 2580 3033 3412
132 M 1273 1677 1993 2240 1293 1720 2022 2274 1940 2580 3033 3412
160 M 1900 2300 2460 2770 1899 2343 2510 2762 2849 3515 3765 4143
160 L 1910 2100 2090 2450 1920 2130 2127 2500 2880 3195 3190 3750

180 M 2227 2400 - -~ 2200 2437 - - 3300 3655 - -
180 L e 2387 2533 2813 - 2438 2595 2900 = 3658 3893 4350
200L 25973 3420 3620 3627 2988 3227 3422 3398 4483 4840 5133 5098
2255 == 3693 - 4140 == 3482 = 3845 = 5223 = 5768
225 M 2520 3413 3673 3980 3082 3392 3385 3685 4623 5088 5078 5528
250 M 4027 43380 4627 4733 3782 4100 4317 4375 5673 6150 6475 6563
2805 3483 4667 5500 6200 3567 4717 5550 6400 5350 7075 8325 9600
280 M 3483 4667 5500 6200 3567 4717 5550 6400 5350 7075 8325 9600
3155 3460 5600 6600 7333 3517 5750 6633 7750 5275 8625 9950 11625
315 M-L 3367 5500 6433 1217 3800 6050 7167 7733 5700 9075 10750 11600
355 M-L 3300 000 8300 9400 3783 7733 9210 11200 5675 11600 13815 16800
355X 3033 6733 7867 8900 3633 7417 8717 9967 5450 11125 13075 14950
400 M-L 3100 6733 7900 8967 3600 7483 8400 9483 5400 11225 12600 14225
450 M-L - 7033 BOOO 9200 = 8133 9900 11100 - 12200 14850 16650

1) Per funzionamento ad una determinata frequenza f. diversa da 50 Hz,
moltiplicare i valori di tabella per: ( 50 / f. )(1/3),

2)Per durate maggiori dei cuscinetti moltiplicare i carichi di tabella per i
seguenti fattori: 0,79 (30.000 ore), 0,71 (40.000 ore), 0,66 (50.000 ore)

3)Serie JMM ridurre i carichi riportati in tabella del 20%.

1.6.1. Grado di protezione

La scelta di un corretto grado di protezione & necessaria per poter
ottenere un funzionamento ottimale e duraturo del motore, in re-
lazione all'ambiente ove lo stesso & destinato (vedere tab. 1.6.1).
La normativa di riferimento & la IEC EN 60034-5. I motori standard
SEIPEE hanno un grado di protezione IP55; a richiesta sono possibili
protezioni maggiori.

1) In order to operate at a different frequency f. from 50 Hz, the values in
the table must be multiplied by: ( 50 / f. )1/3).

2) For longer bearing life values, multiply the loads in the table by the following
factors: 0.79 (30,000 hours), 0.71 (40,000 hours), 0.66 (50,000 hours)

3) For the JMM series, reduce the values in the table by 20%.

1.6.1. Degree of protection

The choice of the proper degree of protection is important in order
to obtain the best and most durable operating conditions of the
motor; in relation to the environment where it is placed (see tab.
1.6.1). The reference regulation is IEC EN 60034-5. SEIPEE standard
motors have IP55 degree of protection; higher degrees of protection
are available on request .

F-6



%

Caratteristiche generali - General specifications

Tab. 1.6.1/ Tab. 1.6.1

Protezione contro | corpl solidi
Protection against foreign bodies

Nesguna protapont | Wb arofecban

Frotalto contre | oomi solid supeior 8 50 mm / Profechon spainst sobd foreign bodies of
threkpazi preafer han 50 mm

Pyoieito contro 1 conpl solict supenion @ 12 mm ¢ Prodechon agains! solid foreign bodres of
thickpess greafer than 12 mm

Profetio canng | eompl sofidl upanior] &'2.5 men | Prodechion agmnsr soid ang bodies of
thighkress praaher than 2.5 mm

Polafio conbin | sorpl sobd suipsnod 8 1 mm / Profachan againef sabd fansian bodias of

Michnass graater han T mm
Protefio condio la polver {nessun deposito nocia) | Prolection sgaingl ingress of dusf (ro
aemfia deposiml

) ) ) o -’QH

Messun ingrosse di pokora | Na dust ingress

1.7. Caratteristiche nominali di

funzionamento

Le potenze di catalogo sono valide per:

- servizio continuo - S1

- temperatura aria ambiente: - 15°C + + 40°C

- altitudine massima pari a 1.000 m s.l.m.

- alimentazione a tensione e frequenza nominali, variazione mas-
sima di tensione ammessa £5%. Per i limiti massimo e minimo
di alimentazione, considerare un ulteriore £5% (es. un motore a
230/400 V €& idoneo per tensioni nominali di rete fino a 220/380
V e 240/415 V). Consultare anche tab. 1.9 pag. F-8 e relative note.

1.8. Potenza resa in funzione della

temperatura ambiente

Tab. 1.7 / Tab. 1.7

Temperatura aria ambiente [°C] - Ambient air temperature [°C] 25

Protezione contro | liquidi

“ Proteclion against waler

0 Nosduna prosomone | No profechan
Protetio centno a cadula vorticals di gocce Tacqun (condorual | Prodection againg
vartes drope of waler (enodanssian
Protefo contio o cadula verticale di goccs dacqua con un inchnazone fino a 15 ¢
Frofection agains varlcal dopgs of waler incined wp fo 15"
Protetio contio 1n cathuti o atyus povana oo Linehinasone fing & B0° | Promcisg
gaina! rain waley inclined up bo 50 :
Prototta conirs gh eamnues d'scqua ds hle ko divenonl [ Prafacied aguinsd e fram
any cirection
Proto contro | getti d'acqua da Wwite ke dinsoni | Profecred agains jefz of mater frovm
ity dhrection
Proietio contio | getlh TRcqua A pressionn (simill A onde manne | Prodecred aganss
powarfud et of waler (3miar 0 S8 waes)
Pratesin contro gii efett dellimmerssne lempacanes (s 0,15 8 1 m) | Frodsched
mgacral efacis of Iempanacy imimedaron (Dehveen O 15 and T m)
8 Prefatto corvino gh effetl celmmicrnions continua - Prodecied agains! effects of
COMSALOUS IMmarsion

= R -

-

1.7. Ratings

The power ratings in the catalogue refer to:

- continuous duty - S1

- ambient air temperature: - 15°C to + 40°C

- maximum altitude: 1000 m above sea level

- power supply at the rated voltage and frequency values, tolerated
maximum voltage variation £5%. Consider a further £5% for the
maximum and minimum power supply limits (etc. a 230/400 V
motor is suitable for mains voltage values up to 220/380 V and
240/415 V). Also consult tab. 1.9 page F-8 and the relative notes.

1.8.

Useful output power depending on
ambient temperature

30 + 40 45 50 55 60

P/Py 1,07 1,00 09 09 085 080
1.9. Potenza resa in funzione dell’altitudine 1.9. Useful output power depending on
altitude
Tab. 1.8/ Tab. 1.8
Altitudine s.l.m. [m] - Altitude a.s.l [m] 0+1.000 1.500 2.000 2.500 3.000 3.500 4.000
P/Py 1,00 0,97 0,93 0,89 0,85 0,80 0,74

1.10. Alimentazione motore trifase diversa dai
valori nominali

I motori elettrici con tensione di alimentazione trifase, sono proget-
tati per essere utilizzati sulla rete europea 230/400V £10% (50Hz).

1.10. Three-phase motor power supplies
differing from the rated values
The electrical motors with tree-phase current tension are planned to

-
be used on European network 230/400 V £10% (50Hz). This means §

Significa che lo stesso motore elettrico pud essere collegato con le  that the same electrical motor can be connected with the following 3

seguenti reti elettriche, ancora esistenti: electrical networks, which are still existing: E
220/380V +5% 220/380V +£5% T)
230/400V +£10% 230/400V £10%

240/415V 5% 240/415V £5%

Gli stessi motori elettrici possono funzionare con frequenza a 60Hz,
con differenze di prestazioni e grandezze elettriche, come riportato
in tabella. (tab. 1.9 pag. F-8)

Per tensioni o frequenze speciali consultateci.

The same electrical motors can work with a 60 Hz frequency, with
different perfomances and electrical sizes, as reported in the chart.
(tab. 1.9 page F-8)

Please contact us if special voltage or frequency values are required.
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Tab. 1.9/ Tab. 1.9

Allsentations Alimentazione alternativa Fattori di correzione rispetto aliment. nominale a 50 Hz
neminaie Alternative supply Corrective factors with mf&gcetmmhafsumﬁy at 50
Nominal supply ;2H;Ut:-¢; Tym{[],:r] p 8 I T I. T T
[Hz] diff. % A Y diff, % | [kW] [min?] [A] [Nm]  [A] [Nm]
50 -4.3% : 220 380 : -50% 1 1 0,95 + 1,05 1 0,96 0,90
4,3% : 240 415 3,8% 1 1 0,95+ 1,05 1 1,04 1,08
A Y -206% Y 220 380 Y-208%| 1 1,19 095+105 0,84 0,79 0,63
-17,0% Y 230 400 Y -16,7%| 1 1,2 0,95 085 0,83 0,80
230 400 60 -7,9% % 255 440 ¥-83% | 1,1 12 095+1 092 0,92 0,84
[V] [V] -4,3% : 265 460 : -4,2% 1,15 1,2 D0595+1,05 1 0,96 0,92
Nom. 277 480 : Nom. | 1,2 1,2 1 1 i 1
50 -5,0% : 380 - = 1 1 0,95+ 1,05 1 0,95 0,90
38%: 415 - - i 1 095+105 1 1,04 1,08
A -20,8% " 380 - - 1 119 095+105 084 0,79 0,63
-17,0% Y 400 - - 1 1,2 0,95 0,85 0,83 0,80
400 60 -8,3% 9 440 = = 1,1 1.2 0.95+1 092 092 0,84
[V] -4.2% : 460 = = 1,15 1.2 095+1,05 1 0,9 092
Nom. : 480 -- - 1,2 12 1 i 1 1

Attenzione: il rendimento di un motore puo diminuire quando
viene alimentato a valori di tensione/frequenza diversi da
quelli nominali.

1) Tensione d'alimentazione sconsigliata per impieghi gravosi e funzionamento
prolungato del motore. Il motore puo funzionare con tale alimentazione
ma non si devono avere avviamenti a pieno carico; la potenza richiesta
non deve superare il valore nominale. La sovratemperatura del motore
puo risultare maggiore.

Il motore puo funzionare con tale alimentazione ma non si devono avere
avviamenti a pieno carico.

2)

1.11. Identificazione motore

Una precisa identificazione del motore € sempre importante.

Oltre a quanto indicato in questa tabella, si consiglia di indicare
espressamente: potenza, tensione, frequenza ed eventuali par-
ticolarita o accessori/esecuzioni speciali.

Tab. 1.10 / Tab. 1.10

Identificazione motore - Motfor Identification :

Important: the efficiency of a motor may drop if it is powered
with different voltage/frequency values from the rated ones.

1) Power supply voltage not recommended if the motor is subjected to heavy
duty use or long periods of continuous duty. The motor can function with
this type of power supply, but must not be started at full load. The power
demand must not exceed the rated value. The motor’s overtemperature
may be higher.

The motor can function with this type of power supply, but must not be
started at full load.Important: the efficiency of a motor may drop if it is
powered with different voltage/frequency values from the rated ones.

2)

1.11. Motor identification

Precise identification of the motor is always important.

Besides the information given in this table, you are also advised to
explicitly indicate: power, voltage, frequency and any special
features.

| i

Tipo motore | Altezza d'asse | Lunghezza carcassa Interasse fon fissaggio
[mm] (quota B)
Tipe of motor | Shaft-height Length of the frame distance between the
Imm] centre-fines of the fixing holes
(8 dimension)
IM /| GM 56...450 S : corta - short
IMK | GMK M : media - medivm
JMD / GMD L : lunga - fong
IMM X : extra

Lunghezza pacco Mumero di poli] Codice IM : Forma costruttiva
statore tipo d'installazione
Length of stator unit Number of IM code © Type of construction

poles and mournting arrangement
a b, c 2,4,6. 8 B3, B5, B14
4/6,4/8 B35, B34
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1.12. Targa

1.12. Rating Plate

-~

@ c € IEC 60034-1"
Sﬂp&éa N ) Date (2)
Mot. (3) ~ Type (4
(5) kg|lLCL. (6) [IP (7) [S (8) | ® uF
Execution (10) (11 Eff. (12)
1) Matricola (19) v (19) [Hz | (18] A (19) | kW | min" | coso |00 | rs% | soe 1) Serial number
2) Anno _ (20)  |iz})]  (22) (23) | (24) | (25) | (28)| (27)|(28) <) Year
3) Numero delle fasi 3)  Number of phases
4) Tipo motore / grandezza / 4)  Type of motor/size/number of
numero poli / designazione - poles/designation/mounting type
forma costruttiva B Nm ¥ A e = 5)  Weight of motor
5) Massa del motore 19 (14) (151 (18} A7 & , (only if > 30kg)
(solo se > di 30kg) Fig. 1.1/ Draw. 1.1 6)  Insulation class
6) Classe di isolamento 7)  Protection class
7) Grado di protezione 8) Duty
8) Servizio 9) Capacitor capacitance (JMM series)
9) Capacita condensatore (serie JMM) 10) Auxiliary capacitor capacitance (JMM series)
10) Capacita condensatore ausiliario (serie JMM) 11) Special mounting types, if applicable
11) Eventuali esecuzioni speciali 12) Efficiency class if possible
12) Eventuale classe di efficienza 13) Brake type
13) Sigla del freno 14) Braking torque
14) Momento frenante 15) Brake Nominal voltage in a.c.
15) Tensione nom. in c.a. alimentazione freno 16) Current absorption of the brake
16) Corrente assorbita dal freno 17) Rectifier type ( only on d.c. brake)
17) Sigla raddrizzatore (solo freno in c.c.) 18) Brake Nominal voltage in d.c.
18) Tensione nom. in c.c. alimentazione freno 19) Phase connection
19) Collegamento delle fasi 20) Voltage rating
20) Tensione nominale 21) Rated frequency
21) Frequenza nominale 22) Current rating
22) Corrente nominale 23) Rated power
23) Potenza nominale 24) Rated speed
24) Velocita nominale 25) Power factor
25) Fattore di potenza 26) Efficiency Full load 100%
26) Rendimento 100% carico 27) Efficiency 3/4 load 75%
27) Rendimento 75% carico 28) Efficiency 1/2 load 50%
28) Rendimento 50% carico
Esempi: Examples:
’£ c E Ecsood] [ o) c .e ioc s003a-1] | c G I0C 60034-1"
peg | N* J03NSEIENT Date 2015 Eﬂpeg | N Go115esaEd Brate 3015 &Eélf N* GOTis1a1ad Diata 2015
Mot 3 -  Type JM BILL 2 B5 Mot 3 - Type GM 160Ma 4 B3 Mot 3 - Type JMK 13253 6 B35
Uskg[ICLF [IPss 81 | uF) 141 kp[LELF iP5 [51 uF 61 kg[lCLF  [iPse 51 | iF
Fescution EM, FE2 Execidion EM, IEY Exscuitian Ef
A& v ¥ IHz| A A Y WA | i | G | Bo0n -'5'.|5ﬂ‘. A W Y Idsl & A Y W | ein? | coneg 100w .'.'\-'.|!J:l'. A v Y |He|l & A Y W | min® | cone [iooa] e | e
23074090 | 50| 10.5/6.06 3 | 2506|054 (84885785 AAEID | 50) 204118 11 | 1475 | 0,85 |B1.491, 1| A00VER0 | 50| 700404 3 | 60 | 0.TE |BLT
266460 | 60| 10.506,08 | 3,45 | 3475 | 0,83 |86.7 " &0 60| 204 12,7 | 1770 | 0.84 |24 T"
) ) Erako Hm 2 A . =
L ) L ) | TCT 00 400 0.1% SHR 180
( o C € 1EC 00034-1 I'£ :;:;::Irnm. !“ﬂ ( € IEC 80034-1 ( o @umhmunwc m-mc E 1< doeset
mpeg ﬂ W* J02YSEREE Date 2015 pe II N* JOZ1542609 Date 2015 mpe# " GO2TS004E3 Diafa 2015
Mol. 1 = Typo JMM Tib 2 B4 Mol 3 - Type JW 112Ma 6 B2 Mol 3 - Type GM250M 4 BS
61 kg[icLF  [IPss s [ 20 uF I55kg[ICL F [IP 58 [51 uF 105 wgllcL F [Pes [s1 uF
Exscutlon EM. Exncullos EfT, ES Esgeutban EN. IE2
W Hz [ Lig) ke | oo | WD | TE | S A VY |He A A Y Lo N T .“.‘--.l’):l'- A v Y |He & A Y W | wmin | fang 'W‘"f“:-'.!'.\-\."‘-
2w |s0| zs2 | ear[zviofoss [esa 00400 50| ozas31 | 22 | 955 |01 |ea.3]as afa s 20690 | 50) 07,60566 | 55 | 1480087 [93.5 938916
2ERMED | 60| 92827 | 2,53 | 1145 | 0,67 |&0.5 ‘1 A460 60| 976 B33 | 1775 | 008 Mii T
L4

& h A
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1.13. Principali norme tecniche applicate

Tab. 1.11/ Tab. 1.11

Caratteristiche nominall e di funzionamento
Rating and performarnce

Gradi protezione involucri macch. rot. (codice TR)
Protection-degrees of enclosures (1P coge)

Metodi di raffreddamento (codice IC)

Methods of cooling (IC coda)

Forme costruttive e tipl di Installazione (codice IM)
Types of construction and mounting (IM code)
Marcatura terminali e senso di rotazione

Terminal markings and direction of rotation

Gazzetta ufficiale dell'Unione europea L1951/ 26 : Regolamento del
Parlamento Europeo, che istituisce specifiche per la progettazione
ecocompatibile al fine di immettere in commercio e mettere in servizio i
motori, anche integrati in altri prodotti. {Per tutti gli stati membri
dell'Unione Europea)

Official Journal of the European Union L191/26 : Regulation of the
European Parliament, establishes ecodesign reguirements for the
placing on the market and for the putling into service of

motors, including where integrated in eother products. (For all EU
member states)
Classi di efficienza per motorl asincroni trifase singola velocita (codice 1E)

Efficiency classes of single-speed, three-phase, cage-induction mators (IE code)

Metod] per determinare e perdite il rendimento dalle prove

Standard methods for determining losses and efficiency from tests

Limiti di rumore

Noise limits

Vibrazioni meccaniche

Mechanical vibiration.

Dimensioni e potenze standardizzate

Dimensions and nominal pawers

Flange di attacco

Fixing flanges

Estremita d'albero cilindriche

Cylindrical shaft-ends

Ung_uetta e cava della linguetta

Key and Keyway

Dimensioni d'accopplamento e potenze moton in forma IM B3

Fotally enclosed three-phase induction motors with squirrel-~cage, type IM B3
Dimension| d'accoppiamneto e potenze motori in forma IM BS

Totally enciosed three-phase induction motors with squirrel-cage, type IM BS
Dimensioni d'accoppiamneto & potenze motor in forma M Bi4

Totally endlosed three-phase induclion motors with sqguirrel-cage, fype IM Bi4
Comportamento all'avviamento, macchine elettriche rotant!

Starting performance of single-speed three-phase cage induction motors
Protezione Termica

Thermal protection

1.13. Main technical standards used

IEC DIN VDE CEI EN fHD
DIN EN 60034-1
1EC 60034-1 VDE 0530-1 EN 60034-1
DIN EN 60034-5
1IEC 60034-5 VDE 05305 EN.60034-5
DIN EN 60034-6
IEC 60034-6 VDE 0530-6 EN 60034-6
DIN EN 60034-7
IEC 60034-7 VDE 0530-7 EN 60034-7
DIN EN 60034-8
IEC 60034-8 VDE 0530-8 EN 60034-8
Regolamento (CE} N. 640,/2009 della
Commissione del 22 luglic 2009 e
Regolamenta M. 4/2014 recante modalita
= di applicazione della direttiva
2005/32/CE del Parlamento Europeo e
del Consiglic
Commission Regulation (ECY M.
640/2009 of 22 July 2009 and
= Regulation N. 4/2014 Implementing
Directive 2005/32/EC of the European
Parfiament and of the Coundil
lECeoo34-30 O\ EN BT eN 60034-30
IEC 60034-30-1 oo oo . EN60034-30-1
; DIN EN 60034-2
IEC 60034-2 \IDE 0530-2 EN 60034-2
DIN-EN 60034-2-1
IEC 60034-2-1 VDE 0530-2-1 EN 60034-2-1
DIN EM 60034-2-2 -
IEC 60034-2-2 VDE 0530-2-2 EN 60034-2-2
DIN EN 60034-2-3
IEC 60034-2-3 VDE 0530-2-3 EN &0034-2-3
DIM EN 60034-9
[EC 60034-9 VDE 0530-9 EN 60034-9
DIN EN 60034-14
IEC 60034-14 VDE 0530-14 EN 60034-14
IEC 60072-1 DIN EN 50347 EN 50347
IEC 50072 DIN 42948 UMNEL 13501
DIN 748-1
IEC 60072 DIN 748-3 UMEL 13502
EN 50347
IEC 60072 DIN 6885-1 UNEL 12501
IEC 60072 DIN 42673 UNEL 13113
IEC 80072 DIN 42677 UMEL 13117
IEC 80072 DIN 42677 UMEL 13118
. DIN EN 60034-12
IEC 60034-12 VOE 0530-12 EN 60034-12
DIN EN 60034-11
IEC 60034-11 VOE 0530-11 EN 60034-11
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Tensioni normalizzate IEC

JEC standard vollages

Alimentazione elettrica da convertitor] per velocita variabile
Electronic variabie speed drive

Foro filettato in testa d'albero

Shaft-head threaded centre-hole

Pressacavi metrici per installazioni elettriche
Metric cable glands for electrical installations
Limiti di vibrazione

Vibration Himits

Classificazione dei materiali d'isolamento
Classification of insulating materials

Ingressi nella cassetta di connessione per motori trifase ad una tensione nominale

compresa tra 400V e 690V

Terminal box cabie entries for three-phase cage induction motors at rated voltages

from 400V fo 690V

CEI86
IEC60038  DIN IEC 60038 it
IEC/TS 60034- DIN TS 60034-17

17 VDE 0530-17  ° 0003417

_ DIN 332-2 UNI 9321

. DIN EN 50262 EN 50262

~ DINISO 10816  UNI ISO 10816

DIN IEC 60085

1EC 60085 fhisgies EN 60085

N DIN 42925 )

I matori corrispondono incltre alle prescrizioni delle seguenti narme straniere, adeguate alle IECGO034-1:

The motors also comply with forelgn standards adapled o IEC 60034-1 as shown here below:

Regno Unito / United Kingdom
Belgio | Belgium
Australia | Australia
Norvegia | Morway
Francia | France
Germania / Germany
Austria [ Austria
Svizzera | Switzeriand
Paesi Bassi / Metherlands
Svezia [ Sweden
Danimarca / Denmark
Polonia / Poland

1.14. Tolleranze delle caratteristiche elettriche
e funzionali

I dati nominali che caratterizzano i motori elettrici, sono secondo le
norme IEC 60034-1, (CEI EN 60034-1, DIN VDE 0530-1, NF C51-
111, BS4999-101) CENELEC EN 60034-1; Queste indicazioni fissano
anche le tolleranze ammissibili, come riportato in tabella (tab. 1.12).

Tab. 1.12 / Tab. 1.12

Caratteristiche nominalli - Momvnal specifications

Rendimento - Eficiency i
Fattore di potenza - Power-fachor cos @
Scorrimento - Sliing

Comrente a rotore bloccato - Locked rolor current I
Momento a rotore bloccato - Locked rofor fongue T=
Momento massimo - Maximum forgue e
Momento di inerzia - Moment of fnarti J

Vibrazione - Vibration
Livelli Sonori - Nodse fevels

BS5000 / BS4999
NBNC 51 - 101
AS 1359
MEK - IEC 34 - 41/69/49
NFC 51
DIN VDE 0530
OEVEM 10
SEV 3009
NEN 3173
SEN 260101
DS 5002
PN 72/E - 0600

1.14. Tolerance margins on electrical and
functional specifications

The nominal data which characterizes the edectrical motors are ac-
cording to the rules IEC 60034-1, (cei en 60034-1, din vde 0530-1, nf
c51-111, BS 4999-101) CENELEC EN 60034-1; These instructions also
settle the acceptable margin, as reported in the chart. (tab. 1.12 ).

Tolleranze - Tolerances

150Kw < -0,15 (1 - 1)
150Kw > -0,10 (1 - )

-(l-cosq@) /6 min002 max. 0,07
Py < 1 KW: 230% Py = 1 kW: £20%
+ 20%:
- 15% ... + 25%

(+25% pud essere superato in base ad accordo)
{(+25 % may be exceeded by agreement)

=10% del momento con Feccezione che con l'applicazione di questa
tolleranza il momento resti = a 1,6 o 1,5 volte il momento
nominale; -10 % of the torque except that after alfowing for His
tolerance the torgue shall be not less than 1.6 or 1.5 times the
rated torque;
+10%
+ 10% della classe garantita
+ 3 dB
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1.15. Tipi di servizio

I valori indicati nelle tabelle dei capitoli precedenti si riferiscono
a motori funzionanti nella modalita di servizio S1 (funzionamento
continuo con carico costante).

Carico : I'insieme dei valori delle grandezze elettriche e meccaniche
che caratterizzano le esigenzeimposte ad una macchina rotante da
un circuito elettrico o da un dispositivo meccanico, in undeterminato
istante.

Servizio : la definizione del carico o dei carichi cui la macchina e
sottoposta, inclusi (se applicabili) iperiodi di avviamento, frenatura
elettrica, funzionamento a vuoto e riposo, nonché la loro durata e
la loro sequenza nel tempo.

Le norme EN 60034-1 prevedono inoltre i sequenti tipi di servizio:

Servizio Continuo — Servizio S1
Funzionamento a carico costante di durata
sufficiente al raggiungimento dell’equilibrio
termico.

P = Carico

Pv = Perdite elettriche

T = Temperatura

t = Tempo

Tcc = Tempo di funzionam. a carico costante
Tmax = Temperatura massima raggiunta

Fig. 1.4 / Draw. 1.4

1.15. Types of services

The values indicated in the charts of the previous chapters refer to
motors which work in S1 duty (continuous working with constant
charge).

Charge: the group of values of the electrical and mechanical sizes
that characterizes the requirements imposed to a revolving machine
by an electrical circuit or by a mechanical device in a certain moment.

Duty: The definition of the charge or charges which a machine is
subject to, including (when applicable) start-up phases, electrical
braking, no-load and rest working, as well as their duration and their
sequence in time Moreover.

The EN 60034-1 rules also include the following kinds of duty:

Continuous duty — S1 Duty

Constant charge working for a sufficient
duration in order to reach the thermic
balance

P = Charge

Pv = Electrical leak

T = Temperature

t = Time

Tcc = Operation time at constant load
Tmax = Maximum reached temperature
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Servizio di durata limitata — Servizio
S2

Funzionamento a carico costante per un
periodo di tempo determinato, inferiore a
quello richiesto per raggiungere l'equilibrio
termico, seguito da un periodo di riposo di
durata sufficiente a ristabilire I'uguaglianza
fra la temperatura della macchina e quella
del fluido di raffreddamento, con una tol-
leranza di 2 K.

P = Carico

Pv = Perdite elettriche

T = Temperatura

t = Tempo

Tcc = Tempo di funzionam.a carico costante
Tmax = Temperatura massima raggiunta

Servizio intermittente periodico —
Servizio S3

Sequenza di cicli di funzionamento iden-
tici, ciascuno comprendente un periodo
di funzionamento a carico costante e un
periodo di riposo. In questo servizio il ciclo
e tale che la corrente di avviamento non
influenza la sovratemperatura in maniera
significativa.ll servizio periodico implica che
I'equilibrio termico non & raggiunto durante
il periodo a carico.

P = Carico

Pv = Perdite elettriche

T = Temperatura

t = Tempo

Dc = Durata di un ciclo

Tcc = Tempo di funzionam. a carico costante
Tr = Tempo di riposo

Tmax = Temperatura massima raggiunta

Rapporto di intermittenza = Tcc / (Tcc+Tr)
* 100%

Fig. 1.5 / Draw. 1.5

Fig. 1.6 / Draw. 1.6

Limited duration duty — S2 Duty
Constant charge working for a determined
period of time, which is lower than the
one required in order to reach the thermic
balance, followed by a rest duration period
necessary to restore the equality between
the machine temperature and the coolant,
with a 2 K margin.

P = Charge

Pv = Electrical leak

T = Temperature

t = Time

Tcc = Operation time at constant load
Tmax = Maximum reached temperature

Intermittent periodic duty — S3
Duty

Sequence of identical working cycles,
each including a constant charge load
and a no-load. In this duty the cycle is
such that the start-up current doesn’t
affect the over-temperature significan-
tly.The periodic duty means that the
thermic balance isn’t reached during
the load period.

P = Charge

Pv = Electrical leak

T = Temperature

t = Time

Dc = Cycle duration

Tcc = Operation time at constant load
Tr = Rest time

Tmax = Maximum reached temperature

Intermittence gear = Tcc / (Tcc + Tr) *
100%
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Servizio intermittente periodico con
avviamento — Servizio S4

Sequenza di cicli di funzionamento identi-
ci, ciascuno comprendente una fase non
marginale di avviamento, un periodo di fun-
zionamento a carico costante e un periodo
di riposo. Il servizio periodico implica che
I'equilibrio termico non & raggiunto durante
il periodo a carico.

P = Carico

Pv = Perdite elettriche

T = Temperatura

t = Tempo

Dc = Durata di un ciclo

Ta = Tempo di avviam. o di accelerazione
Tcc = Tempo di funzionam. a carico costante
Tr = Tempo di riposo

Tmax = Temperatura massima raggiunta

Rapporto di intermittenza = (Ta+Tcc) /
(Ta+Tcc+Tr) * 100%

Servizio intermittente periodico con
frenatura elettrica — Servizio S5
Sequenza di cicli di funzionamento iden-
tici, ciascuno comprendente una fase di
avviamento, un periodo di funzionamento
a carico costante, una fase di frenatura
elettrica rapida e un periodo di riposo. Il
servizio periodico implica che I'equilibrio
termico non € raggiunto durante il periodo
a carico.

P = Carico

Pv = Perdite elettriche

T = Temperatura

t = Tempo

Dc = Durata di un ciclo

Ta = Tempo di avviam. o di accelerazione
Tcc = Tempo di funzionam. a carico costante
Tf = Tempo di frenatura elettrica

Tr = Tempo di riposo

Tmax = Temperatura massima raggiunta

Rapporto di intermittenza = (Ta+Tcc+Tf)
/ (Ta+Tcc+Tf+Tr) * 100%

Fig. 1.7 / Draw. 1.7

Fig. 1.8 / Draw. 1.8

Intermittent periodic duty with start-
up — S4 Duty

Sequence of identical working cycles , each
including a non marginal working phase,
a constant charge load and a no-load. The
periodic duty means that the thermic balan-
ce isn't reached during the charge period.

P = Charge

Pv = Electrical leak

T = Temperature

t = Time

Dc = Cycle duration

Ta = Start-up or speed-up time

Tcc = Operation time at constant load
Tr = Rest time

Tmax = Maximum reached temperature

Intermittence gear = (Ta+Tcc) /
(Ta+Tcc+Tr) * 100%

Intermittent periodic duty with elec-
trical braking — S5 Duty

Sequence of identical working cycles ,
each including a start-up phase, a constant
charge working period, an electrical rapid
braking phase and no-load period. The pe-
riodic duty means that the thermic balance
isn’t reached during the charge period.

P = Charge

Pv = Electrical leak

T = Temperature

t = Time

Dc = Cycle duration

Ta = Start-up or speed-up time

Tcc = Operation time at constant load
Tf = Electrical braking time

Tr = Rest time

Tmax = Maximum reached temperature

Intermittence gear = (Ta+Tcc+Tf) /
(Ta+Tcc+TF+Tr) * 100%
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Servizio ininterrotto periodico — Ser-
vizio S6

Sequenza di cicli di funzionamento iden-
tici, ciascuno comprendente un periodo
di funzionamento a carico costante e un
periodo di funzionamento a vuoto. Non &
presente alcun periodo di riposo. Il servizio
periodico implica che I'equilibrio termico
non € raggiunto durante il periodo a carico.

P = Carico

Pv = Perdite elettriche

T = Temperatura

t = Tempo

Dc = Durata di un ciclo

Tcc = Tempo di funzionam. a carico costante
Tv = Tempo di funzionamento a vuoto
Tmax = Temperatura massima raggiunta

Rapporto di intermittenza = Tcc / (Tcc+Tv)
*100%

Servizio ininterrotto periodico con
frenatura elettrica — Servizio S7
Sequenza di cicli di funzionamento iden-
tici, ciascuno comprendente una fase di
avviamento, un periodo di funzionamento
a carico costante ed una fase di frenatura
elettrica.Non & presente alcun periodo di
riposo. Il servizio periodico implica che
I'equilibrio termico non & raggiunto durante
il periodo a carico.

P = Carico

Pv = Perdite elettriche

T = Temperatura

t = Tempo

Dc = Durata di un ciclo

Ta = Tempo di avviam. o di accelerazione
Tcc = Tempo di funzionam. a carico costante
Tf = Tempo di frenatura elettrica

Tmax = Temperatura massima raggiunta

Rapporto di intermittenza = 1

Fig. 1.9 / Draw. 1.9

Fig. 1.10 / Draw. 1.10

Continuous periodic duty — S6 Duty
Sequence of identical working cycles, each
including a constant charge working period
and an idle working period. No rest period
is involved. The periodic duty means that
the thermic balance isn't reached during
the charge period.

P = Charge

Pv = Electrical leak

T = Temperature

t = Time

Dc = Cycle duration

Tec = Operation time at constant load
Tv = Idle working time

Tmax = Maximum reached temperature

Intermittence gear = Tcc / (Tecc+Tv) *
100%

Continuous periodic duty with elec-
trical braking — S7 Duty

Sequence of identical working cycles, each
including a start-up phase, a constant
charge working period and an electrical
braking phase. No rest period is involved.
The periodic duty means that the thermic
balance isn't reached during the charge
period.

P = Charge

Pv = Electrical leak

T = Temperature

t = Time

Dc = Cycle duration

Ta = Start-up or speed-up time

Tec = Operation time at constant load
Tf = Electrical braking time

Tmax = Maximum reached temperature

Intermittence gear = 1
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Servizio ininterrotto periodico con
variazione correlate di carico e velo-
cita — Servizio S8

Sequenza di cicli di funzionamento identici,
ciascuno comprendente un periodo di funzio-
namento a carico costante corrispondente a
una prestabilita velocita di rotazione, seguito
da uno o pili periodi di funzionamento con
altri carichi costanti corrispondenti a diverse
velocita di rotazione (realizzato per esempio
mediante cambio del numero di poli nel caso
di motori ad induzione).

Non & presente alcun periodo di riposo. Il ser-
vizio periodico implica che I'equilibrio termico
non & raggiunto durante il periodo a carico.

P = Carico

Pv = Perdite elettriche

T = Temperatura

n = Velocita

t = Tempo

Dc = Durata di un ciclo

Tf 1° - 2° - 3° = Tempo di frenatura elettrica
Ta = Tempo di avviamento o di accelerazione
Tec 1° - 2° - 3° = Tempo di funzionamento
a carico costante

Tmax = Temperatura massima raggiunta

Rapporto di intermittenza =

(Ta+Tecl) / (Ta+Tecl +TF1+Tec2+ T2+ Tec3) * 100%
(TFL+Tec2) / (Ta+Tecl+TFL+Toc2+TR+4+Tec3) * 100%
(TRA+Tec3) / (Ta+Tecl+TFL+Toc2+TF2+Tec3) * 100%

Servizio con variazioni non periodiche
di carico e di velocita — Servizio S9

Servizio in cui generalmente carico e
velocita variano in modo non periodico
nel campo di funzionamento ammissibile.
Questo servizio comprende sovraccarichi
frequentemente applicati che possono
essere largamente superiori ai valori di
pieno carico.

P = Carico

Pv = Perdite elettriche

T = Temperatura

n = Velocita

t = Tempo

Ta = Tempo di avviamento o di accelerazione
Tev = Tempo di funzionam. a carico variabile
Tf = Tempo di frenatura elettrica

Tr = Tempo di riposo

Tfs = Tempo di funzionam. in sovraccarico
Pc = Pieno carico

Tmax = Temperatura massima raggiunta.

Fig. 1.11 / Draw. 1.11

Fig. 1.12 / Draw. 1.12

Continuous periodic duty with elec-
trical braking — S8 Duty

Sequence of identical working cycles,
each including a constant charge working
period corresponding to a predetermined
rotation speed, followed by one or more
periods of working with other constant
charges corresponding to different ro-
tation speeds (in the case of induction
motors, for example realized through the
change of the number of poles).

No rest period is involved. The periodic
duty means that the thermic balance isn't
reached during the charge period.

P = Charge

Pv = Electrical leak

T = Temperature

n = Speed

t = Time

Dc = Cycle duration

Tf 1° - 2° - 3° = Flectrical braking time
Ta = Start-up or speed-up time

Tcc 1° - 2° - 3° = Constant charge wor-
king time

Tmax = Maximum reached temperature

Intermittence gear =

(Ta+Tecl) / (Ta+Tecl +Ti1 +Tec2+TiR2+Tec3) * 100%
(Tf1+Te2) / (Ta+Tecl + T +Tec2+Ti2+Tac3) * 100%
(TR2+Tec3)/ (Ta+Tecl + T +Tec2+Ti2+Tac3) * 100%

Non periodic charge and speed varia-
tions duty — S9 Duty

In this duty charge and speed usually chan-
ge in a non periodic way in the acceptable
working field. This duty includes frequently
applied overcharges that can be extremely
higher than the full charge values.

P = Charge

Pv = Electrical leak

T = Temperature

n = Speed

t = Time

Ta = Start-up or speed-up time

Tcv = Variable charge working time
Tf = Electrical braking time

Tr= Rest time

Tfs = Overcharging working time
Pc = Full charge

Tmax = Maximum reached temperature
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1.16. Voltaggio - Frequenze nel mondo 1.16. Voltage - Frequency in the world

Europa occidentale / Western Europe

Austria 50 Hz 230/400 (Solo industria/Only industry = 500, 690 V)
Belgio 50 Hz 230/400 — 127-220 V

Danimarca 50 Hz 230/400 V

Finlandia 50 Hz 230/400 (Solo industria/Only industry = 500, 660 V)
Francia 50 Hz 127/220 — 230/400 (Solo industria/Only industry = 500, 380/660, 525/910 V)
Germania 50 Hz 230/400 V

Gran Bretagna 50 Hz 230/400 V

Grecia 50 Hz 230/400 — 127/220 V

Irlanda 50 Hz 230/400 V

Irlanda del Nord 50 Hz 230/400 — Belfast 220/380 V

Islanda 50 Hz 127/220 — 230/400 V

Italia 50 Hz 127/220 — 230/400 V

Lussemburgo 50 Hz 230/400 V

Norvegia 50 Hz 230-230/400 (Solo industria/Only industry = 500, 690 V)
Paesi Bassi 50 Hz 230/400 (Solo industria/Only industry = 660 V)
Portogallo 50 Hz 230/400 V

Spagna 50 Hz 230/400 V

Svezia 50 Hz 230/400 V

Svizzera 50 Hz 230/400 — 500 V

Europa dell’'Est / Eastern Europe

Albania 50 Hz 230/400 V

Bulgaria 50 Hz 230/400 V

Croazia 50 Hz 230/400 V

Polonia 50 Hz 230/400 V

Repubblica Ceca 50 Hz 230/400 (Solo industria/Only industry = 500, 690 V)
Romania 50 Hz 230/400 V

Serbia 50 Hz 230/400 V

Slovacchia 50 Hz 230/400 (Solo industria/Only industry = 500, 690 V)
Slovenia 50 Hz 230/400 V

Territori dell'ex UdSSR 50 Hz 230/400 (Solo industria/Only industry = 690 V)
Ungheria 50 Hz 230/400 V

Medio Oriente / Middle East

Afghanistan 50 Hz 220/380 V

Arabia Saudita 60 Hz 127/220 — 220/380 (Solo industria/Only industry = 480 V) (220/380 — 240/415 V 50 Hz: solo parti restanti)
Bahrein 50 Hz 230/400 V

Cipro 50 Hz 240/415 V

Emirati Arabi Uniti (Abu Dhabi; Ajman; Dubai; Fujairah; Ras al-Khaimah; Sharjah; Umm al-Gaiwain) 50 Hz 220/380 — 240/415 V
Giordania 50 Hz 220/380 V

Irak 50 Hz 220/380 V

Israele 50 Hz 230/400 V

Kuwait 50 Hz 240/415 V

Libano 50 Hz 110/190 — 220/380 V

Oman 50 Hz 220/380 — 240/415 V

Qatar 50 Hz 240/415 V

Siria 50 Hz 115/200 — 220/380 (Solo industria/Only industry = 400 V)

Turchia 50 Hz 220/380 V (zone di Istanbul: 110/190 V)

Yemen (Nord) 50 Hz 220/380 V

Yemen (Sud) 50 Hz 230/400 V

Estremo Oriente / Far East

Bangladesh 50 Hz 230/400 V

Burma 50 Hz 230/400 V

Cambogia 50 Hz 120/208 V — Phnom Penh 220/238 V

Corea (Nord) 60 Hz 220/380 V

Corea (Sud) 60 Hz 100/200 — 220/380 (Solo industria/Only industry = 440 V)

Filippine 60 Hz 110/220 — 440 V

Giappone 50 Hz 100/200 (Solo industria/Only industry = 400 V)

Hong Kong 50 Hz 200/346 V

Honshu Sud, Shikoku, Kyushu, Hokkaido, Honshu Nord 60 Hz 110/220 (Solo industria/Only industry = 440 V)
India 50 Hz 220/380 — 230/400 — 240/415 V

Indonesia 50 Hz 127/220 — 220/380 (Solo industria/Only industry = 400 V)

Malesia 50 Hz 240/415 V

Pakistan 50 Hz 230/400 V

Repubblica Popolare Cinese 50 Hz 127/220 — 220/380 V (nell'industria mineraria: 1140 V)

F-17

GENERAL



Caratteristiche generali - General specifications seipee

Repubblica Popolare Mongola 50 Hz 220/380 V
Singapore 50 Hz 240/415 V

Sri Lanka 50 Hz 230/400 V

Tailandia 50 Hz 220/380 V

Taiwan 60 Hz 110/220 — 220 - 440 V

Vietnam 50 Hz 220/380 V

Nordamerica / North America
Canada 60 Hz 600 — 120/240 — 460 - 575V
USA 60 Hz 120/208 — 120/240 — 277/480 (Solo industria/Only industry = 600 V)

America Centrale / Central America

Bahamas 60 Hz 115/200 — 120/208 V

Barbados 50 Hz 110/190 — 120/208 V

Belize 60 Hz 110/220 — 220/440 V

Costa Rica 60 Hz 120/208 — 120/240 — 127/220 — 254/440 (Solo industria/Only industry = 227/480 V)
Cuba 60 Hz 120/240 — 220/380 (Solo industria/Only industry = 277/480, 440 V)

El Salvador 60 Hz 110/220 —120/208 —127/220 — 220/440 (Solo industria/Only industry = 240/480, 254/440 V)
Giamaica 50 Hz 110/220 (Solo industria/Only industry = 440 V)

Guatemala 60 Hz 120/208 — 120/240 — 127/220 (Solo industria/Only industry = 277/480, 480, 550 V)
Haiti 50 Hz 220/380 V (Jacmel), 60 Hz 110/220 V

Honduras 60 Hz 110/220 — 127/220 — 277/480 V

Messico 60 Hz 127/220 (Solo industria/Only industry = 440 V)

Nicaragua 60 Hz 110/220 — 120/240 — 127/220 — 220/440 (Solo industria/Only industry = 254/40 V)
Panama 60 Hz — 120/240 (Solo industria/Only industry = 120/208, 254/440, 277/480 V)

Puerto Rico 60 Hz 120/208 — 480 V

Repubblica Dominicana 60 Hz 120/208 — 120/240 (Solo industria/Only industry = 480 V)

Trinidad 60 Hz 110/220 — 120/240 — 230/400 V

Sudamerica / South America

Argentina 50 Hz 220/380 V

Bolivia 60 Hz 220/380 — 480 V, 50 Hz 110/220 — 220/380 V (eccezione)
Brasile 60 Hz 110/220 — 220/440 — 127/220 — 220/380 V

Cile 50 Hz 220/380 V

Colombia 60 Hz 110/220 — 150/260 — 440 V

Ecuador 60 Hz 120/208 — 127/220 V

Guyana 50 Hz 110/220 V (Georgetown), 60 Hz 110/220 — 240/480 V
Paraguay 60 Hz 220/380 — 220/440 V

Pert 60 Hz 220 — 220/380/440 V

Suriname 60 Hz 115/230 — 127/220 V

Uruguay 50 Hz 220 V

Venezuela 60 Hz 120/208 — 120/240 — 208/416 — 240/480 V

Africa / Africa

Algeria 50 Hz 127/220 — 220/380 V
Angola 50 Hz 220/380 V

Benin 50 Hz 220/380 V

Camerun 50 Hz 127/220 — 220/380 V
Congo 50 Hz 220/380 V

Costa d’Avorio 50 Hz 220/380 V
Egitto 50 Hz 110/220 — 220/380 V
Etiopia 50 Hz 220/380 V

Gabun 50 Hz 220/380 V

Ghana 50 Hz 127/220 — 220/380 V
Guinea 50 Hz 220/380 V

Kenia 50 Hz 220/380 V

Liberia 60 Hz 120/208 — 120/240 V
Libia 50 Hz 127/220 — 220/380 V
Madagascar 50 Hz 127/220 — 220/380 V
Malawi 50 Hz 220/380 V

Mali 50 Hz 220/380 V

Marocco 50 Hz 115/200 - 127/220 — 220/380 (Solo industria/Only industry = 500 V)
Mauritius 50 Hz 240/415 V
Mozambico 50 Hz 220/380 V

Namibia 50 Hz 220/380 V

Niger 50 Hz 220/380 V

Nigeria 50 Hz 220/415 V

Ruanda 50 Hz 220/380 V
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Senegal 50 Hz 127/220 — 220/380 V
Sierra Leone 50 Hz 220/380 V
Somalia 50 Hz 220-220/440 V

Sudafrica 50 Hz 220/380 (Solo industria/Only industry = 500, 550/950 V)

Sudan 50 Hz 240/415 V

Swaziland 50 Hz 220/380 V
Tanzania 50 Hz 230/400 V

Togo 50 Hz 127/220 — 220/380 V
Tunisia 50 Hz 115/200 — 220/380 V
Uganda 50 Hz 240/415 V

Zaire 50 Hz 220/380 V

Zambia 50 Hz 220/380 V — 415 (Solo industria/Only industry = 550 V)

Zimbabwe 50 Hz 220/380 V

2. INSTALLAZIONE E MANUTENZIONE

2.1. Avvertenze generali

La garanzia sul motore acquistato viene automaticamente
a decadere qualora il motore subisca lo smontaggio e la
sostituzione di parti.

Ricordiamo che i motori del presente catalogo sono conformi alle
seguenti Direttive Comunitarie:

- Direttiva “"Bassa Tensione” 2014/35/UE". I motori del pre-
sente catalogo sono conformi alla direttiva e riportano in targa il
marchio CE.

- Direttiva “Compatibilita Elettromagnetica” 2014/30/UE.
Non obbligatoriamente applicabile ai prodotti di questo catalogo. La
responsabilita della conformita alla direttiva & a carico del costruttore
della macchina.

Sicurezza: un uso improprio del motore, un’installazione
non corretta, la rimozione delle protezioni, I'eliminazione
dei dispositivi di sicurezza, la carenza di manutenzione,
possono causare gravi danni a persone e cose. Pertanto deve
essere movimentato, installato, messo in servizio, curato e riparato
esclusivamente da personale qualificato (secondo IEC364).

Pericoli: motori elettrici presentano parti poste sotto tensione, parti
in movimento, parti con temperature superiori a 50°C. Qualsiasi inter-
vento sul motore deve avvenire sempre quando & fermo e scollegato
dalla rete di alimentazione. Scollegare eventuali equipaggiamenti
ausiliari e eliminare ogni possibilita di avviamento improvviso. Nei
motori monofase il condensatore di esercizio pud rimanere carico,
mantenendo sotto tensione la morsettiera motore.

2.2. Ricevimento e installazione

Ricevimento: verificare che il motore corrisponda a quanto ordinato
e che non abbia subito danneggiamenti durante il trasporto. Non si
pud mettere in servizio un motore danneggiato. I golfari eventual-
mente presenti nella carcassa servono al sollevamento del solo mo-
tore. Per I'eventuale giacenza in magazzino, il luogo deve essere
coperto, pulito, asciutto, privo di vibrazioni e agenti corrosivi. Dopo
lunghi periodi di giacenza a magazzino o lunghi periodi di inattivita,
si consiglia di verificare la resistenza di isolamento tra gli avvol-
gimenti e verso massa con apposito strumento. Per funzionamenti
con temperatura diversa da -15 +40°C e ad altitudini superiori
ai 1.000 m, interpellateci. Non @ consentito I'impiego in luoghi
con atmosfere aggressive, con pericolo di esplosione.

Installazione : sistemare il motore in modo che si abbia un ampio
passaggio d'aria dal lato della ventola; insufficiente circolazione d’ aria
compromette lo scambio termico. Evitare la vicinanza con altre fonti di
calore tali da influenzare la temperatura sia dell’aria di raffreddamento

2. INSTALLATION AND MAINTENANCE

2.1. General recommendations

Disassembly of the motor or replacement of its parts au-
tomatically voids the warranty with which the purchased
motor is provided.

Please note that the motors in this catalogue are comply of the
following Community Directives:

- "Low Voltage” Directive 2014/35/UE". The motors in this
catalogue are comply of the directive and bear the CE mark on the
data plate.

- "Electromagnetic Compatibility” Directive 2014/30/UE. Not
obligatorily applicable to the products in this catalogue. The machine
manufacturer is responsible for compliance with the directive.

Safety: improper use of the motor, incorrect installation,
removal of the protections, elimination of the safety devices
and negligent maintenance may cause serious damage to
persons and things. Thus, the motor must only be handled, in-
stalled, commissioned, serviced and repaired by qualified personnel
(in accordance with IEC364).

Dangers: electric motors have live parts, moving parts and parts that
reach temperatures exceeding 50°C. All work on the motor must be
performed when the motor itself is at a standstill and disconnected
from the mains power supply. Disconnect any auxiliary equipment
and take all measures to prevent sudden starts. The capacitor of
single-phase motors may remain loaded, thus keeping the motor’s
terminal box live.

2.2. Arrival of motor and installation

Arrival: make sure that the motor is the same as the one ordered
and that it has sustained no damage during transport. A damaged
motor cannot be used. The eyebolts on the housing are designed
for lifting the motor alone. If the motor must be kept in stock, store

it in a sheltered, clean, dry place free from vibrations and corrosive
agents. If the motor is to be stored or remain idle for a long period
of time, it is advisable to check the insulation resistance between W
the windings and towards earth with the relative instrument. Please E
contact us if the motor must operate at a different temperature @
from -15 +40°C or at an altitude of more than 1.000 m. It

is forbidden to use the motor in places with an aggressive
atmosphere, where there is a risk of explosion.

Installation : the motor must be positioned so that air is free to
pass around the fan side. Insufficient air circulation will obstruct the
heat exchange. Do not install the motor near other heat sources that
could affect the temperature of both the cooling air and the motor

F-19



Caratteristiche generali - General specifications

e

A

che del motore per irraggiamento. Eventuali fori scarico condensa
devono essere rivolti verso il basso, per permettere lo scarico. Quando
€ possibile proteggere il motore: dall’'eccessivo irraggiamento solare
(la temperatura del motore potrebbe aumentare eccessivamente),
dalle intemperie (IM V1 e derivate & necessario richiedere il motore
con il tettuccio para-pioggia) e da spruzzi d'acqua (sigillare la scatola
morsettiera e I'entrata cavo con mastice da guarnizione). Fondazio-
ne: deve essere ben dimensionata per garantire stabilita al fissaggio.
Accoppiamenti: verificare che il carico radiale/assiale rientri nei
valori riportati in Tab. 1.5 e Tab. 1.6. Per il foro degli organi calettati
sull’estremita dell’albero & consigliata la tolleranza HZ7. Prima di
eseguire |'accoppiamento pulire e lubrificare le superfici di contatto
per evitare pericoli di grippaggio. Nelle operazioni di montaggio
(smontaggio) utilizzare sempre appositi tiranti (estrattori) per evitare
eventuali danni ai cuscinetti del motore. L'uso del martello & quindi
da escludere. E consigliabile riscaldare eventuali giunti, pulegge fino
a 60-80°C prima del montaggio. Accoppiamento diretto: curare
I'allineamento del motore rispetto a quello della macchina condotta.
Accoppiamento a cinghia: verificare che |'asse del motore sia sem-
pre parallelo all'asse della macchina condotta, lo sbalzo della puleggia
deve essere il minimo possibile, la tensione delle cinghie non deve
essere eccessiva per non compromettere la durata dei cuscinetti o
provocare la rottura dell’albero motore. I motori sono equilibrati con
mezza linguetta; per evitare vibrazioni e squilibri &€ necessario che gli
organi di trasmissione siano stati opportunamente equilibrati prima
dell'accoppiamento. Per servizi con elevato numero di avviamenti
€ necessario proteggere il motore per evitare un surriscaldamento
eccessivo, utilizzando una protezione termica (bimetallica, termistore
PTC, PT100); l'interruttore magnetotermico non € sufficiente. Per
ottenere avviamenti dolci con basse correnti di spunto si puo adottare
I'avviamento a tensione ridotta (per partenze a vuoto o con carichi
ridotti utilizzare I'avviamento Y / A o con soft starters, mentre per
avviamenti a pieno carico e nelle applicazioni con elevati momenti
d'inerzia, utilizzare l'inverter).

Funzionamento con inverter: i motori JM e GM, sono adatti al
funzionamento con inverter (valori limiti: tensione alimentazione U, <
500V, picchi di tensione U, < 1000V, gradienti di tensione dU/dt <
1kV/us. Per tensione di alimentazione > 500 V interpellarci. L'utilizzo
dell'inverter richiede delle precauzioni: I'entita di tali picchi/gradienti
€ legata al valore della tensione di alimentazione dell'inverter e alla
lunghezza dei cavi di alimentazione del motore. Per limitare tale entita
si consiglia I'utilizzo di appositi filtri (a cura dell’acquirente) posti tra
inverter e motore (obbligatori per cavi di alimentazione > di 30 m).
Motori ATEX 2014/34/UE gruppo II categoria 3D zona 22
/ 3G zona 2: l'acquirente del prodotto avra la responsabilita di
adottare opportune misure tecniche ed organizzative e di valutare
ogni possibile rischio d’esplosione per la salute e sicurezza dei la-
voratori in aree potenzialmente esplosive (Direttiva 99/92/CE). Al
ricevimento del motore elettrico accertarsi che non presenti danni
o anomalie. Prima di mettere in funzione il motore controllare i dati
riportati in targa, leggere attentamente il manuale di istruzioni
(in dotazione al motore) e verificare la sua idoneita alla applicazione
richiesta. Nel caso di applicazioni con inverter interpellarci.

2.3. Collegamenti
Collegamento motore

Prima di effettuare I'allacciamento elettrico assicurarsi che
I'alimentazione corrisponda ai dati elettrici riportati in targa.
Eseguire il collegamento secondo gli schemi indicati nel foglio contenuto
all'interno della scatola morsettiera o sulla parete della scatola mede-
sima. Utilizzare cavi di sezione adeguata in modo da evitare un surri-
scaldamento e/o eccessiva caduta di tensione ai morsetti del motore.
Motore trifase singola polarita: fare attenzione al collegamento
esistente in morsettiera e a quello riportato sulla targa del motore; il
voltaggio minimo & riferito al collegamento a A, il voltaggio massimo
a'Y. L'avviamento stella-triangolo & possibile solo quando la tensione
di rete corrisponde al valore a A.

itself. Holes for draining off condensation must point downwards,
so as to allow the fluid to flow out. When possible, protect the motor
against: excessive exposure to the sun (the temperature of the motor
could increase too much), inclement weather (order the motor with
the rainproof cover when IM V1 and deriving versions are required)
and splashing water (seal the terminal box and cable inlet with se-
aling cement). Foundation: must be well-sized to ensure that the
assembly is stable. Couplings: make sure that the radial/axial load
is within the values given in Tab. 1.5 and Tab. 1.6. Tolerance HZ7 is
recommended for the hole of the parts keyed to the end of the shaft.
Clean and lubricate the surfaces before coupling so as to prevent
seizures. Always use the relative jacking screws (pullers) during the
assembly and disassembly operations so as to prevent the motor
bearings from being damaged. Never use a hammer or mallet. Joints
and pulleys should be heated to 60-80°C prior to assembly. Direct
coupling: make sure that the drive shaft is aligned with that of the
driven machine. Belt drives: make sure that the shaft of the motor is
parallel to the shaft of the driven machine, that the pulley overhangs
to the smallest possible extent and that the belt tension is unable to
impair the life of the bearings or break the drive shaft. The motors
are balanced with a half-key. To prevent vibrations or imbalances,
the transmission components must be correctly balanced before
they are coupled. For duty with a high number of starts, the motor
must be protected against excessive heating by means of a thermal
protection (bimetallic, PTC thermistor, PT100). A magnetothermal
circuit-breaker is not enough. The low-voltage starting method can
be used to obtain smooth starts at low breakaway starting current
values (use Y / A or soft starters for no load starts or with reduced
loads and use an inverter for full-load starts or applications with high
moments of inertia).

Operation with inverters: JM and GM motors are suitable for
operation with inverters (limit values: power-supply voltage U, <
500V, voltage peaks U,,, < 1000V, voltage gradients dU/dt < 1kV/
us. Contact us for > 500 V power supply voltage values. Use of in-
verters requires the following precautions: The entity of these peaks/
gradients is bound to the inverter’s power-supply voltage and the
length of the motor’s feeder cables. To limit this entity, it is advisable
to use special filters (at the purchaser’s charge) installed between
the inverter and motor (obligatory for > 30 m feeder cables).
Motors ATEX 2014/34/UE group II class 3D zone 22 / 3G
zone 2: The purchaser is responsible for taking adequate technical
and organizational measures and for assessing all possible explosion
hazards so as to protect the health and safety of workers in potentially
explosive areas (Directive 99/92/EC). As soon as the motor arrives,
check to make sure that it is not faulty or damaged in any way. Before
operating the motor, check the data plate data, carefully read the
instruction manual (supplied with the motor) and make sure that
the motor is suitable for the required use. Please contact us if the
applications is to be used with an inverter.

2.3. Connections
Motor connection

Make sure that the power supply voltage corresponds to the
electrical data on the data plate before making the electri-
cal connections. Make the connections as indicated in the wiring
diagrams on the sheet inside the terminal box or on the wall of the
same box. Use cables with adequate sections to prevent overheating
or excessive voltage drops on the motor’s terminals.

Three-phase single-polarity motor: pay attention to the con-
nection in the terminal box and to the one shown on the motor’s
data plate. The minimum voltage refers to the A connection, the
maximum voltage to the Y connection. Star-delta starting can only
be obtained when the mains voltage corresponds to the value of A.
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Senso di rotazione: € consigliabile verificare il senso di rotazione del
motore prima dell'accoppiamento alla macchina utilizzatrice, quando
un senso di rotazione contrario a quello desiderato puo causare danni
a persone e/o cose (si consiglia di togliere la linguetta dall’estremita
dell'albero per evitare la sua violenta fuoriuscita). Per modificare il
senso di rotazione nei motori trifasi € sufficiente invertire due fasi di
alimentazioni della linea, mentre per i motori monofasi occorre cam-
biare la disposizione dei ponticelli presenti in morsettiera (seguire lo
schema di collegamento presente sul lato interno del coprimorsettiera).

Schema di collegamento trifase singola polarita

A
Voltaggio minimo
Minimum voltage

" U1-wz
W )
L) (v) W
Ly L2 L3

Schema di collegamento monofase

Wi-w2 Vi-uz

Coflegamento rotazions oraria
Clockwise rotafion connection

=0

L H:

)

Schemi di collegamento trifase a doppia polarita

Avvolgimenti separati 4.6 poli
Velocitaalta - Y - High speed

2u
Rty
(1) AW
'i_,f ) (W) i
o~ :
L2u i@ .,g'u"u" j ’A\m
T 3 9
L L2 w1 W 2

Unico avvolgimento 4.8 poli
Velocita alta - Y Y - High speed

56 ...

96 ...

80 ... 250

Direction of rotation: it is advisable to check the motor’s direction
of rotation before it is coupled to the user machine. The wrong direc-
tion of rotation could cause damage to persons and things (you are
aadvised to remove the spline from the end of the shaft to prevent it
from springing out in a violent manner).

To change the direction of rotation of a three-phase motor; just switch
two of the mains power phases while in single-phase motors, you
must change the positions of the jumpers in the terminal box (comply
with the wiring diagram inside the terminal box cover).

Three-phase single polarity wiring diagram

Y

Voltaggio massimo
Maximum voltage

1 u1
450
U @ @

Fig. 2.1 / Draw. 2.1

Single-phase wiring diagram

Collegamento rotazione anti-craria
Anti-clockwise rofation connection

@ @ O
)

100

Fig. 2.2 / Draw. 2.2

Three-phase double polarity wiring diagrams

Separate windings 4.6 poles
Velocita bassa - Y - Low speed

Fig. 2.3 / Draw. 2.3

Single winding 4.8 poles -l
Velocita bassa- Y - Low speed E
-4
Wg )
2w
! "Jil
n"l 2 o
W v

Fig. 2.4 / Draw. 2.4
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Messa a terra: le parti metalliche del motore che normalmente
non sono sotto tensione devono essere collegate a terra utilizzando
I'apposito morsetto contrassegnato, posto allinterno della scatola
morsettiera (utilizzare un cavo di sezione adeguata).

Collegamento protezioni termiche

Terminali posti all'interno della scatola morsettiera motore. Le prote-
zioni necessitano di una apposito relé o apparecchiatura di sgancio (a
carico dell'acquirente del motore). Prima del collegamento, verificare
le caratteristiche riportate nella targhetta adesiva che identifica il
tipo di protezione.

ATTENZIONE: il mancato collegamento delle sonde termiche
(quando presenti) comporta I'annullamento della garanzia
del motore.

Collegamento scaldiglia anticondensa

Terminali posti all'interno della scatola morsettiera motore. Prima
del collegamento verificare le caratteristiche riportate sulla targhetta
adesiva che identifica il tipo di protezione (verificare i dati di alimen-
tazione). Viene normalmente prevista la loro alimentazione quando
quella del motore viene interrotta, generando un riscaldamento che
previene la formazione di condensa.

Collegamento sensore di temperatura PT 100 (termometro a
resistenza). Conformi alle norme DIN-IEC 751. Prima del collega-
mento verificare le caratteristiche riportate sella targhetta adesiva
che identifica il tipo di protezione. I PT 100 necessitano di una ap-
posita apparecchiatura per essere utilizzati (a carico dell'acquirente
del motore).

Avvolgimento: tre PT 100 inseriti nell'avvolgimento uno per fase.
Terminali posti all'interno della scatola morsettiera motore.

Cuscinetti: un PT 100 inserito nel supporto cuscinetto (lato coman-
do, lato opposto comando). Terminali posti all'interno di una scatola
di derivazione solidale alla carcassa del motore.

Collegamento servoventilatore assiale

Terminali di alimentazione posti all'interno di una scatola morsettiera
ausiliaria solidale al copriventola. Prima del collegamento verificare
le caratteristiche riportate sulla targhetta adesiva di identificazione
(verificare i dati di alimentazione).

Importante: verificare che il senso di rotazione del ventilatore trifase
corrisponda a quello indicato dalla freccia posta sul copriventola, in
caso contrario invertire due delle tre fasi di alimentazione.

Collegamento encoder

Cavetto di collegamento munito di connettore maschio di tipo militare

fissato al motore. Viene fornito anche il connettore femmina con re-

lativo schema per il collegamento). Prima del collegamento verificare

le caratteristiche riportate sulla targhetta adesiva di identificazione.

Consigli utili all'installazione.

- utilizzare cavi schermati con connessione a terra; devono essere
posizionati separatamente dai cavi di potenza

- Installare la scheda di controllo il pil vicino possibile all'encoder e il
pit lontano possibile all'eventuale inverter (quando non & possibile
schermare in modo adeguato l'inverter).

Importante: al termine dei collegamenti, verificare il corretto ser-

raggio dei morsetti elettrici, posizionare correttamente la guarnizione

e richiudere la scatola morsettiera. Per installazioni in ambienti con

frequenti spruzzi d'acqua si consiglia di sigillare la scatola morsettiera

e |'entrata cavi con mastice per guarnizioni.

Earth connection: metal parts of the motor that are normally not
live must be earthed by means of the relative terminal in the terminal
box (use a cable with an adequate section).

Connection of thermal protections

Terminals installed inside the motor’s terminal box. These protections
require a dedicated relay or release device (at the motor purchaser’s
charge). Check the specifications on the sticker that identifies the
type of protection prior to connection.

WARNING: failure to connect the thermal probes (when
applicable) will void the warranty with which the motor is
provided.

Connection of the anti-condensation heater

Terminals installed inside the motor’s terminal box. Check the
specifications on the sticker that identifies the type of protection
prior to connection (check the power supply specifications). Anti-
condensation heaters are normally switched on automatically when
the supply to the motor is interrupted, heating the motor to avoid
water condensation.

PT 100 temperature sensor connection (resistance thermome-
ter). Comply of standard DIN-IEC 751. Check the specifications on
the sticker that identifies the type of protection prior to connection.
PT 100 sensors require a special device in order to be used (at the
motor purchaser’s charge).

Winding: three PT 100 installed in the winding, one per phase.
Terminals installed inside the motor’s terminal box.

Bearings: a PT 100 installed in the bearing support (control side,
side opposite control). Terminals installed inside a switch box enbloc
with the motor housing.

Connection of the forced axial fan

The powering terminals are installed in an auxiliary terminal box on
the fan cover. Check the specifications on the identification sticker
prior to connection (check the power supply specifications).
Important: make sure that the direction in which the three-phase
fan spins corresponds to the direction indicated by the arrow on the
fan cover. Switch two of the three power phases if this is not the case.

Encoder connection

Connection lead equipped with a military type male connector fixed

to the motor. The female connector and the relative wiring diagram

are also supplied). Check the specifications on the identification

sticker prior to connection.

Recommendations for installation.

- use shielded cables with earth connection. They must be routed
separately from the power cables

- install the control board as near as possible to the encoder and
as far as possible from the inverter (when the inverter cannot be
shielded in an adequate way).

Important: once the connections have been made, check to make

sure that the electric terminals are well tightened, position the seal

correctly and close the terminal box again. If the motor is installed

in a place where it is frequently subjected to splashing water; it is

advisable to seal the terminal box and cable inlet with sealing cement.
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2.4. Manutenzione periodica

Da effettuarsi in condizioni di totale sicurezza: motore fermo, scol-
legato dalla rete di alimentazione.

- Verificare che l'intero circuito di raffreddamento (carcassa,
entrata d'aria dal lato ventola, eventuale servoventilatore) sia
esente da polvere, oli e da qualsiasi residuo di lavorazione in modo
da evitare che il motore si surriscaldi per I'impedimento del normale
ciclo di raffreddamento.

- Controllare che il motore funzioni senza vibrazioni né ru-
mori anomali. Se ci sono vibrazioni controllare la fondazione del
motore e I'equilibratura della macchina accoppiata.

- Verificare la tensione di eventuali cinghie (una tensione ele-
vata riduce sensibilmente la durata dei cuscinetti del motore, pud
causare anche la rottura dell’'estremita dell’albero).

- Verificare lo stato delle tenute sull’albero ed ingrassarle
periodicamente perché tali componenti lavorano a contatto con le
parti in movimento e si usurano velocemente. Una volta usurate
, vanno sostituite utilizzando componenti identici agli originali.

- Verificare lo stato dei cuscinetti. I cuscinetti chiusi montati
nella serie JM, JMM, GM-GMD 160...250 vanno semplicemente
sostituiti al termine della loro vita. I cuscinetti aperti montati nelle
serie GM necessitano di lubrificazione ad intervalli regolari (vedere
etichetta sugli intervalli posta sul motore). La durata dei cuscinetti
varia molto a seconda dei tipi di carichi e di avviamenti che si ap-
plicano al motore e dipende anche dalle temperature e dall'umidita
dell'ambiente di lavoro. L'eccessiva rumorosita indica di solito la
necessita di sostituire i cuscinetti. Se la messa in funzione é stata
realizzata da poco occorre innanzi tutto controllare I'accoppiamento
(provvedere a correggere gli errori di allineamento o verificare la
tensione delle eventuali cinghie). Se i cuscinetti continuano ad
essere rumorosi, significa che sono gia stati compromessi e occorre
sostituirli. Durante la sostituzione dei cuscinetti, quando si estrae
I'albero con rotore dallo statore, occorre fare molta attenzione a
non danneggiare gli avvolgimenti. Per il montaggio dei cuscinetti
utilizzare una pressa con adeguato manicotto appoggiato all’anello
interno, oppure preriscaldare il cuscinetto stesso a circa 80°C e
porlo in sede. Assicurarsi che gli anelli interni siano correttamente
appoggiati agli spallamenti dell’albero e che i cuscinetti sostituiti
siano dello stesso tipo o equivalenti a quelli originali. Si consiglia
di sostituire sempre le tenute sull’albero.

Importante: in caso di smontaggio e rimontaggio di componenti
del motore ove sia presente mastice e/o silicone di protezione, ga-
rantire lo stesso livello di protezione al momento del ri-assemblaggio.

2.4. Routine maintenance

To be carried out in conditions of total safety: motor at a standstill
and disconnected from the mains power supply.

- Make sure that the entire cooling circuit (housing, air inlet
from the fan side and forced ventilation fan, if applicable) is free
from dust, oil and any machining residue so as to prevent the motor
from overheating and the normal cooling cycle from being impaired.

Make sure that the motor operates without vibrations
or abnormal noise. If vibrations are noted, check the motor’s
foundation and make sure that the machine to which the motor is
connected is correctly balanced.

- Check the tension of any belts (excessively taut belts sensibly
reduce the life of the motor’s bearings and can cause the shaft
end to break).

- Check the condition of the shaft seals and grease them perio-
dically as these components function in contact with moving parts
and wear out very quickly. Once worn, they must be replaced with
components identical to the original ones.

- Check the condition of the bearings. Closed bearings installed
in the JM, JMM, GM-GMD 160...250 series must be simply replaced
at the end of their working life. Opened bearings installed in the
GM series need to be lubricated at regular intervals (the frequency
is indicated on the label on the motor). Bearing life varies consi-
derably and depends on the type of load and number of starts to
which the motor is subjected. It also depends on the temperature
and degree of humidity in the work environment. Excessive noise
usually means that the bearings need to be replaced. If the motor
has been recently commissioned, the first thing to do is to check
the coupling (correct any alignment errors and check the tension
of any belts). If the bearings continue to be noisy it means that
they are already damaged and must be replaced. Take great care
to prevent the windings from being damaged when the bearings
are being replaced and the shaft with rotor is removed from the
stator. Use a press with an adequate sleeve resting on the inner
ring when assembling the bearings, or preheat the bearing to a
temperature of about 80°C and place it in its housing. Make sure
that the inner rings rest correctly against the shaft supports and
that the replaced bearings are the same as the original ones or
an equivalent type. It is always advisable to replace the seals on
the shaft.

Important: if motor components are disassembled or re-assembled
in places where protective cement or silicone has been applied,
remember to guarantee the same degree of protection when the
parts are re-assembled.
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Tab. 2.1/ Tab. 2.1
Intervallo di lubrificazione [h] "' - Lubrication frequency [h] "

Motore Lato accoppiamento - [nve end Lato opposte ace. - Non-drive end g;;::
Motor 50 Hz 60 Hz 50 Hz 60 Hz [a]
Poli - Poles Poli - Poles Poli - Poles Poh - Poles Pol - Poles
2 4 ] B 2 4 6 8 2 4 -] 8 2 4 [:] ;] 2 4.8
160° | 3250 5450 7000 6300 | 2600 S000 6200 7500 | 3250 5450 7000 8300 | 2600 5000 6200 7500 13
180° | 2750 5250 67H0  BOOO | 2100 4750 6000 7250 | 2750 5250 G750 BOOO | 2100 4¥s0 6000 7250 18
200" | 2500 5000 6500 7700 | 1850 4500 5750 7100 | 2500 S000 6500 7700 | 1850 4500 5750 Y100 20
225* | 2250 4800 6000 7450 | 1500 4300 5400 6000 | 2250 4800 6000 7450 | 1500 4300 5400 G000 23
250° | 2000 4650 &300 7250 | 1180 4450 4780 G600 | 2000 7650 6300 7250 | 1150 4180 4750 6600 2
280 | 2000 4300 S000 6900 | 1150 3800 4250 6400 | 2000 4300 5000 6900 | 11500 3800 4250 6400 | 26 ar
315 1200 3000 4800 5500 | 500 2100 4000 5000 | 1200 3900 5750 7200 | S00 3800 5100 8200 | 37 45
355 700 2300 4300 5250 | 220 1600 3750 4800 | TOO 3650 5250 6500 | 220 3000 4700 5300 | 45 0 6O
355 % | 350 1900 4100 5000 | 100 1750 3800 4500 | 700 1900 4100 s000 | 250 17s0 3500 4500 | 54 &gt
400 350 1800 3900 4800 | 1000 11000 3100 4300 | 350 3200 4800 G200 | 250 2800 4300 5300 | sS4 M1
450 1300 3500 4500 BOOD 2700 4000 2750 4500 5800 1760 4000 4600 g3

*  Motori standard con cuscinetti schermati, lubrificati a vita; a richiesta,
per cuscinetti non schermati, utilizzare i valori di tabella.
** Dimezzare la quantita di grasso lato opposto accoppiamento.

1) Valido per grassi al litio di buona qualita e temperature di lavoro non
superiori a 90°C, albero-motore orizzontale e carichi normali. Dimezzare
i valori di tabella per applicazioni con albero-motore verticale. Per
temperature di lavoro superiori ai 90°C: dimezzare i valori di tabella per
ogni 15°C di aumento di temperatura. (Temperatura massima di lavoro,
relativa a grasso al Litio con olio di base minerale, pari a circa 110°C).

Procedimenti per la rilubrificazione dei cuscinetti non scher-

mati:

- Se l'intervallo di rilubrificazione & inferiore ai sei mesi (periodo
indicativo), tutto il grasso esistente va comunque sostituito com-
pletamente al massimo dopo 23 rabbocchi.

- Se l'intervallo di rilubrificazione & superiore ai sei mesi (periodo
indicativo), tutto il grasso va sostituito ogni sei mesi.

Per sostituire completamente il grasso usato, se i supporti sono ac-

cessibili, € consigliabile rimuovere il grasso esistente e rilubrificare il

cuscinetto manualmente. Lo spazio libero all'interno del cuscinetto

va riempito tutto con grasso fresco, mentre lo spazio nel supporto
va riempito per il 30+50%. La quantita di grasso nello spazio at-
torno al cuscinetto non deve essere eccessiva per non causare un
innalzamento locale della temperatura che sarebbe dannoso sia per

il grasso sia per il cuscinetto (attenzione a non introdurre impurita

nel cuscinetto o nel supporto). Se i supporti non sono accessibili &

possibile sostituire completamente il grasso per mezzo dell’ingrassa-
tore. Si svita il tappo di scarico (posizionato nella parte inferiore del
supporto), e si esegue il rabbocco affinché tutto il grasso esausto sia

uscito dallo scarico. Quando € possibile eseguire il rabbocco con il

motore in rotazione. Operazione da effettuare sempre in condizioni

di sicurezza, per evitare di immettere all'interno del supporto una

quantita eccessiva di grasso. Una volta raggiunta la temperatura di

equilibrio, si avvita il tappo di scarico. Con intervalli di lubrificazione

molto frequenti, consigliamo di applicare sistemi automatici che
semplificano molto I'operazione. La lubrificazione regolare & neces-
saria alla vita dei cuscinetti e quindi al funzionamento del motore
stesso. Si raccomanda l'uso di grasso al Litio con base olio minerale
di buona qualita.

*  Standard engines with shielded bearings, life long lubricated; on request,
for unshielded bearings, use values of the table.
** Halve the quantity of grease on the side opposite the coupling.

1) Valid for good quality lithium grease and operating temperatures of not
more than 90°C, horizontal drive shaft and normal loads. Halve the values
in the table for applications with a vertical drive shaft. If the operating
temperature exceeds 90°C: halve the values in the table for every 15°C
of temperature increase. (Maximum operating temperature with regard
to Lithium grease with mineral based oil, i.e. about 100°C).

Procedure for re-lubricating non-shielded bearings:

- If the bearings must be re-lubricated at intervals of less than once
every six months (indicative frequency), all the grease must still
be completely replaced after 2 or 3 top-ups at most.

- If the bearings must be re-lubricated at intervals of more than
once every six months (indicative frequency), all the grease must
be completely replaced every six months.

When the old grease is replaced, it is advisable to remove all the old
grease and to re-lubricate the bearing by hand if the supports are
accessible. The vacant space inside the bearing must be comple-
tely filled with fresh grease, while only 30+50% of the space in the
support must be filled. There must not be too much grease in the
space around the bearing as this could lead to a local temperature
increase, which would ruin both the grease and the bearing (take
care to prevent dirt from being introduced into the bearing or support
along with the grease). If the supports are inaccessible, the grease
can be completely replaced by means of the lubricator. Unscrew the
drain plug (in the lower part of the support) and top up until all the
old grease has been pushed out. When possible, top up the grease
whilst the motor is running. This operation must always be carried
out in safe conditions, to prevent the support from being filled with
too much grease. The fill plug can be tightened on once a balanced
temperature has been obtained. It is advisable to install automatic
systems to simplify the operation if the bearings must be lubricated
very frequently. Regular lubrication is essential for bearing life and,
thus, for the operation of the motor itself. Always use good quality
mineral oil based Lithium grease.
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Caratteristiche generali - General specifications

3.

3.1.

1)
2)
3)
4)
5)
6)
7)
8)
9
10)
11)
12
13)
14)
15)
16)
17)
18)
19)
20)
21)
22)
23)
24)
25)
26)
27)
28)
29)
30)
31)
32)
33)

JM/JMD
56...160

PARTI DI RICAMBIO

5 i} T

Ricambi JM/JMM/IMD

Linguetta
V-ring
Tirante per IMB3

Guarnizione coperchio scatola morsettiera

Vite fissaggio morsettiera

Vite fissaggio coprimorsettiera
Coprimorsettiera

Pressacavo

Morsettiera

Vite fissaggio scatola morsettiera
Scatola morsettiera

Statore

Scudo lato opposto comando
Guarnizione scatola morsettiera
Anello di sollevamento

Molla di precarico

Ventola

Anello di tenuta

Tirante per IMB5

Tirante per IMB14

Flangia IMB14

Flangia IMB5

Anello elastico di sicurezza
Copriventola

Cuscinetto

Vite fissaggio copriventola
Rotore

Vite fissaggio piede per IMB3
Carcassa

Piede per IMB3

Scudo lato comando per IMB3
Albero

Condensatore

3.

SPARE PARTS

3.1. Spares JM/JMM/IJMD
12

1)
2)
3)
4)
5)
6)
7)
8)
9)
10)
11)
12
13)
14)
15)
16)
17)
18)
19)
20)
21)
22)
23)
24)
25)
26)
27)
28)
29)
30)
31)
32)
33)

13

JMM 56...100

33
Fig. 3.1/ Draw. 3.1

Key

V-ring

Jacking screw for IMB3
Terminal box cover seal
Terminal box fastening screw
Terminal box cover fastening screw
Terminal box cover

Cable gland

Terminal block

Terminal box fastening screw
Terminal box

Stator

Shield on side opposite control
Terminal box seal

Lifting ring

Preload spring

Fan

Retention ring

Jacking screw for IMB5
Jacking screw for IMB14
IMB14 flange

IMB5 flange

Safety spring ring

Fan cover

Bearings

Fan cover fastening screw
Rotor

Stand fastening screw for IMB3
Housing3

Stand for IMB3

Shield on control side for IMB33
Shaft

Capacitor

F-25

GENERAL



Caratteristiche generali - General specifications

3.2. Ricambi GM/GMD

1) Linguetta

2) Condotto lubrificazione lato comando
3) Ingrassatore

4) Scatola morsettiera

42)

Guarnizione scatola morsettiera

Vite fissaggio coprimorsettiera

Pressacavo

Vite fissaggio morsettiera

Morsettiera

Coprimorsettiera

Guarnizione coprimorsettiera

Vite fissaggio scatola morsettiera

Rotore

Golfare

Statore

Scudo lato opposto comando

Tappo

Condotto lubrificazione lato opposto comando
Ventola

Condotto lubrificazione lato comando IMB5

Flangia interna bloccaggio cuscinetto lato opposto comando
Flangia esterna bloccaggio cuscinetto lato opposto comando
Anello elastico di sicurezza

Linguetta bloccaggio ventola

Anello di tenuta

Anello elastico di sicurezza

Cuscinetto lato opposto comando

Flangia esterna bloccaggio cuscinetto lato comando
Flangia interna bloccaggio cuscinetto lato comando
Cuscinetto lato comando

Anello elastico di sicurezza

Molla di precarico GM160...355

Flangia IMB5

Copriventola

Vite fissaggio copriventola

Morsetto di terra esterno GM315...450

Carcassa

Scudo lato comando IMB3

Vite fissaggio scudo IMB3 lato comando

Tappo scarico lubrificante

Vite fissaggio flangia esterna bloccaggio cuscinetto
Albero

3.2. Spares GM/GMD

Fig. 3.2 / Draw. 3.2

Key

Lubrication duct on control side
Lubricator

Terminal box

Terminal box seal

Terminal box cover fastening screw
Cable gland

Terminal box fastening screw
Terminal block

Terminal box cover

Terminal box cover seal

Terminal box fastening screw

Rotor

Eyebolt

Stator

Shield on side opposite control

Plug

Lubrication duct on side opposite control
Fan

IMBS5 |ubrication duct on control side

Internal bearing locking flange on side opposite control
External bearing locking flange on side opposite control

Safety spring ring

Fan locking key

Retention ring

Safety spring ring

Bearing on side opposite control

External bearing locking flange on control side
Internal bearing locking flange on control side
Bearing on control side

Safety spring ring

GM160...355 preload spring

Flange IMB5

Fan cover

Fan cover fastening screw

GM315...450 external earthing terminal
Housing

Shield on control side for IMB3

IMB3 shield fastening screw on control side
Lubricant drain plug

External bearing locking flange fastening screw
Shaft
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CONVERSIONI E UNITI‘\ DI MISURA CONVERTIONS AND UNITS OF
MEASUREMENT

POTENZA POWER

kilowatt kw 1 foot pound force / minute Ibf-ft/min  44253,72

cavallo vapore cv 1,359621 kilocaloria / ora kcal/h 859,8452

horse power hp 1,341022 british termal unit / hour btu/h 3412,141

foot pound force / second Ibf-ft/s 737,562 kg forza * metro / secondo kgf'm/s 101,9716

FORZA-ENERGIA-MOMENTO-COPPIA

FORCE-ENERGY-MOMENT OF TORSION -TORQUE

joule J 1 kilowatt ora kW-h 2,77777
kilo joule kJ 0,001 kilocaloria kcal 0,000238
newton per metro N'm 1 pound force inch Ibf*in 8,850745
kilogrammo forza per metro kgf'm 0,101971 pound force foot Ibf-ft 0,737562
cavallo vapore ora cv'h 3,776726 british termal unit btu 0,0009478
PORTATA CAPACITY

metri cubi al secondo m’/s 1 cubic inch / minute in’/min  3661424,64
metri cubi al minuto m’/min 60 cubic foot / minute ft’/min 2118,88
metri cubi ora m’/h 3600 gallon / minute (US) gpm 15850,32
litri al secondo I/s 1000 imperial gallon / minute (UK) Igpm 13198,16
litri al minuto I/min 60000 gallon / hour (UK) Igph 791889,8
PRESSIONE PRESSURE

pascal Pa 1 newton / cm2 N/cm?2 0,0001
kilo pascal kPa 0,001 atmosfera metrica atm 0,0000099
mega pascal MPa 0,000001 kilogrammo / cm?2 kg/cm2  0,0000102
bar bar 0,00001 pound / inch2 psi 0,000145
metri colonna d’acqua m c.a. 0,000102 pound / foot2 Ibf/ft2 0,020885
millimetri di mercurio mm Hg  0,0075 foot of water ft H20  0,0003346
VELOCITA' SPEED

metri / secondo m/s 1 foot / second ft/s 3,280839
metri / minuto m/min 60 foot / minute ft/min 196,8503
kilometri / ora km/h 3,6 foot / hour ft/h 11811,02
inch / second in/s 39,37007 mile / hour mi/h 2,236936
inch / minute in/min  2362,204 nautical mile / hour = knot kn 1,942602
LUNGHEZZA-DISTANZA LENGHT-DISTANCE

metro m 1 foot ft 3,280839
centimetro cm 100 yard yd 1,093613
kilometro km 0,001 mile mi 0,000621
inch in 39,37007 nautical mile naut mi  0,0005396




&

SUPERFICIE AREA

metro quadro m?2 1 square inch in2 1550,003
centimetro quadro cm?2 10000 square foot ft2 10,76391
kilometro quadro km2 0,000001 square yard yd? 1,19599
ara a 0,01 square mile mi2 3,861021
ettaro ha 0,0001 acre ac 0,000247
VOLUME VOLUME

metro cubo m3 1 cubic foot ft3 35,3146675
decimetro cubo = litro dm3 1000 cubic yard yd3 1,30795
centimetro cubo cms3 1000000 gallon (US) gal 264,172
cubic inch in3 61023,74 imperial gallon UK gal 219,9693
DENSITA’ DENSITY

kilogrammo / metro cubo kg/m3 1 pound / cubic foot Ib/ft3 0,062428
kilogrammo / decimetro cubo  kg/dm3 0,001 pound / cubic inch Ib/in3 0,000036
kilogrammo / centimetro cubo kg/cm3 0,000001 long ton / cubic yard tn/yd3 0,000752
tonnellata / metro cubo t/m3 0,001 short ton / cubic yard s tn/yd3 0,000842
grammo / centimetro cubo g/cms3 0,001 ounce / gallon oz/gal 0,133526
ACCELERAZIONE ACCELLERATION

metro / secondo quadro m/s? 1 foot / square second ft/s2 3,280839
centimetro / secondo quadro  cm/s2 100 inch / square second in/s2 39,37007
kilometro / secondo quadro km/s2 0,001 mile / square second mi/s2 0,000621
TEMPERATURA TEMPERATURE

grado Celsius °C 1 Kelvin K 274,15
grado Fahrenheit °F 33,8 grado Rankine °R 493,47
ANGOLO EDGE

grado sessagesimale ° 1 radiante rad 0,017453
grado centesimale c 1,111111 angolo giro 0,002777
PESO-MASSA WEIGHT

Newton N 9,806652 pound Ib 2,204622
kiloNewton kN 0,009806 ounce (advp) 0z 35,27396
kilogrammo kg 1 ounce (troy) ozt 32,15072
grammo g 1000 ton (long) ton 0,000984
tonnellata t 0,001 ton (short) tn 0,001102
carato carato 5000 grain gr 15432,35
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SIMBOLOGIA E UNITA DI MISURA

SYMBOLS AND UNITS OF MEASURE

Cos® Fattore di potenza nominale cosp = Rated power-factor
n Rendimento ( Presa / Passorbita ) n = Efficiency ( Pout / Pin )
In Corrente nominale [A] In = Rated current [A]
Is Corrente di spunto [A] Is = Starting current [A]
] Momento d'inerzia [kgm?] ] = Moment of inertia [kgm?]
nn Velocita nominale [minl] nn = Rated speed [min]
Pn Potenza nominale [kw]  Pn = Rated power [kw]
Tmax Coppia massima [Nm] Tmax = Maximum torque [Nm]
Tn Coppia nominale [Nm] Tn = Rated torque [Nm]
Ts Coppia di spunto [Nm] Ts = Starting torque [Nm]
(%] Diametro interno [mm] i = Inside Diameter [mm]
De Diametro esterno [mm] Qe = Outside Diameter [mm]
C Condensatore di marcia [wuF] C = Ranning capacitor [uF]
CE Condensatore di avviamento [uF] CE = Starting capacitor [1F]
* = Potenze o corrispondenza potenza-grandezza non  * = Power or power/size not standardized
normalizzate
GESTIONE DELLE FASI DI LAVORAZIONE E COMMERCIALIZZAZIONE
ORGANIZATION OF MANUFACTURING PROCESS AND MARKETING
Produzione protatipi Produzione in serie
Sede Seipes [Ala Sede Sajpes Italia
Samples Mass-production
Head office Saioes fialy Hegd office Sefpes Raly
Ricerca progettazione Collaudi Controlo qualia | Immissione sul mercato
Sade Seipea Italla Sefe Seipes 1taila Sade Seipee Ikalla - Sede Seipes Italia
Research project development Test Quality controf . Sales
office Selpee [taly Head office Seipde Italy Head affice Sejpee italy. | Hearl affite Seipes Italy
N
‘|| Produzione protatipl =4\ Pr_g;lu:iw in serie 1L
Sampies production Mass-production Seda Sas!:;:lfetltaila
g Foreign partner After-sales service
Head ofics Seipee Maly
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